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1% 'x117%" MICROLLAM

REVISIONS BY
ROOF FRAMING PARAPET WALL
(SEE PLAN) (FOR ADDITIONAL INFO,
— gﬁ%gi’;’a)#”' O T.BN. 2x~ SHAPED SOLID 134"x5%" MICROLLAM TBN.
RAFTERS 2x8 LEDGER W/ 5 =N ' BLK'G W/ STL. CLIP RAFTERS @ 12" 0.C. 2x~ SHAPED SOLID
(SEE PLAN) 2-16d @ EA. STUD & l TO BEAM BLK'G W/ STL. CLIP
» = \ ; RAFTERS ’
2x~ SOLID BLOCKING @ 48" 0.C. & i ROOF SHTG 49" MIN. (AT
W/ STL. CLIP TO TOP ROOF SHTG. / |/ L T ' BIRDSMOUTH CUT) H2.5 EA. RAFTER T.B.N.
PLATE PER SCHED. ‘l N | - < , = = ) X
. - | = jm | 2¢6 STUDS @ 16” O.C. / / | T 7 .
; \ o | ﬂ_ N | + o+
4x~ CONT. / j [ , SEK,GSOUD L ;79/ o
PLATE 7 T% CEILING FRAMING j
M\ ] = (SEE PLAN) WALL SHTG. /
'< | |//¢ « S
SEE DETAIL G | HU1.81/5 -
#2/53.2 Ny ‘ /
d % /i 2x~ FASCIA
’ T.B.N. ~“>j<jt::::::::’~f::~ﬂﬂﬂ - (SAD)
o - 2x6 @ 24” 0.C.
I B 194'x117% SHAPED LEDGER \—CEILING (SAD.) W/ 6-10d FACE N NT G
- W/ 4—-SDWH19600DB WOOD 28 CEILING JOISTS NAILS < ,Onn
{ L SCREWS TO EA. STUD & @ 16" 0.C W/ LUS26 GLUE—LAM BEAM L oafl
” 3 "nU\ .N
PRE-FAB WOOD BEAM 16d @ 67 0.C. TO SOLID (SEE PLAN) LUS26-2 Fo NgnK
FLOOR TRUSSES (SEE PLAN) LSTMB © 48" O.C BLK'G 2x8 CEILING JOISTS GLUE-LAM BEAM nZ «Son
ae @ 16" 0.C W/ LUS26 (SEE PLAN) | 28 a,0on
v ROOF SHTG. DOOR /WINDOW ———_|_ SAD. i Shn
T H2.5A EA. RAFTER | 4 _ (S.AD.) FW Gglnn
\\\/ > MO coow
CCE-25-035-37 ) % : CCE-25-035-35 Bam F o
1n J-J- 0z
2 ||.|.| i
DETAIL so. oo | 10| | e s e 7 DETAIL o v | 110 4
-
RAFTERS (SEE PLAN) e E z
134"x18” MICROLLAM RIM — 2x6 STUDS HUT1 || l G 2
JOIST W/ STL. CLIP sAD, @ 16 O'C'K TBAN. 2%~ SHAPED SOLID TB. @& ow

I 2x~ STUDS @ 16 O.C. BLK'G W/ STL. CLIP

4-16d FACE NAL | 2x8 CEILING JOISTS RAFTERS @ 24" 0.C. 2x~ SHAPED SOLID
4-10d TO BLOCK 1 —SILL NAL SILL NAL © 16" 0.C W/ LUS26 RAFTERS 4x4 CONT. PLATE W/ BLK'G W/ STL. CLIP
2%4 FLOOR JOIST (SEE PLAN) / SDS25800 WOOD
2x4 BLOCK AT TBAN. SCREWS @ 16” 0.C.
W/ LUS24 ROOF SHTG. T.BN.
[ FLOOR SHEATHING 2x4 FLAT CEILING . _ / 7
< gL | | JOIST - d
o i' * | \ ?«{ R N
/r »8 Lo W/ | L s =

[ I\ /Bq
3-16d @ EA. STUD ] ——— /
T.EN. 2% 2x~ FASCIA

(SAD.)

FLOOR SHTG.
| 7 \ L ceune (SAD.)

APN # 169—421-077-000

90 LINEA DE FUEGO CARMEL, CA 93923

McGINNIS/SINHA RESIDENCE

|
|
/ |
| 2x6 @ 24" 0.C.
PRE-FAB WOOD —2x4 FLOOR JOIST — GLUE—LAM BEAM W/ 6-10d FACE
FLOOR TRUSSES (TOP) W/ LUS24 (SEE PLAN) 2x8 CEILING JOISTS NAILS
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ECCQ5-6 174x117% MICROLLAM 1%"x18" MICROLLAM
FABRICATOR GLUE-LAM BEAM BLK'G @ 48" 0.C. W/ 2x~ STUDS R,f,, JOIST W/ STL. DBL TOP PLATES DATE: 11/6/2025
A35 EA. JOIST i BEAM (SEE PLAN) (SEE PLAN)/’JV/ A-34 T0 TOP R - @ 16" 0.C. CLIP PER SCHED. ~ SOALE:  AS NOTED
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ENGINEERS, INC.

McGINNIS/SINHA RESIDENCE

PROJECT TITLE:

90 LINEA DE FUEGO CARMEL, CA 93923

APN # 169—421-077-000

SHEET TITLE:

DETAILS

JOB No.CCE-25-035

DATE:

11/6/2025

SCALE:

AS NOTED

DRAWN BY:

O.R.
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j STL. CLIP PER SHEAR CEILING FRAMING,
ROOF FRAM,NGJ , WALL SCHEDULE STRUCTURAL SHTG. (SEE PLAN)
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2x6 STUDS @ 16" 0.C.
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” N W/ STL CLP PER 1%x11% SOLID BLK'G T.B.
117 _ 10d @ 4° 0.C. o SHEAR WALL SCHEDULE W/ STL. CLP PER
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EN. 4 SAD. - . ROOF SHTG.\
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DETAIL sc: 17=1—0” | 11 DETAIL SC: 17=1'-0" 8 DETAIL SC: 17=1'-0" DETAIL SC: 17=1'—0"
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TEN. SHEAR WALL SCHEDULE (SEE PLAN)
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/ il 10d @ 4" 0. WALL SCHEDULE . SLOPED (SAD.) SHEAR WALL SCHEDULE
4x6 SOLID BLK'G 3 10 BLKG LVL BLK'G @ 24" 0.C. ROOF SHTG US2.37/14 HANGER
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CERTIFICATE OF COMPLIANCE - RESIDENTIAL PERFORMANCE COMPLIANCE METHOD
Project Name: 90 Linea De Fuego Residence

Calculation Description: Title 24 Analysis

Analysis_V9.4.ribd22x

Calculation Date/Time: 2025-12-08720:46:43-08:00
Input File Name: 9882_90 Linea De Fuego, Carmel, CA 93923_Energy

CF1R-PRF-01-E
(Page 1 of 20)

GENERAL INFORMATION
01 Project Name | 90 Linea De Fuego Residence
02 Run Title [ Title 24 Analysis
03 Project Location 90 Linea De Fuego
04 City | Carmel, CA 05 Standards Version | 2022
06 Zip code | 93923 07 Software Version | EnergyPro 9.4
08 Climate Zone (3 09 Front Orientation (deg/ Cardinal) | 90
10 Building Type | Single family 11 Number of Dwelling Units | 1
12 Project Scope | Newly Constructed 13 Number of Bedrooms | 6
14 Addition Cond. Floor Area (ft2) |0 15 Number of Stories ( 2
16 Existing Cond. Floor Area (ft2)|n/a 17 Fenestration Average U-factor |0.31
18 Total Cond. Floor Area (ft2) | 6990 19 Glazing Percentage (%) | 25.55%
20 ADU Bedroom Count|n/a 21 ADU Conditioned Floor Area |n/a
22 Fuel Type | Natural gas 23 No Dwelling Unit: [ No
COMPLIANCE RESULTS
01 Building Complies with Computer Performance
02 This building incorporates features that require field testing and/or verification by a certified HERS rater under the supervision of a CEC-approved HERS provider.
03 This building incorporates one or more Special Features shown below

Registration Number: 425-P010363895A-000-000-0000000-0000

Registration Date/Time: 12/09/2025 10:55

HERS Provider: CHEERS

NOTICE: This document has been generated by California Home Energy Efficiency Rating Services (CHEERS) using information uploaded by third parties not affiliated with or related to CHEERS. Therefore, CHEERS is not responsible for,

Report Generated: 2025-12-08 20:49:20

and cannot guarantee, the accuracy or completeness of the information contained in this document.

CA Building Energy Efficiency Standards - 2022 Residential Compliance

Report Version: 2022.0.000

Schema Version: rev 20220901

CERTIFICATE OF COMPLIANCE - RESIDENTIAL PERFORMANCE COMPLIANCE METHOD

CF1R-PRF-01-E

Project Name: 90 Linea De Fuego Residence Calculation Date/Time: 2025-12-08720:46:43-08:00 (Page 2 of 20)
Calculation Description: Title 24 Analysis Input File Name: 9882_90 Linea De Fuego, Carmel, CA 93923_Energy
Analysis_V9.4.ribd22x
ENERGY DESIGN RATINGS
Energy Design Ratings Compliance Margins
Source Energy Efficiency’ EDR Total? EDR Source Energy Efficiency® EDR Total? EDR
(EDR1) (EDR2efficiency) (EDR2total) (EDR1) (EDR2efficiency) (EDR2total)
Standard Design 38.7 49.1 314
Proposed Design 26 40.8 27 12.7 8.3 4.4

RESULT3: PASS

1Effit:iency EDR includes improvements like a better building envelope and more efficient equipment

3Building complies when source energy, efficiency and total compliance margins are greater than or equal to zero and unmet load hour limits are not exceeded

. Standard Design PV Capacity: 4.34 kWdc

. PV System resized to 4.34 kWdc (a factor of 4.341) to achieve 'Standard Design PV' PV scaling

Registration Number: 425-P010363895A-000-000-0000000-0000
NOTICE: This document has been generated by California Home Energy Efficiency Rating Services (CHEERS) using information uploaded by third parties not affiliated with or related to CHEERS. Therefore, CHEERS is not responsible for,
and cannot guarantee, the accuracy or completeness of the information contained in this document.

CA Building Energy Efficiency Standards - 2022 Residential Compliance

Registration Date/Time: 12/09/2025 10:55

Report Version: 2022.0.000
Schema Version: rev 20220901

HERS Provider: CHEERS

Report Generated: 2025-12-08 20:49:20

CERTIFICATE OF COMPLIANCE - RESIDENTIAL PERFORMANCE COMPLIANCE METHOD

Project Name: 90 Linea De Fuego Residence

Calculation Description: Title 24 Analysis

Calculation Date/Time: 2025-12-08720:46:43-08:00

Input File Name: 9882_90 Linea De Fuego, Carmel, CA 93923_Energy

Analysis_V9.4.ribd22x

CF1R-PRF-01-E
(Page 3 of 20)

ENERGY USE SUMMARY
Energy Use Standard Design Sou;ce Standard Design TD\ZI Energy Proposed Design Sou;ce Proposed Design TD;I Energy Margin (EDR1) Margin (EDR2)
Energy (EDR1) (kBtu/ft* -yr) (EDR2) (KTDV/ft* -yr) Energy (EDR1) (kBtu/ft* -yr) (EDR2) (kTDV/ft* -yr)
Space Heating 5.68 25.17 3.02 22.73 2.66 2.44
Space Cooling 0.03 1.81 0.01 0.83 0.02 0.98
IAQ Ventilation 0.27 2.89 0.27 2.89 0 0
Water Heating 0.6 6.96 0.38 4.13 0.22 2.83
Self
Utilization/Flexibility 0 0 0 0
Credit
Efficiency Compliance 6.58 36.83 3.68 30.58 2.9 6.25
Total
Photovoltaics -0.53 -16.59 -0.53 -16.58
Battery 0 0
Flexibility 0
Indoor Lighting 0.39 4.04 0.39 4.04
Appl. & Cooking 1.08 7.47 1.08 7.44
Plug Loads 1.18 12,5 1.18 12,5
Outdoor Lighting 0.11 1.02 0.11 1.02
TOTAL COMPLIANCE 8.81 45.27 5.91 39

Registration Number: 425-P010363895A-000-000-0000000-0000
NOTICE: This document has been generated by California Home Energy Efficiency Rating Services (CHEERS) using information uploaded by third parties not affiliated with or related to CHEERS. Therefore, CHEERS is not responsible for,
and cannot guarantee, the accuracy or completeness of the information contained in this document.

CA Building Energy Efficiency Standards - 2022 Residential Compliance

Registration Date/Time: 12/09/2025 10:55

Report Version: 2022.0.000
Schema Version: rev 20220901

HERS Provider: CHEERS

Report Generated: 2025-12-08 20:49:20

CERTIFICATE OF COMPLIANCE - RESIDENTIAL PERFORMANCE COMPLIANCE METHOD
Project Name: 90 Linea De Fuego Residence

Calculation Description: Title 24 Analysis
Analysis_V9.4.ribd22x

Calculation Date/Time: 2025-12-08720:46:43-08:00
Input File Name: 9882_90 Linea De Fuego, Carmel, CA 93923_Energy

CF1R-PRF-01-E
(Page 4 of 20)

Viranchi Shah
Get Title 24
2108 N ST #5492
Sacramento, CA, 95816
(714) 888-4736
viranchi@gettitle24.com
www.gettitle24.com

ENERGY USE INTENSITY
Standard Design (kBtu/ft? - yr) Proposed Design (kBtu/ft? - yr ) Margin (kBtu/ft? - yr) Margin Percentage
Gross EUI' 11.09 6.99 4.1 36.97
Net EUI? 7.82 3.72 4.1 52.43
Notes
1. Gross EUI is Energy Use Total (not including PV) / Total Building Area.
2. Net EUI is Energy Use Total (including PV) / Total Building Area.
REQUIRED PV SYSTEMS
01 02 03 04 05 06 07 08 09 10 11 12
DC System Size Azimuth Tilt | Array Angle | Tilt: (xin | Inverter Eff. Annual
(kWdc) Exception Module Type Array Type Power Electronics CFl (deg) Input (deg) 12) (%) Solar(;/\;:cess
A
4.34 NA Standard (14-17%) Fixed none true 150-270 n/a n/a <=7:12 96 98
REQUIRED SPECIAL FEATURES
The following are features that must be installed as condition for meeting the modeled energy performance for this computer analysis.
. Non-standard duct location (any location other than attic)
. Northwest Energy Efficiency Alliance (NEEA) rated heat pump water heater; specific brand/model, or equivalent, must be installed
. One or more heat pump water heaters have been modeled as demand response compatible
Registration Number: 425-P010363895A-000-000-0000000-0000 Registration Date/Time: 12/09/2025 10:55 HERS Provider: CHEERS

NOTICE: This document has been generated by California Home Energy Efficiency Rating Services (CHEERS) using information uploaded by third parties not affiliated with or related to CHEERS. Therefore, CHEERS is not responsible for,

Report Generated: 2025-12-08 20:49:20

and cannot guarantee, the accuracy or completeness of the information contained in this document.
CA Building Energy Efficiency Standards - 2022 Residential Compliance Report Version: 2022.0.000

Schema Version: rev 20220901

CERTIFICATE OF COMPLIANCE - RESIDENTIAL PERFORMANCE COMPLIANCE METHOD
Project Name: 90 Linea De Fuego Residence

Calculation Description: Title 24 Analysis

Analysis_V9.4.ribd22x

Calculation Date/Time: 2025-12-08720:46:43-08:00
Input File Name: 9882_90 Linea De Fuego, Carmel, CA 93923_Energy

CF1R-PRF-01-E
(Page 5 of 20)

HERS FEATURE SUMMARY

The following is a summary of the features that must be field-verified by a certified HERS Rater as a condition for meeting the modeled energy performance for this computer analysis. Additional
detail is provided in the building tables below. Registered CF2Rs and CF3Rs are required to be completed in the HERS Registry

. Indoor air quality ventilation
. Kitchen range hood
. Minimum Airflow

. Verified SEER/SEER2

. Fan Efficacy Watts/CFM

. Verified heat pump rated heating capacity

. Duct leakage testing

. Ducts located entirely in conditioned space confirmed by duct leakage testing

BUILDING - FEATURES INFORMATION

01 02 03 04

05

06

07

Project Name Conditioned Floor Area (ft?) Number of Dwelling Number of Bedrooms

Number of Zones

Number of Ventilation

Number of Water

Units Cooling Systems Heating Systems
90 Linea De Fuego Residence 6990 1 6 6 0 1
ZONE INFORMATION
01 02 03 04 05 06 07

Zone Name Zone Type HVAC System Name Zone Floor Area (ftz) Avg. Ceiling Height Water Heating System 1 Status
Unit 1 (1F) Conditioned HVAC System 11 2770 10 DHW Sys 1 New
Unit 2 (1F) Conditioned HVAC System 11 830 10 DHW Sys 1 New
Unit 4 (2F) Conditioned HVAC system 22 1840 8 DHW Sys 1 New
Unit 3 (2F) Conditioned HVAC system 22 660 8 DHW Sys 1 New
Unit 5 (2F) Conditioned HVAC system 33 410 8 DHW Sys 1 New
ADU (2F) Conditioned HVAC system 44 480 8 DHW Sys 1 New

Registration Number: 425-P010363895A-000-000-0000000-0000

Registration Date/Time: 12/09/2025 10:55

HERS Provider: CHEERS

NOTICE: This document has been generated by California Home Energy Efficiency Rating Services (CHEERS) using information uploaded by third parties not affiliated with or related to CHEERS. Therefore, CHEERS is not responsible for,

Report Generated: 2025-12-08 20:49:20

and cannot guarantee, the accuracy or completeness of the information contained in this document.

CA Building Energy Efficiency Standards - 2022 Residential Compliance

Report Version: 2022.0.000

Schema Version: rev 20220901

CERTIFICATE OF COMPLIANCE - RESIDENTIAL PERFORMANCE COMPLIANCE METHOD

CF1R-PRF-01-E

Project Name: 90 Linea De Fuego Residence Calculation Date/Time: 2025-12-08720:46:43-08:00 (Page 6 of 20)
Calculation Description: Title 24 Analysis Input File Name: 9882_90 Linea De Fuego, Carmel, CA 93923_Energy
Analysis_V9.4.ribd22x
OPAQUE SURFACES
01 02 03 04 05 06 07 08
Name Zone Construction Azimuth Orientation Gross Area (ftz) Wini::\;a}?tt;;)oor Tilt (deg)
Front Wall E Unit 1 (1F) R-21 Wall, W.S 90 Front 92 32 90
Front Wall E 2 Unit 1 (1F) R-21 Wall, OS. 90 Front 13 0 90
Front Wall E 3 Unit 1 (1F) R-21 Wall 90 Front 119.5 0 90
Rear Wall W Unit 1 (1F) R-21 Wall, OS. 270 Back 55 0 90
Rear Wall W 2 Unit 1 (1F) R-21 Wall 270 Back 128.5 62.32 90
Left Wall S Unit 1 (1F) R-21 Wall, OS. 180 Left 111.98 67.98 90
Left Wall S 2 Unit 1 (1F) R-21 Wall 180 Left 655 417.75 90
Right Wall N Unit 1 (1F) R-21 Wall, W.S 0 Right 109 42.64 90
Right Wall N 2 Unit 1 (1F) R-21 Wall, OS. 0 Right 224 88 90
Right Wall N 3 Unit 1 (1F) R-21 Wall 0 Right 266 40.86 90
Rear Wall W 3 Unit 2 (1F) R-21 Wall 270 Back 278 64 90
Rear Wall W 4 Unit 2 (1F) R-21 Wall, W.S 270 Back 130 20 90
Left Wall S 3 Unit 2 (1F) R-21 Wall 180 Left 179 64 90
Left Wall S 4 Unit 2 (1F) R-21 Wall, W.S 180 Left 63 0 90
Right Wall N Unit 2 (1F) R-21 Wall, W.S 0 Right 275 36 90
Right Wall N 2 Unit 2 (1F) R-21 Wall 0 Right 240 68 90
Front Wall E 4 Unit 2 (1F) R-21 Wall 90 Front 21.5 0 90
Front Wall E 5 Unit 4 (2F) R-21 Wall 90 Front 92 0 90
Rear Wall W 5 Unit 4 (2F) R-21 Wall 270 Back 198.25 64 90
Rear Wall W 6 Unit 4 (2F) R-21 Wall, W.S 270 Back 130 64 90
Left Wall S 5 Unit 4 (2F) R-21 Wall 180 Left 584 112 90
Left Wall S 6 Unit 4 (2F) R-21 Wall, W.S 180 Left 76.5 32 90
Right Wall N 4 Unit 4 (2F) R-21 Wall 0 Right 804 196 90
Right Wall N 5 Unit 4 (2F) R-21 Wall, W.S 0 Right 146.5 0 90
Front Wall E 6 Unit 3 (2F) R-21 Wall, W.S 90 Front 73 12 90
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Project Name: 90 Linea De Fuego Residence Calculation Date/Time: 2025-12-08720:46:43-08:00 (Page 7 of 20)
Calculation Description: Title 24 Analysis Input File Name: 9882_90 Linea De Fuego, Carmel, CA 93923_Energy
OPAQUE SURFACES Analysis_V9.4.ribd22x
01 02 03 04 05 06 07 08
Name Zone Construction Azimuth Orientation Gross Area (ftz) Wim;l-\t::vaa(?tt;;)oor Tilt (deg)
Rear WallW 7 Unit 3 (2F) R-21 Wall 270 Back 48 12 90
Left Wall S 7 Unit 3 (2F) R-21 Wall, W.S 180 Left 387 48 90
Right Wall N 6 Unit 3 (2F) R-21 Wall, W.S 0 Right 240 0 90
Front Wall E 7 Unit 5 (2F) R-21 Wall 90 Front 51.75 30 90
Rear Wall W 8 Unit 5 (2F) R-21 Wall 270 Back 191.7 0 90
Left Wall S 8 Unit 5 (2F) R-21 Wall 180 Left 241 110 90
Left Wall S 9 Unit 5 (2F) R-21 Wall, W.S 180 Left 50 32 90
Front Wall E 8 ADU (2F) R-21 Wall 90 Front 220 15 90
Rear Wall W 9 ADU (2F) R-21 Wall 270 Back 36 0 90
Left Wall S 10 ADU (2F) R-21 Wall 180 Left 160.5 48 90
Right Wall N 7 ADU (2F) R-21 Wall 0 Right 115 15.25 90
Interior Wall Unit 1 (1F)>>Unit 2 (1F) R-0 Interior Wall n/a n/a 493.7 0 n/a
Interior Wall 2 Unit 1 R-13 Interior Wall n/a n/a 493.7 0 n/a
(1F)>>__Garage__
Raised Floor Unit 3 (2F) R-19 Floor No Crawlspace_ n/a n/a 35 n/a n/a
Interior Floor Unit 4 (2F) R-0 Interior Floor n/a n/a 830 n/a n/a
Interior Floor 2 Unit 4 (2F) R-0 Interior Floor n/a n/a 1010 n/a n/a
Interior Floor 3 Unit 3 (2F) R-0 Interior Floor n/a n/a 275 n/a n/a
Interior Floor 4 Unit 3 (2F) R-19 Interior Floor n/a n/a 350 n/a n/a
Interior Floor 5 Unit 5 (2F) R-0 Interior Floor n/a n/a 410 n/a n/a
Interior Floor 6 ADU (2F) R-19 Interior Floor n/a n/a 480 n/a n/a
Front Wall E9 __Garage__ R-0 Wall 90 Front 198 0 90
Front Wall E 10 __Garage__ R-0 Wall, 0.5 90 Front 147.29 15 90
Left Wall S 11 __Garage__ R-0 Wall 180 Left 191 0 90
Right Wall N 8 __Garage__ R-0 Wall, 0.5 0 Right 213 96 90
Right Wall N 9 _ Garage__ R-0 Wall 0 Right 147 72 90
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CERTIFICATE OF COMPLIANCE - RESIDENTIAL PERFORMANCE COMPLIANCE METHOD

CF1R-PRF-01-E

Project Name: 90 Linea De Fuego Residence Calculation Date/Time: 2025-12-08720:46:43-08:00 (Page 9 of 20)
Calculation Description: Title 24 Analysis Input File Name: 9882_90 Linea De Fuego, Carmel, CA 93923_Energy
FENESTRATION / GLAZING Analysis_V9.4.ribd22x
01 02 03 04 05 06 07 08 09 10 1 12 13 14
i i Area K
Name Type Surface Orientation | Azimuth Width | Height Mult. 2 U-factor U-factor SHGC SHGC Source | Exterior Shading
(ft) (ft) (ft?) Source
ngg;:’ s- Window Right Wall N Right 0 1 18.64 0.3 NFRC 0.23 NFRC Bug Screen
W'gg;‘)” T Window | Right Wall N Right 0 1 24 03 NFRC 0.23 NFRC Bug Screen
W'ggé’(‘)” E- Window | Right wall N2 Right 0 1 64 0.3 NFRC 0.23 NFRC Bug Screen
W'ggzg" b- Window | Right wall N 3 Right 0 1 31.52 03 NFRC 0.23 NFRC Bug Screen
W';g;’;” X- Window | Right wallN 3 Right 0 1 9.34 0.3 NFRC 0.23 NFRC Bug Screen
leg;);’ F- Window Rear Wall W 3 Back 270 1 32 0.3 NFRC 0.23 NFRC Bug Screen
W;g‘;ﬁ.’““{ . Window | Rear Wall W 3 Back 270 1 32 03 NFRC 0.23 NFRC Bug Screen
W';gg: u- Window | Rear wallw 4 Back 270 1 20 03 NFRC 0.23 NFRC Bug Screen
W'gg;g’ A- Window Left Wall S 3 Left 180 1 64 03 NFRC 0.23 NFRC Bug Screen
W'ggg;” v- Window Right Wall N Right 0 1 36 03 NFRC 0.23 NFRC Bug Screen
W";%z\g w- Window Right Wall N 2 Right 0 1 4 0.3 NFRC 0.23 NFRC Bug Screen
W'gg;’g’ B- Window | Right Wall N 2 Right 0 1 64 03 NFRC 0.23 NFRC Bug Screen
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Project Name: 90 Linea De Fuego Residence

Calculation Description: Title 24 Analysis

Calculation Date/Time: 2025-12-08720:46:43-08:00
Input File Name: 9882_90 Linea De Fuego, Carmel, CA 93923_Energy

CF1R-PRF-01-E
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FENESTRATION / GLAZING Analysis_V9.4.ribd22x
01 02 03 04 05 06 07 08 09 10 11 12 13 14
Name Type Surface Orientation | Azimuth W('f(:)th H?fitg)ht Mult. ?f:ez? U-factor Usjzizzr SHGC SHGC Source | Exterior Shading
W;gggi’; B Window Rear Wall W 5 Back 270 1 32 0.3 NFRC 0.23 NFRC Bug Screen
W;gggf’: . Window | Rear Wall W 5 Back 270 1 32 03 NFRC 0.23 NFRC Bug Screen
W?g;O‘ALB_ Window Rear Wall W 6 Back 270 1 64 0.3 NFRC 0.23 NFRC Bug Screen
W;g‘;%‘j’? © | Window | Leftwallss Left 180 1 64 03 NFRC 023 NFRC Bug Screen
W;”Z‘:)"ZVS_R © | window | Leftwallss Left 180 1 24 03 NFRC 0.23 NFRC Bug Screen
V\f;:;gi '; B Window Left Wall S 5 Left 180 1 24 0.3 NFRC 0.23 NFRC Bug Screen
W;gg‘;f’; . Window | LeftWallS6 Left 180 1 32 03 NFRC 0.23 NFRC Bug Screen
W;g‘;gi’; - Window | Right wall N 4 Right 0 1 64 03 NFRC 0.23 NFRC Bug Screen
Wizn(;jz"o‘”_’ \év - Window | Right wall N 4 Right 0 1 4 0.3 NFRC 0.23 NFRC Bug Screen
Wi;g;’c‘;v_T " | Window | Rightwalln4 Right 0 1 24 03 NFRC 023 NFRC Bug Screen
Wiggg(\;v_c B Window Right Wall N 4 Right 0 1 48 0.3 NFRC 0.23 NFRC Bug Screen
Wizngjzoovi \3N " | window | RightWallN4 Right 0 1 4 03 NFRC 0.23 NFRC Bug Screen

Registration Number: 425-P010363895A-000-000-0000000-0000
NOTICE: This document has been generated by California Home Energy Efficiency Rating Services (CHEERS) using information uploaded by third parties not affiliated with or related to CHEERS. Therefore, CHEERS is not responsible for,
and cannot guarantee, the accuracy or completeness of the information contained in this document.

CA Building Energy Efficiency Standards - 2022 Residential Compliance

Registration Date/Time: 12/09/2025 10:55

Report Version: 2022.0.000
Schema Version: rev 20220901

HERS Provider: CHEERS

Report Generated: 2025-12-08 20:49:20
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Project Name: 90 Linea De Fuego Residence

Calculation Description: Title 24 Analysis
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Input File Name: 9882_90 Linea De Fuego, Carmel, CA 93923_Energy
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FENESTRATION / GLAZING Analysis_V9.4.ribd22x
01 02 03 04 05 06 07 08 09 10 11 12 13 14
i i Area K
Name Type Surface Orientation | Azimuth Width | Height Mult. 2 U-factor U-factor SHGC SHGC Source | Exterior Shading

(ft) (ft) (ft?) Source

Wér:)(;(c))w; B Window Right Wall N 4 Right 0 1 48 0.3 NFRC 0.23 NFRC Bug Screen

Wg‘;;ow r’ " | window | Rightwallna Right 0 1 4 03 NFRC 0.23 NFRC Bug Screen

W';gg: N- Window | Front wallE6 Front %0 1 12 03 NFRC 0.23 NFRC Bug Screen

Window L - .

2060 Window Rear Wall W 7 Back 270 1 12 0.3 NFRC 0.23 NFRC Bug Screen
W';‘(’)‘;‘g M- 1 Window Left Wall S 7 Left 180 1 48 0.3 NFRC 0.23 NFRC Bug Screen
nggggv Y- Window Front Wall E 7 Front 90 1 30 0.3 NFRC 0.23 NFRC Bug Screen
“Q'l'gf;‘é'( . Window | LeftwallS8 Left 180 1 110 03 NFRC 0.23 NFRC Bug Screen
Windopw F - .

2080 Window Left Wall S 9 Left 180 1 32 0.3 NFRC 0.23 NFRC Bug Screen
W';gg’;" P- Window | Front wall E 8 Front 90 1 15 03 NFRC 0.23 NFRC Bug Screen
Window C - X

2060 3 Window Left Wall S 10 Left 180 1 48 0.3 NFRC 0.23 NFRC Bug Screen
W;‘:ZOOW \SN B Window Right Wall N 7 Right 0 1 4 0.3 NFRC 0.23 NFRC Bug Screen
W'ggzz’ Q- | window | Rightwalln7 Right 0 1| 1125 03 NFRC 0.23 NFRC Bug Screen
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Project Name: 90 Linea De Fuego Residence Calculation Date/Time: 2025-12-08720:46:43-08:00 (Page 8 of 20)
Calculation Description: Title 24 Analysis Input File Name: 9882_90 Linea De Fuego, Carmel, CA 93923_Energy
Analysis_V9.4.ribd22x
OPAQUE SURFACES - CATHEDRAL CEILINGS
01 02 03 04 05 06 07 08 09 10 11
Skylight Area | Roof Rise (x in Roof
. . . . 2 "
Name Zone Construction Azimuth Orientation Area (ft?) (ftz) 12) Reflectance Roof Emittance Cool Roof
Flat Roof Unit 1 (1F) Rsiﬁ?ﬁ No 180 Left 1075 0 02 01 0.85 No
Flat Roof 2 Unit 4 (2F) R'Sii‘i’c"f No 90 Front 120 0 0.2 01 0.85 No
Flat Roof 3 Unit 4 (2F) RGi&‘i’c"f No 0 Right 1720 0 0.2 0.1 0.85 No
Flat Roof 4 Unit 3 (2F) R‘Sift?:f No 0 Right 660 72 02 01 0.85 No
Flat Roof 5 Unit 5 (2F) R'?’iz‘i’cc’f No 0 Right 410 0 0.2 0.1 0.85 No
Flat Roof 6 ADU (2F) R'aii‘i’:f No 0 Right 480 0 0.2 0.1 0.85 No
FlatRoof7 | _ Garage__ R‘Oit'f: No 0 Right 28 0 0.2 0.1 0.85 No
FENESTRATION / GLAZING L
-
01 02 03 04 05 06 07 08 09 10 11 12 13 14 |—
i i Area K
Name Type Surface Orientation | Azimuth Width | Height Mult. 2 U-factor U-factor SHGC SHGC Source | Exterior Shading l_
(ft) (ft) (ft%) Source
Window H - .
56114 Window Rear Wall W 2 Back 270 1 62.32 0.3 NFRC 0.23 NFRC Bug Screen
Window J - .
Window Left Wall S Left 180 1 67.98 0.3 NFRC 0.23 NFRC Bug Screen
60114_ q_)
Window G - . o
11058_ Window Left Wall S 2 Left 180 1 62.37 0.3 NFRC 0.23 NFRC Bug Screen C
. 331.3 q) : :
Door - 238140_ | Window Left Wall S 2 Left 180 1 0.3 NFRC 0.23 NFRC Bug Screen c N
8 = 0O
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CERTIFICATE OF COMPLIANCE - RESIDENTIAL PERFORMANCE COMPLIANCE METHOD CF1R-PRF-01-E (l-_)
Project Name: 90 Linea De Fuego Residence Calculation Date/Time: 2025-12-08720:46:43-08:00 (Page 12 of 20) L O
Calculation Description: Title 24 Analysis Input File Name: 9882_90 Linea De Fuego, Carmel, CA 93923_Energy Ly ] @
FENESTRATION / GLAZING Analysis_V9.4.ribd22x 8
01 02 03 04 05 06 07 08 09 10 11 12 13 14 D_
i i Area E
Name Type Surface Orientation | Azimuth Width | Height Mult. 2 U-factor U-factor SHGC SHGC Source | Exterior Shading
(ft) (ft) (ft?) Source
Window P - . Table
2660_2 Window Front Wall E 10 Front 90 1 15 0.55 110.6-A 0.67 Table 110.6-B Bug Screen
Sk‘g'gg 1 skylight Flat Roof 4 Right 0 1 24 0.49 NFRC 027 NFRC
Skzlgg 2- Skylight Flat Roof 4 Right 0 1 24 0.49 NFRC 0.27 NFRC
Sk‘l'l'('ﬂg 3- Skylight Flat Roof 4 Right 0 1 24 0.49 NFRC 0.27 NFRC
OPAQUE DOORS
01 02 03 04
Name Side of Building Area (ftz) U-factor
Door 1 -4080_ Front Wall E 32 0.5
Door 2 - 3080_ Left Wall S 2 24 0.5
Door 2 -3080_ 2 Right Wall N 2 24 0.5
Door 2 -3080_3 Right Wall N 8 24 0.5
Door 5-9080_ Right Wall N 8 72 0.7
Door 5-9080_2 Right Wall N 9 72 0.7
SLAB FLOORS
01 02 03 04 05 06 07 08 DAT E
. Edge Insul. R-value Edge Insul. R-value .
2
Name Zone Area (ft%) Perimeter (ft) and Depth and Depth Carpeted Fraction Heated 12/09/2025
Slab-on-Grade Unit 1 (1F) 2770 170.86 none 0 80% No
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CERTIFICATE OF COMPLIANCE - RESIDENTIAL PERFORMANCE COMPLIANCE METHOD

Project Name: 90 Linea De Fuego Residence

Calculation Description: Title 24 Analysis

Calculation Date/Time: 2025-12-08720:46:43-08:00

CF1R-PRF-01-E
(Page 13 of 20)

Input File Name: 9882_90 Linea De Fuego, Carmel, CA 93923_Energy

SLAB FLOORS

Analysis_V9.4.ribd22x

01 02 03 04 05 06 07 08
. Edge Insul. R-value Edge Insul. R-value .
2
Name Zone Area (ft?) Perimeter (ft) and Depth and Depth Carpeted Fraction Heated
Slab-on-Grade 2 Unit 2 (1F) 860 102.46 none 0 80% No
Slab-on-Grade 3 __Garage__ 810 79.59 none 0 0% No
OPAQUE SURFACE CONSTRUCTIONS
01 02 03 04 05 06 07 08
. Interior / Exterior
. . . Total Cavity .
Construction Name Surface Type Construction Type Framing R-value Continuous U-factor Assembly Layers
R-value
Inside Finish: Gypsum Board
R-0 Wall Exterior Walls Wood Framed Wall 2x4 @ 16in. 0. C. R-0 None / None 0.361 Cavity / Frame: no insul. / 2x4
Exterior Finish: 3 Coat Stucco
Inside Finish: Gypsum Board
R-0 Wall, 0.5 Exterior Walls Wood Framed Wall 2x6 @ 16in. 0. C. R-0 None / None 0.343 Cavity / Frame: no insul. / 2x6
Exterior Finish: All Other Siding
Inside Finish: Gypsum Board
R-21 Wall, W.S Exterior Walls Wood Framed Wall 2x6 @ 16in. 0. C. R-21 None / None 0.066 Cavity /'Frar'm?: R-21/2x6
Exterior Finish: Wood
Siding/sheathing/decking
Inside Finish: Gypsum Board
R-21 Wall, OS. Exterior Walls Wood Framed Wall 2x6 @ 16in. 0. C. R-21 None / None 0.068 Cavity / Frame: R-21/ 2x6
Exterior Finish: All Other Siding
Inside Finish: Gypsum Board
R-21 Wall Exterior Walls Wood Framed Wall 2x6 @ 16in. 0. C. R-21 None / None 0.069 Cavity / Frame: R-21 / 2x6
Exterior Finish: 3 Coat Stucco
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CERTIFICATE OF COMPLIANCE - RESIDENTIAL PERFORMANCE COMPLIANCE METHOD

Project Name: 90 Linea De Fuego Residence

Calculation Description: Title 24 Analysis

Calculation Date/Time: 2025-12-08720:46:43-08:00

CF1R-PRF-01-E
(Page 14 of 20)

Input File Name: 9882_90 Linea De Fuego, Carmel, CA 93923_Energy

OPAQUE SURFACE CONSTRUCTIONS

Analysis_V9.4.ribd22x

01

02

03

04

05

06

07 08

Construction Name

Surface Type

Construction Type

Framing

Total Cavity

R-value

Continuous
R-value

Interior / Exterior

U-factor Assembly Layers

R-0 Roof No Attic

Cathedral Ceilings

Wood Framed
Ceiling

2x4 @ 16in. 0. C.

R-0

None / None

Roofing: Light Roof (Asphalt Shingle)
Roof Deck: Wood
Siding/sheathing/decking
Cavity / Frame: no insul. / 2x4
Inside Finish: Gypsum Board

0.484

R-38 Roof No Attic_

Cathedral Ceilings

Wood Framed
Ceiling

2x12 @ 16in.0.C.

R-38

None / None

Roofing: Light Roof (Asphalt Shingle)
Roof Deck: Wood

0.03 Siding/sheathing/decking

Cavity / Frame: R-38 / 2x12

CERTIFICATE OF COMPLIANCE - RESIDENTIAL PERFORMANCE COMPLIANCE METHOD

Project Name: 90 Linea De Fuego Residence

Calculation Description: Title 24 Analysis

Calculation Date/Time: 2025-12-08720:46:43-08:00

CF1R-PRF-01-E
(Page 15 of 20)

Input File Name: 9882_90 Linea De Fuego, Carmel, CA 93923_Energy

OPAQUE SURFACE CONSTRUCTIONS

Analysis_V9.4.ribd22x

Inside Finish: Gypsum Board

R-0 Interior Wall

Interior Walls

Wood Framed Wall

2x4 @ 16in. 0. C.

R-0 None / None

0.277

Inside Finish: Gypsum Board
Cavity / Frame: no insul. / 2x4
Other Side Finish: Gypsum Board

R-13 Interior Wall

Interior Walls

Wood Framed Wall

2x4 @ 16in. 0. C.

R-13 None / None

0.092

Inside Finish: Gypsum Board
Cavity / Frame: R-13 / 2x4
Other Side Finish: Gypsum Board

R-19 Floor No
Crawlspace_

Exterior Floors

Wood Framed Floor

2x10 @ 16in. O. C.

R-19

None / None

0.047

Floor Surface: Carpeted
Floor Deck: Wood
Siding/sheathing/decking
Cavity / Frame: R-19 / 2x10

R-0 Interior Floor

Interior Floors

Wood Framed Floor

2x12 @ 16in.0.C.

R-0 None / None

0.196

Floor Surface: Carpeted
Floor Deck: Wood
Siding/sheathing/decking
Cavity / Frame: no insul. / 2x12
Ceiling Below Finish: Gypsum Board
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01 02 03 04 05 06 07 08
. Interior / Exterior
. . . Total Cavity .
Construction Name Surface Type Construction Type Framing R-value Continuous U-factor Assembly Layers
R-value
Floor Surface: Carpeted
Floor Deck: Wood
R-19 Interior Floor Interior Floors Wood Framed Floor 2x10 @ 16in. 0. C. R-19 None / None 0.045 Siding/sheathing/decking
Cavity / Frame: R-19 / 2x10
Ceiling Below Finish: Gypsum Board
BUILDING ENVELOPE - HERS VERIFICATION
01 02 03 04 05
Quality Insulation Installation (Qll) | High R-value Spray Foam Insulation Building Envelope Air Leakage CFM50 CFM50
Not Required Not Required N/A n/a n/a
WATER HEATING SYSTEMS
01 02 03 04 05 06 07 08 09
L . Solar Heating Compact e L. Water Heater
Name System Type Distribution Type |Water Heater Name| Number of Units System Distribution HERS Verification Name (#)
DHW Sys 1 Domestic Hot Standard DHW Heater 1 1 n/a None n/a DHW Heater 1 (1)

v Water (DHW)

WATER HEATERS - NEEA HEAT PUMP

01 02 03 04 05 06 07 08
Name # of Units Tank Vol. (gal) NEEA Heat Pump NEEA Heat Pump Tank Location Duct Inlet Air Source |Duct Outlet Air Source
Brand Model
PROPH80 T2
DHW Heater 1 1 80 Rheem RH37515 (80 gal, TankZone _ Garage__ _ Garage__
1A13)
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WATER HEATING - HERS VERIFICATION

01 02 03 04 05 06 07
Name Pipe Insulation Parallel Piping Compact Distribution Compact Distribution Recirculation Control Shower Drain Water Heat
Type Recovery
DHW Sys 1-1/1 Not Required Not Required Not Required None Not Required Not Required

SPACE CONDITIONING SYSTEMS

Viranchi Shah
Get Title 24
2108 N ST #5492
Sacramento, CA, 95816
(714) 888-4736
viranchi@gettitle24.com
www.gettitle24.com

01 02 03 04 05 06 07 08
Name System Type Heating Unit Name Heating Equipment Cooling Unit Name Cooling Equipment Fan Name Distribution Name
Count Count
HVAC System 11 Heat pump heating Heat Pump System 1 2 Heat Pump System 1 2 HVAC Fan 1 Air Distribution
cooling System 1
HVAC system 22 Heat p“m‘? heating Heat Pump System 2 2 Heat Pump System 2 2 HVAC Fan 2 Air Distribution
cooling System 2
HVAC system 33 Heat pump heating | .t pymp system 3 1 Heat Pump System 3 1 HVAC Fan 3 Air Distribution
cooling System 3
Heat pump heating
HVAC system 44 cooling Heat Pump System 4 1 Heat Pump System 4 1 n/a n/a
HVAC - HEAT PUMPS
01 02 04 | 05 06 | 07 08 | 09 | 10 11 12 13
Heating Cooling
Name System Type Number of Heating Cooling Zonally | Compressor HERS Verification
Units Efficiency HSPF/HS Cap47 | cap17 | Efficiency SEER/SE | EER/EER | controlled Type
PF2/coP ER2 2/CEER
Type Type
Heat Pump Central split HP HSPF 85 | 60000 | 48000 | EERSEER 18 105 | NotZonal Single Heat Pump System
System 1 Speed 1-hers-htpump
Heat Pump Central split HP HSPF 85 | 36000 | 28800 | EERSEER 18 11.2 | NotZonal Single Heat Pump System
System 2 Speed 2-hers-htpump

Registration Number: 425-P010363895A-000-000-0000000-0000
NOTICE: This document has been generated by California Home Energy Efficiency Rating Services (CHEERS) using information uploaded by third parties not affiliated with or related to CHEERS. Therefore, CHEERS is not responsible for,

and cannot guarantee, the accuracy or completeness of the information contained in this document.
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CERTIFICATE OF COMPLIANCE - RESIDENTIAL PERFORMANCE COMPLIANCE METHOD

Project Name: 90 Linea De Fuego Residence

Calculation Description: Title 24 Analysis

Calculation Date/Time: 2025-12-08720:46:43-08:00
Input File Name: 9882_90 Linea De Fuego, Carmel, CA 93923_Energy

CF1R-PRF-01-E
(Page 17 of 20)

HVAC - HEAT PUMPS

Analysis_V9.4.ribd22x

01 02 03 04 | 05 06 | 07 08 | 09 | 10 12 13
Heating Cooling
Name System Type Number of | Heating Cooling Zonally | Compressor HERS Verification
Units Efficiency HSPF/HS Cap47 | Cap17 | Efficiency SEER/SE | EER/EER | controlled Type
PF2/cOP ER2 2/CEER
Type Type
Heat Pump Ducted mini-split 1 HSPE 85 12000 9600 EERSEER 18 12 Not Zonal Single Heat Pump System
System 3 HP Speed 3-hers-htpump
Heat Pump Ductless MiniSplit 1 HSPF 85 12000 9600 EERSEER 18 12 Not Zonal Single Heat Pump System
System 4 HP Speed 4-hers-htpump
HVAC HEAT PUMPS - HERS VERIFICATION
01 02 03 04 05 06 07 08 09
. . . . Verified Verified Refrigerant Verified Verified Heating Verified Heating
Name Verified Airflow Airflow Target Verified EER/EER2 SEER/SEER2 Charge HSPF/HSPF2 Cap 47 Cap 17
Heat Pump System Required 350 Not Required Required No No Yes Yes
1-hers-htpump
Heat Pump System Required 350 Not Required Required No No Yes Yes
2-hers-htpump
Heat Pump System . . .
3-hers-htpump Required 0 Not Required Not Required No No Yes Yes
Heat Pump System Not Required 0 Not Required Not Required No No Yes Yes
4-hers-htpump
HVAC - DISTRIBUTION SYSTEMS
01 02 03 04 05 06 07 08 09 10 11 12
Duct Ins. R-value Duct Location Surface Area
Name Type Design Type Bypass Duct Duct Leakage HERS Verification
Supply | Return | Supply | Return | Supply | Return
P - Conditi | Conditi o
Air Distribution Condltlor.led Non-Verified R-6 R-6 oned oned n/a n/a No Bypass Duct Sealed and Tested Air Dlstrlbutlorj
System 1 space-entirely Zone Zone System 1-hers-dist

CERTIFICATE OF COMPLIANCE - RESIDENTIAL PERFORMANCE COMPLIANCE METHOD

Project Name: 90 Linea De Fuego Residence

Calculation Description: Title 24 Analysis

Calculation Date/Time: 2025-12-08720:46:43-08:00

CF1R-PRF-01-E
(Page 18 of 20)

Input File Name: 9882_90 Linea De Fuego, Carmel, CA 93923_Energy

Registration Number: 425-P010363895A-000-000-0000000-0000
NOTICE: This document has been generated by California Home Energy Efficiency Rating Services (CHEERS) using information uploaded by third parties not affiliated with or related to CHEERS. Therefore, CHEERS is not responsible for,
and cannot guarantee, the accuracy or completeness of the information contained in this document.
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Report Version: 2022.0.000

HERS Provider: CHEERS

Report Generated: 2025-12-08 20:49:20

Schema Version: rev 20220901

HVAC - DISTRIBUTION SYSTEMS Analysis_V9.4.ribd22x
01 02 03 04 05 06 07 08 09 10 11 12
Duct Ins. R-value Duct Location Surface Area
Name Type Design Type Bypass Duct Duct Leakage HERS Verification
Supply | Return | Supply | Return | Supply | Return
e - Conditi | Conditi S
Air Distribution Condntlorlmd Non-Verified R-6 R-6 oned oned n/a n/a No Bypass Duct Sealed and Tested Air Dlsmbu“oh
System 2 space-entirely System 2-hers-dist
Zone Zone
. . Conditi | Conditi I
Air Distribution Condltloped Non-Verified R-6 R-6 oned oned n/a n/a No Bypass Duct Sealed and Tested Air D|str|but|or_1
System 3 space-entirely System 3-hers-dist
Zone Zone
HVAC DISTRIBUTION - HERS VERIFICATION
01 02 03 04 05 06 07 08 09
Low Leakage
Name Duct Leakage Duct Leakage Verified Duct Verified Duct Buried Ducts Deeply Buried Low-leakage Air Ducts Entirely in
Verification Target (%) Location Design Ducts Handler Conditioned
Space
Air Distribution . . . s .
System 1-hers-dist Yes 5.0 Required Not Required Not Required Credit not taken Not Required No
Air Distribution . . . . .
System 2-hers-dist Yes 5.0 Required Not Required Not Required Credit not taken Not Required No
Air Distribution . . . . .
System 3-hers-dist Yes 5.0 Required Not Required Not Required Credit not taken Not Required No
HVAC - FAN SYSTEMS
01 02 03 04
Name Type Fan Power (Watts/CFM) Name
HVAC Fan 1 HVAC Fan 0.58 HVAC Fan 1-hers-fan
HVAC Fan 2 HVAC Fan 0.58 HVAC Fan 2-hers-fan

CERTIFICATE OF COMPLIANCE - RESIDENTIAL PERFORMANCE COMPLIANCE METHOD

Project Name: 90 Linea De Fuego Residence

Calculation Description: Title 24 Analysis

Calculation Date/Time: 2025-12-08720:46:43-08:00
Input File Name: 9882_90 Linea De Fuego, Carmel, CA 93923_Energy

CF1R-PRF-01-E
(Page 19 of 20)

HVAC - FAN SYSTEMS

Analysis_V9.4.ribd22x

01 02 03 04
Name Type Fan Power (Watts/CFM) Name
HVAC Fan 3 HVAC Fan 0.58 HVAC Fan 3-hers-fan

HVAC FAN SYSTEMS - HERS VERIFICATION

01 02 03
Name Verified Fan Watt Draw Required Fan Efficacy (Watts/CFM)
HVAC Fan 1-hers-fan Required 0.58
HVAC Fan 2-hers-fan Required 0.58
HVAC Fan 3-hers-fan Required 0.58
INDOOR AIR QUALITY (IAQ) FANS
01 02 03 04 05 06 07 08 09
. Includes IAQ Recovery
Dwelling Unit Airflow (CFM) F?‘:I;fcf:\:;y 1AQ Fan Type Heat/Energy Effectiveness - Ing;z:::f;::ﬂ: > HERS Verification Status
Recovery? SRE/ASRE play:
SFam IAQVentRpt 242 0.35 Exhaust No n/a/n/a No Yes

Registration Number: 425-P010363895A-000-000-0000000-0000
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and cannot guarantee, the accuracy or completeness of the information contained in this document.
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DOCUMENTATION AUTHOR'S DECLARATION STATEMENT

An:\l\,l:ir: N9 A ribd22x

1. | certify that this Certificate of Compliance documentation is accurate and complete.

Viranchi Shah

Documentation Author Name:

Documentation Author Signature:

Company:

www.gettitle24.com

Signature Date:

12/08/2025

Address:
2108 N ST #5492

CEA/ HERS Certification Identification (If applicable):
R22-19-40133

City/State/Zip:

Sacramento, CA 95816

Phone:

714-888-4736

RESPONSIBLE PERSON'S DECLARATION STATEMENT

| certify the following under penalty of perjury, under the laws of the State of California:

calculations, plans and specifications submitted to the enforcement agency for approval with this building permit application.

1. | am eligible under Division 3 of the Business and Professions Code to accept responsibility for the building design identified on this Certificate of Compliance.
2. | certify that the energy features and performance specifications identified on this Certificate of Compliance conform to the requirements of Title 24, Part 1 and Part 6 of the California Code of Regulations.
3. The building design features or system design features identified on this Certificate of Compliance are consistent with the information provided on other applicable compliance documents, worksheets,

Responsible Designer Name:

Responsible Designer Signature:

Savannah, GA 31401

William Triplett

Company: Date Signed:
William H. Triplett, Architect 12/09/2025
Address: License:

432 Habersham Street

City/State/Zip: Phone:

(210) 291-6405
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Digitally signed by California Home Energy Efficiency Rating Services (CHEERS). This digital signature is provided in order to secure the content of
this registered document, and in no way implies Registration Provider responsibility for the accuracy of the information.
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RESIDENTIAL MEASURES SUMMARY RMS-1
Project Name Building Type Single Family O Addition Alone Date
90 Linea De Fuego Residence O Multi Family O Existing+ Addition/Alteration 12/8/2025
Project Address California Energy Climate Zone | Total Cond. Floor Area Addition # of Units
90 Linea De Fuego Carmel, CA CA Climate Zone 03 6,990 n/a 1
INSULATION Area
Construction Type Cavity (ft%) Special Features Status
Wall Wood Framed R 20 1,453 New
Door Opaque Door - no insulation 80 New
Wall Wood Framed R 20 248 New
Wall Wood Framed R 20 3,311 New
Slab Unheated Slab-on-Grade - no insulation 3,630 Perim =273 New
Demising Wood Framed - no insulation 494 New
Demising Wood Framed R 13 494 New
Roof Wood Framed Rafter R 30 4,393 New
FENESTRATION ‘ Total Area: 1,786‘ Glazing Percentage: 25.5% | New/Altered Average U-Factor: 0.31
Orientation Area(ft) U-Fac SHGC Overhang Sidefins Exterior Shades Status
Rear (W) 286.3 0.300 0.23  none none N/A New
Left (S) 576.4 0.300 0.23  none none N/A New
Left (S) 331.4 0.300 0.23  none none N/A New
Right (N) 462.8 0.300 0.23  none none N/A New
Front (E) 42.0 0.300 0.23  none none N/A New
Skylight 72.0 0.490 0.27 none none N/A New
Front (E) 15.0 0.300 0.23  none none N/A New
HVAC SYSTEMS
Qty. Heating Min. Eff  Cooling Min. Eff Thermostat Status

2 Electric Heat Pump 8.50 HSPF Split Heat Pump 18.0 SEER Setback New

2 Electric Heat Pump 8.50 HSPF Split Heat Pump 18.0 SEER Setback New

1 Electric Heat Pump 8.50 HSPF Split Heat Pump 18.0 SEER Setback New
HVAC DISTRIBUTION Duct
Location Heating Cooling Duct Location R-Value Status
HVAC System 1 Ducted Ducted Conditioned 6.0 New
HVAC system 2 Ducted Ducted Conditioned 6.0 New
HVAC system 3 Ducted Ducted Conditioned 6.0 New
WATER HEATING
Qty. Type Gallons  Min. Eff  Distribution Status

1 Heat Pump 80 3.20 Standard New
EnergyPro 9.3 by EnergySoft User Number: 3835 ID: 9882 Page 23 of 33

RESIDENTIAL MEASURES SUMMARY RMS-1
Project Name Building Type Single Family O Addition Alone Date
90 Linea De Fuego Residence O Multi Family O Existing+ Addition/Alteration 12/8/2025
Project Address California Energy Climate Zone | Total Cond. Floor Area Addition # of Units
90 Linea De Fuego Carmel, CA CA Climate Zone 03 6,990 n/a 1
INSULATION Area

Construction Type Cavity (ft%) Special Features Status
Demising Wood Framed w/o Crawl Space - no insulation 2,525 New
Demising Wood Framed w/o Crawl Space R 19 830 New

Floor Wood Framed w/o Crawl Space R 19 35 New
FENESTRATION ‘ Total Area: 1,786‘ Glazing Percentage: 25.5% | New/Altered Average U-Factor: 0.31
Orientation Area(ft) U-Fac SHGC Overhang Sidefins Exterior Shades Status
HVAC SYSTEMS

Qty. Heating Min. Eff  Cooling Min. Eff Thermostat Status

1 Electric Heat Pump 8.50 HSPF Split Heat Pump 18.0 SEER Setback New

HVAC DISTRIBUTION Duct

Location Heating Cooling Duct Location R-Value Status
HVAC system 4 Ductless / with Fan Ductless n/a n/a New
WATER HEATING

Qty. Type Gallons  Min. Eff  Distribution Status
EnergyPro 9.3 by EnergySoft User Number: 3835 ID: 9882 Page 24 of 33

HVAC SYSTEM HEATING AND COOLING LOADS SUMMARY

HVAC SYSTEM HEATING AND COOLING LOADS SUMMARY

Project Name Date
90 Linea De Fuego Residence 12/8/2025
System Name Floor Area

HVAC System 1

3,600

Viranchi Shah
Get Title 24
2108 N ST #5492
Sacramento, CA, 95816
(714) 888-4736
viranchi@gettitle24.com
www.gettitle24.com

ENGINEERING CHECKS SYSTEM LOAD
Number of Systems ‘ 2 COIL COOLING PEAK COIL HTG. PEAK
Heating System CFM Sensible | Latent CFM Sensible
Output per System 60,000 Total Room Loads 1,232 26,000 1,421 931 36,415
Total Output (Btuh) 120,000 Return Vented Lighting 0
Output (Btuh/sgft) 33.3 Return Air Ducts 277 428
Cooling System Return Fan 0 0
Output per System 60,000 Ventilation 0 0 0 0
Total Output (Btuh) 120,000 Supply Fan 0
Total Output (Tons) 10.0 Supply Air Ducts 277 428
Total Output (Btuh/sqgft) 33.3
Total Output (sqft/Ton) 360.0 TOTAL SYSTEM LOAD 26,553 1,421 37,270
Air System
CFM per System 0] HVAC EQUIPMENT SELECTION
Airflow (cfm) 0] Standard Heat Pump 114,437 0 72,907
Airflow (cfm/sqft) 0.00
Airflow (cfm/Ton) 0.0
Outside Air (%) 0.0%| Total Adjusted System Output 114,437 0 72,907
Outside Air (cfm/sqft) 0.00 (Adjusted for Peak Design conditions)
Note: values above given at ARI conditions TIME OF SYSTEM PEAK ‘ Aug 3 PM‘ ‘ Jan 1AM
HEATING SYSTEM PSYCHROMETRICS (Airstream Temperatures at Time of Heating Peak)
25°F 68 °F 105 °F
—>=0= > > >
Outside Air l
0 cfm Heating Coil 105 °F
68 °F 68 °F
— < < |
COOLING SYSTEM PSYCHROMETRICS (Airstream Temperatures at Time of Cooling Peak)
88 /66 °F 75/62°F 55/54°F
—— > > >
Outside Air l
0 cfm Cooling Coil 55 / 54 °F
47.1%
75/ 62 °F 75/ 62 °F
- < < |

Project Name Date
90 Linea De Fuego Residence 12/8/2025
System Name Floor Area
HVAC system 2 2,500
ENGINEERING CHECKS SYSTEM LOAD
Number of Systems ‘ 2 COIL COOLING PEAK COIL HTG. PEAK
Heating System CFM Sensible | Latent CFM Sensible
Output per System 36,000 Total Room Loads 1,113 23,441 987 608 23,790
Total Output (Btuh) 72,000 Return Vented Lighting 0
Output (Btuh/sgft) 28.8 Return Air Ducts 249 279
Cooling System Return Fan 0 0
Output per System 36,000 Ventilation 0 0 0 0
Total Output (Btuh) 72,000 Supply Fan 0
Total Output (Tons) 6.0 Supply Air Ducts 249 279
Total Output (Btuh/sqgft) 28.8
Total Output (sqft/Ton) 416.7 TOTAL SYSTEM LOAD 23,940 987 24,349
Air System
CFM per System 0] HVAC EQUIPMENT SELECTION
Airflow (cfm) 0] Standard Heat Pump_ 68,675 0 43,744
Airflow (cfm/sqft) 0.00
Airflow (cfm/Ton) 0.0
Outside Air (%) 0.0%| Total Adjusted System Output 68,675 0 43,744
Outside Air (cfm/sqft) 0.00 (Adjusted for Peak Design conditions)
Note: values above given at ARI conditions TIME OF SYSTEM PEAK ‘ Aug 3 PM‘ ‘ Jan 1AM
HEATING SYSTEM PSYCHROMETRICS (Airstream Temperatures at Time of Heating Peak)
25°F 68 °F 105 °F
—>=0= > > >
Outside Air l
0 cfm Heating Coil 105 °F
68 °F 68 °F
— < < |
COOLING SYSTEM PSYCHROMETRICS (Airstream Temperatures at Time of Cooling Peak)
88 /66 °F 75/62°F 55/54°F
—— > > >
Outside Air l
0 cfm Cooling Coil 55 / 54 °F
47.1%
75162 °F 75162 °F
+—®= < < |

HVAC SYSTEM HEATING AND COOLING LOADS SUMMARY

HVAC SYSTEM HEATING AND COOLING LOADS SUMMARY

Project Name Date

90 Linea De Fuego Residence 12/8/2025
System Name Floor Area
HVAC system 3 410

Project Name Date
90 Linea De Fuego Residence 12/8/2025
System Name Floor Area

HVAC system 4

480

ENGINEERING CHECKS SYSTEM LOAD
Number of Systems ‘ 1 COIL COOLING PEAK COIL HTG. PEAK
Heating System CFM Sensible | Latent CFM Sensible
Output per System 12,000 Total Room Loads 218 4,586 162 121 4,720
Total Output (Btuh) 12,000 Return Vented Lighting 0
Output (Btuh/sgft) 29.3 Return Air Ducts 49 55
Cooling System Return Fan 0 0
Output per System 12,000 Ventilation 0 0 0 0 0
Total Output (Btuh) 12,000 Supply Fan 0
Total Output (Tons) 1.0 Supply Air Ducts 49 55
Total Output (Btuh/sqgft) 29.3
Total Output (sgft/Ton) 410.0 TOTAL SYSTEM LOAD 4,684 162 4,831
Air System
CFM per System 0] HVAC EQUIPMENT SELECTION
Airflow (cfm) 0] Ducted minisplit Heat Pump_ 11,448 0 7,291
Airflow (cfm/sqft) 0.00
Airflow (cfm/Ton) 0.0
Outside Air (%) 0.0%| Total Adjusted System Output 11,448 0 7,291
Outside Air (cfm/sqft) 0.00 (Adjusted for Peak Design conditions)
Note: values above given at ARI conditions TIME OF SYSTEM PEAK ‘ Aug 3 PM‘ Jan 1AM

ENGINEERING CHECKS SYSTEM LOAD
Number of Systems ‘ 1 COIL COOLING PEAK COIL HTG. PEAK
Heating System CFM Sensible | Latent CFM Sensible
Output per System 12,000 Total Room Loads 167 3,549 190 102 4,028
Total Output (Btuh) 12,000 Return Vented Lighting 0
Output (Btuh/sgft) 25.0 Return Air Ducts 0 0
Cooling System Return Fan 0 0
Output per System 12,000 Ventilation 0 0 0 0 0
Total Output (Btuh) 12,000 Supply Fan 0 0
Total Output (Tons) 1.0 Supply Air Ducts 0 0
Total Output (Btuh/sqgft) 25.0
Total Output (sqft/Ton) 480.0 TOTAL SYSTEM LOAD 3,549 190 4,028
Air System
CFM per System 0] HVAC EQUIPMENT SELECTION
Airflow (cfm) 0] Ductless Minisplit Heat Pump_ 11,436 0 7,291
Airflow (cfm/sqft) 0.00
Airflow (cfm/Ton) 0.0
Outside Air (%) 0.0%| Total Adjusted System Output 11,436 0 7,291
Outside Air (cfm/sqft) 0.00 (Adjusted for Peak Design conditions)
Note: values above given at ARI conditions TIME OF SYSTEM PEAK ‘ Aug 3 PM‘ Jan 1AM

HEATING SYSTEM PSYCHROMETRICS (Airstream Temperatures at Time of Heating Peak)

HEATING SYSTEM PSYCHROMETRICS (Airstream Temperatures at Time of Heating Peak)

25 °F 68 °F 105 °F
—>== > > >
Outside Air l
0 cfm Heating Coil 105 °F
68 °F 68 °F
= < < |

25 °F 68 °F 105 °F
—>=0= > > >
Outside Air l
0 cfm Heating Coil 105 °F
68 °F 68 °F
+———= < < |

COOLING SYSTEM PSYCHROMETRICS (Airstream Temperatures at Time of Cooling Peak)

COOLING SYSTEM PSYCHROMETRICS (Airstream Temperatures at Time of Cooling Peak)

88 /66 °F 75/62°F 55/54°F
—>—0 > > >
Outside Air l
0 cfm Cooling Coil 55 / 54 °F
471%
75/ 62 °F 75162 °F
— < < |

88 /66 °F 75/62°F 55/54°F
—>—0 > > >
Outside Air l
0 cfm Cooling Coil 55 / 54 °F
47.2%
75/ 62 °F 75162 °F
— < < |

TITLE 24 MANDATORY MEASURES
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2022 Single-Family Residential Mandatory Requirements Summary

NOTE: Single-family residential buildings subject to the Energy Codes must comply with all applicable mandatory measures, regardless of the compliance approach

2022 Single-Family Residential Mandatory Requirements Summary

Pilot Lights. Continuously burning pilot lights are prohibited for natural gas: fan-type central furnaces; household cooking appliances

2022 Single-Family Residential Mandatory Requirements Summary

2022 Single-Family Residential Mandatory Requirements Summary

§ 150.0(K)1G:

Screw based Iluminaires. Screw based luminaires must contain lamps that comply with Reference Joint Appendix JA8. *

used. Review the respective section for more information. § 110.5: (except appliances without an electrical supply voltage connection with pilot lights that consume less than 150 Btu per hour ); and pool and Space Conditioning System Airflow Rate and Fan Efficacy. Space conditioning systems that use ducts to supply cooling must have Light Sources in Enclosed or Recessed Luminaires. Lamps and other separable light sources that are not compliant with the JA8
(0412022) spa heaters. * a hole for the placement of a static pressure probe, or a permanently installed static pressure probe in the supply plenum. Airflow must § 150.0(k)1H: elevated temperature requirements, including marking requirements, must not be installed in enclosed or recessed luminaires.
Building Envelope: Building Cooling and Heating Loads. Heating and/or cooling loads are calculated in accordance with the ASHRAE Handbook, §150.0(m)13:  be 2 350 CFM per ton of nominal cooling capacity, and an air-handling unit fan efficacy < 0.45 watts per CFM for gas fumace air Viranchi Shah
Air Leakage. Manufactured fenestration, exterior doors, and exterior pet doors must limit air leakage to 0.3 CFM per square foot or § 150.0(h)1: Equipment Volume, Applications Volume, and Fundamentals Volume; the SMACNA Residential Comfort System Installation handlers and < 0.58 watts per CFM for all others. Small duct high velocity systems must provide an airflow = 250 CFM per ton of nominal . Light Sources in Drawers, Cabinets, and Linen Closets. Light sources internal to drawers, cabinetry or linen closets are not required
§ 110.6(a)1: less when tested per NFRC-400, ASTM E283, or AAMA/WDMA/CSA 101/1.8.2/A440-2011. * Standards Manual; or the ACCA Manual J using design conditions specified in § 150.0(h)2. cooling capacity, and an air-handling unlt* fan efficacy < 0.62 watts per CFM. Field verification testing is required in accordance with § 150.0(k)1t: to comply with Table 150.0-A or be controlled by vacancy sensors provided that they are rated to consume no more than 5 watts of Get Title 24
§ 110.6(a)5: Labeling. Fenestration products and exterior doors must have a label meeting the requirements of § 10-111(a). § 150.0()3A: Clearances. Air conditioner and heat pump outdoor condensing units must have a clearance of at least five feet from the outlet of any Reference Residential Appendix RA3.3. power, emit no more than 150 lumens, and are equipped with controls that automatically turn the lighting off when the drawer, cabinet or
Field fabricated exterior doors and fenestration products must use U-factors and solar heat gain coefficient (SHGC) values from dryer. _ _ 0 , linen closet is closed. 2108 N ST #5492
§ 110.6(b): Tables 110.6-A, 110.6-B, or JA4.5 for exterior doors. They must be caulked andlor weather-stripped. § 150.0(1)38: quuu]gl Ltme I?n_er.tAlr t9ondltloners and heat pump systems must be equipped with liquid line filter driers if required, as specified by the § 150.0(k)2A: Interior Switches and Controls. All forward phase cut dimmers used with LED light sources must comply with NEMA SSL 7A.
Air Leakage. Al joints, penetrations, and other openings in the building envelope that are potential sources of air leakage must be : i manutacturer's Instructions. ilati i ity . . . L .
§110.7: caulked ggsketeé or Wﬁather stripped. pening d P P : Water Piping, Solar Water-heating System Piping, and Space Conditioning System Line Insulation. All domestic hot water Ventilation and Indoor Air Quality: — - - — - § 150.0(k)2B: ___ Interior Switches and Controls. Exhaust fans must be controlled separately from lighting systems. Sacramento, CA, 95816
Insulation Certification by Manufacturers. Insulation must be certfied by the Depariment of Consumer Afiirs, Bureau of Household § 150.00)1: piping must be insulated as specified in § 609.11 of the California Plumbing Code. * § 150.0(0)1: Requirements for Ventilation and Indoor Air Quality. All dweling units must meet the requirements of ASHRAE Standard 622 . Accessible Controls. Lighting must have readily accessible wall-mounted controls that allow the lighting to be manually turned
§ 110.8(a): _ y - Y p , , —— , o , , , ; SO Ventilation and Acceptable Indoor Air Quality in Residential Buildings subject to the amendments specified in § 150.0(0)1. § 150.0(k)2A: on and off. * (7 14) 888-4736
Goods and Services (BHGS). Insulation Protection. Piping insulation must be protected from damage, including that due to sunlight, moisture, equipment — - » , . » : - — - —
- - : - _ maintenance, and wind as required by §120.3(b). Insulation exposed to weather must be water retardant and protected from UV light (no 150.0(011B: Central Fan Integrated (CFI) Ventilation Systems. Continuous operation of CFl air handlers is not allowed to provide the whole- . Multiple Colntrols. Controls must not bypass a dimmer, occupant sensor, or vacancy sensor function if the dimmer or sensor is installed
§ 110.8(g): Insulation Requirements for Heated Slab Floors. Heated slab floors must be insulated per the requirements of § 110.8(g). §15000)2 adhesive tapes). Insulation covering chilled water piping and refrigerant suction piping located outside the conditioned space must 3 150.00)B: dweling it ventiation aiflow required per §150.0(0)1C. A motorized damper(s) must be installed on the ventilation duct(s) that 3 T0.0)2B: __ to comply with § 150.0(K) viranchi @ gett|t|624 com
N Roofing Products Solar Reflectance and Thermal Emittance. The thermal emittance and aged solar reflectance values of the include. or be prbtected by, a Class | or Class Il vapor retarder. Pipe insulation buried below grade must be installed in a waterproof and prevents all airflow through the space conditioning duct system when the damper(s) is closed andcontrolled per §150.0(0)1Biii&iv. CFl § 150.0(k)2C: Mandatory Requirements. Lighting controls must comply with the applicable requirements of § 110.9. .
§ 110.8(i): roofing material must meet the requirements of § 110.8(i) and be labeled per §10-113 when the installation of a cool roof is specified non-crtjshable casing or s}lléeve : g ventilation systems must have controls that track outdoor air ventilation run time, and either open or close the motorized damper(s) for Energy Management Control Systems. An energy management control system (EMCS) may be used to comply with dimming WWW gett|t|e24 com
N ;n ;he ?: R'- Wh red. radiant barri th it £0.05 or | 4 be certified to the Department of Gas or Propane Water Heating Systems. Systems using gas or propane water heaters to serve individual dwelling units must compliance with §150.0(0)1C. _ _ i : : : _ §150.0(k)2D:  occupancy, and control requirements if it provides the functionality of the specified control per § 110.9 and the physical controls specified ' '
§ 110.8(): Af? lant barrier. Ywhen required, radiant barriers must have an emittance of .U orless and be certified 1o the Department of Lonsumer designate a space at least 2.5' x 2.5’ x 7' suitable for the future installation of a heat pump water heater, and meet electrical and . Whole-Dwelling Unit Mechanical Ventilation for Single-Family Detached and townhouses . Single-family detached dwelling units, in § 150.0(k)2A.
Roi;;sbeck Seiro and Rafier Roof suiaton Rook dode] | cied atics ot PPMTET e § 150.0(n)1: plumbing requirements, based on the distance between this designated space and the water heater location; and a condensate drain no § 150.0(o)1C: and attached dwelling units not sharing ceilings or floors with other dwelling units, occupiable spaces, public garages, or commercial Automatic Shutoff Controls. In bathrooms, garages, laundry rooms, utility rooms and walk-in closets, at least one installed luminaire
average U-f‘actolr Ino% exceeding U-0.184 C:iliné and rg?ter?go?s":n?;mr%ogfzrg(i:nesu;tilcc)z Iirr]1 3\,'21; d?féorggsceiﬁrr:g- <;r ag:i:{evfg'ﬁteg average more than 2 highe_r than the base of the water heater spaces must hsze mechanical yent|lat|on airflow specified in § 150.0(0)1Ci-iii. . . § 150.0(k)2E: must be controlled by an occupancy or vacancy sensor providing automatic-off functional!ty. Lighting inside drawers and cabinets with
e - o ; ' : Solar Water-heating Systems. Solar water-heating systems and collectors must be certified and rated by the Solar Rating and § 150.0(0)1G: Local Mechanical Exhaust. Kitchens and bathrooms must have local mechanical exhaust; nonenclosed kitchens must have demand- opaque fronts or doors must have controls that turn the light off when the drawer or door is closed.
§ 150.0(a): U-factor must not exceed 0.043. Rafter roof alterations minimum R-19 or area-weighted average U-factor of 0.054 or less. Attic access i i . o . X .. : : . . - = > — — - . -
. ) . ) ; . § 150.0(n)3: Certification Corporation (SRCC), the International Association of Plumbing and Mechanical Officials, Research and Testing (IAPMO controlled exhaust system meeting requirements of §150.0(0)1Giii,enclosed kitchens and bathrooms can use demand-controlled or Dimmers. Lighting in habitable spaces (e.g., living rooms, dining rooms, kitchens, and bedrooms) must have readily accessible wall-
doors must have permanently attached insulation using adhesive or mechanical fasteners. The affic access must be gasketed o R&T). or by a listi hat i d by th ive di continuous exhaust meeting §150.0(0)1Giii-iv. Airflow must be measured by the installer per §150.0(0)1Gv, and rated for sound per § 150.0(k)2F:  mounted dimming controls that allow the lighting to be manually adjusted up and down. Forward phase cut dimmers controlling LED light
prevent air leakage. Insulation must be installed in direct contact with a roof or ceiling which is sealed to limit infiltration and exfiltration ), or by a listing agency that is approved by the executive director. a 9 : : y P : ' P sources in these spaces must comply with NEMA SSL 7A '
as specified in § 110.7, including but not limited to placing insulation either above or below the roof deck or on top of a drywall ceiling. Ducts and Fans: §15f(|).0(0)1 - d d f Whol I I The airfl d per § 150.0(0)1C § 150.0(k)2K Independent contprols Integrated FI)‘Sj/ht'ng of exhaust fané shall be controlled independently from the fans. Lighting under cabinets or
] r : - - , . . _ - — — — - — - § 150.0(0)1H&I:  Airflow Measurement and Sound Ratings of Whole-Dwelling Unit Ventilation Systems. The airflow required per § 150.0(0)1C must . : : Ight Xhau I y - Lighting u I
§ 150.00) Loose-fll insulation. Loose fil insulation must meet the manfacturer's required densily for the labeled Rvalve. Ducts. Insulation installed on an existing space-conditioning duct must comply with § 604.0 of the Callfornia Mechanical Code (CMC). If a be measured by using a flow hood, flow grid, or other airflow measuring device at the fan’s inlet or outlet terminals/grilles per Reference shelves, lighting in display cabinets, and switched outlets must be controlled separately from ceiling-installed lighting.
Wall Insulation. Minimum R-13 insulation in 2x4 inch wood framing wall or have a U-factor of 0.102 or less, or R-20 in 2x6 inch wood § 110.8(d)3: contractor installs the insulation, the contractor must certify to the customer, in writing, that the insulation meets this requirement. Residential Appendix RA3.7. Whole-Dwelling unit ventilation systems must be rated for sound per ASHRAE 62.2 §7.2 at no less than the Residential Outdoor Lighting. For single-family residential buildings, outdoor lighting permanently mounted to a residential building, or to
§ 150.0(c). framing or have a U-factor of 0.071 or less. Opa*que non-framed assemblies must have an overall assembly U-factor not exceeding 0.102. CMC Compliance. Al air-distribution system ducts and plenums must meet CMC §§ 601.0-605.0 and ANSI/SMACNA-006-2006 HVAC minimum airflow rate required by §150.0(0)1C. § 150.0(k)3A:  other buildings on the same lot, must have a manual on/off switch and either a photocell and motion sensor or automatic time switch
Masonry walls must meet Tables 150.1-A or B. Duct Congtructipn Standards Metal and Flexible 3rd Edition. Portions of supply-air and return-air ducts and plenums must be insulated to Field Verification and Diagnostic Testing. Whole-Dwelling Unit ventilation airflow, vented range hood airflow and sound rating, control) or an astronomical time clock. An energy management control system that provides the specified control functionality and meets all
3 150.0(d): Raisedk-floor Insulation. Minimum R-19 insulation inraised wood framed floor or 0.037 maximum Ufaclor. cFJ{(;Gﬁ(c))torrehlugirr]: Ehgﬁg;c:gcegggnzrgiﬁi Igf(ﬁgfaﬁlzzifszpnadc;incsg:grgf ;Ijet)?itr)cl): %TJ(?tzl%\fjirtlf&atln?;cﬁggigﬁlgr:’gzignt:;tlr(])g gﬁfr?sj n‘:l?s? z)e 3 15000}z and HRV'and ERV fan efficacy must be verified in accordance with Reference Residential Appendix RAS. . Vented range hoods Iarf’tglrzztl)lle ﬁ?jm?ﬁgtzgtz%%sbg :iser?stinT;i;}Peiﬁﬁnrﬁr?:tlgzrg%ztrséss signs must either comply with § 140.8 or consume no more than 5
Slab Edge Insulation. Slab edge insulation must meet all of the following: have a water absorption rate, for the insulation material alone sealed wgh mastic tape. or other duct-closure system that mests the applicable UL requirements, or aero);ol sealant thgt me?ats UL 723 must be verified per Reference Residential Appendix RA3.7.4.3 to confirm if it is rated by HVI or AHAM to comply with the airflow § 150.0(k)4: wats of ggwer gns. Y 9 Ply :
§ 150.0(f): ggt;;gglfzzﬁgz'en:ngﬁ@tﬁég?zztg’%éﬁﬁ”at;n:av‘cﬁei mz::{levc?ggrpzftrz}e:ﬂzzgg S;Zaftlzr():h;l e?t.(t)hgigguﬁz%:ﬁtz; Ot;e§ ﬁqoéeg(tg)d from § 150.0(m)1: The combination of mastic and either mesh or tape must be used to seal openings greater than ¥4, If mastic or tape is used. Building rates and sound requirements per §150.0(0)1G . Residential Garages for Eight or More Vehicles. Lighting for residential parking garages for eight or more vehicles must comply with the U)
v Retarder In cimat Th h 16 ’th et ; o | t,b Jwith 2 Class Tor Ci ' i . cavities, air handler support platforms, and plenums designed or constructed with materials other than sealed sheet metal, duct board or Pool and Spa Systems and Equipment: § 150.0(k)5: applicable requirements for nonresidential garages in §§ 110.9, 130.0, 130.1, 130.4, 140.6, and 141.0. Lu
§ 150.0(g)1: vaa pc?rrretzt?jzere%hir]s?émlir?er?lzz(?s:;lso gouﬁes to coit?glled \(/)gr:ticl)atlijgr\: irr]a?/vl graavéesf%?%iiﬂijr? sigrzv?r% v\\ll\litha;he a;(S(:eotriona;zs flexible duct must not be used to convey conditioned air. Building cavities and support platforms may contain ducts; ducts installed in Certification by Manufacturers. Any pool or spa heating system or equipment must be certified to have all of the following: compliance Solar Readiness: D:
§1F5)0_0(d)_ ' q PP P g ping P these spaces must not be compressed. * § 110.4(a): with the Appliance Efficiency Regulations and listing in MAEDbS; an on-off switch mounted outside of the heater that allows shutting off Single-family Residences. Single-family residences located in subdivisions with 10 or more single-family residences and where the
Vapor Retarder. In climate zones 14 and 16, a Class | or Class Il vapor retarder must be installed on the conditioned space side of Factory-Fabricated Duct Systems. Factory-fabricated duct systems must comply with applicable requirements for duct construction, th‘zﬁgéfrri(‘:"’r'g‘s?:t;ﬁgg‘ﬁggﬁgge}hermOStat setting; a permanent weatherproof plate or card with operating instructions; and must not §110.10(2)1:  application for a tentative subdivision map for the residences has been deemed complete and approved by the enforcement agency, D
§ 150.0(g)2: all insulation in all exterior walls, vented attics, and unvented attics with air-permeable insulation. § 150.0(m)2: connections, and closures; joints and seams of duct systems and their components must not be sealed with cloth back rubber adhesive Piping. Any pool of spa heatiﬁg sysiem or equipment must be Tnstalled with afleast 36 Tnches of pipe betwaen fhe fiter and he heater,or which do not have & photovoltaic system installed, must comply with the requirements of § 110.10(b)-(e). . (D
Fenestration Products. Fenestration, including skylights, separating conditioned space from unconditioned space or outdoors must have duct tapes unless such tape is used in combination with mastic and draw bands. § 110.4(b)1: dedicated suction and return lines. or built-in o built-up connections to allow for future solar heating. ' Minimum Solar Zone Area. The solar zone must have a minimum total area as described below. The solar zone must comply with
§ 150.0(q): a maximum U-factor of 0.45; or area-weighted average U-factor of all fenestration must not exceed 0.45. Field-Fabricated Duct Systems. Field-fabricated duct systems must comply with applicable requirements for: pressure-sensitive tapes, ' access, pathway, smoke ventilation, and spacing requirements as specified in Title 24, Part 9 or other parts of Title 24 or in any <
. . . i § 150.0(m)3: mastics, sealants, and other requirements specified for duct construction. § 110.4(b)2: Covers. Outdoor pools or spas that have a heat pump or gas heater must have a cover. requirements adopted by a local jurisdiction. The solar zone total area must be comprised of areas that have no dimension less than 5
Fireplaces, Decoratlv_e Ga_s Apphan.cesl and Ga§ LOQ- . ‘ § 1500(m)7 Backdraft Damper. Fan systems that exchange air between the conditioned space and outdoors must have backdraft or automatic 104(b13: Di(ectional Inlets and Time Switches for Pools. Pools must have dirgctional inlets that gdequately mix the pool water, and a time feet and are no less thgn _80 square feet each for buildings with roof areas less than or equal tg 10,0.00 square feet or no less than 160 Lu
§ 110.5(¢) Pilot Light. Continuously burning pilot lights are not allowed for indoor and outdoor fireplaces. ' ' dampers. § 1104(b)3: switch that will allow all pumps to be set or programmed to run only during off-peak electric demand periods. §110.10(b)1A:  square feet each for buildings with roof areas greater than 10,000 square feet. For single-family residences, the solar zone must be 2
§ 150.0(e)1: Closable Doors. Masonry or factory-built fireplaces must have a closable metal or glass door covering the entire opening of the firebox. § 150.0(m)8 Gravity Ventilation Dampers. Gravity ventilating systems serving conditioned space must have either automatic or readily accessible, § 1105 Pilot Light. Natural gas pool and spa heaters must not have a continuously burning pilot light. located on the roof or overhang of the building and have a total area no less than 250 square feet. * <
Combustion Intake. Masonry or factory-built fireplaces must have a combustion outside air intake, which is at least six square inches in manually operated dampers in all openings to the outside, except combustion inlet and outlet air openings and elevator shaft vents. . Pool Systems and Equipment Installation. Residential pool systems or equipment must meet the specified requirements for pump _ _ . : . e
§ 150.0(e)2: area and is equipped with a readily accessible, operable, and tight-fitting damper or combustion-air control device. Protection of Insulation. Insulation must be protected from damage due tosunlight, moisture, equipment maintenance, and wind. § 150.0(p): sizing, flow rate, piping, filters, and valves. § 110.10(b)2: Az'm‘.‘th' Al sections of the solar zone I?cated on stee? slop.ed roc.)fs must haye an azimuth betw.een 90-300 l°f true north. >— LL
§ 150.0(e)3: Flue Damper. Masonry of factory-buil freplaces must have a flue damper with a readily accessible contol.” § 150.0(m)9: Insulation exposed to weather must be suitable for outdoor service (e.g., protected by aluminum, sheet metal, painted canvas, or plastic Lighting: § 110.10(0)3A: Shadltng. The solartzpne must not contain any obstructions, including but not limited to: vents, chimneys, architectural features, and roof D: O
— : - : cover). Cellular foam insulation must be protected as above or painted with a water retardant and solar radiation-resistant coating. - — — . — . : - Mmounted equipment.
Space Conditioning, Water Heating, and Plumbing System: § 150.0(m)10: PorOL)Js Inner Core Flex Duct. Porous ir:)ner cores of flex ductspmust have a non-porous layer or air barrier between the inner co?e and Lighting Controls and Components. All lighting control devices and systems, ballasts, and luminaires must meet the applicable Shading. Any obstruction located on the roof or any other part of the building that projects above a solar zone must be located at least twice the O <
Certification. Heating, ventilation, and air conditioning (HVAC) equipment, water heaters, showerheads, faucets, and all other ' ' outer vapor barrier ' §110.9: requirements of § 110.9. § 110.10(b)3B:  horizontal distance of the height difference between the highest point of the obstruction and the horizontal projection of the nearest point of the
§110.0-§ 110.3:  regulated appliances must be certified by the manufacturer to the California Energy Commission. * Duct System Sealing and Leakage Test. When space conditioning systems use forced air duct systems to supply conditioned air to an § 150.0(k)1A: Luminaire Efficacy. AII iqstalled luminaires must meet the rgqu_iremen_ts in Table 150.0-A, except Iighting integral to exhaust fqns, kitcheq Zolar Zone,I geaguredl_ in Lhe vergcal plane. — - S | B |— I—
§ 110.2(a): HVAC Efficiency. Equipment must meet the applicable efficiency requirements in Table 110.2-A through Table 110.2-N. § 150.0(m)11: occupiable space, the ducts must be sealed and duct leakage tested, as confirmed through field verification and diagnostic testing, in range hoc_)ds, bath vanity mirrors, and garage door openers; navigation lighting less than 5 watts; and lighting internal to drawers, cabinets, and linen § 110.10(b)4: r;;#gé:galoagsgﬁg ro%?li\?eolgador:ﬁ;rtubcglggarlici#giqc%rtgo :; r;cléecag)sn gtruceti gtr)]odo (?usrlv?gr?t Se as a solar zone, the structural design loads for <
Controls for Heat Pumps with Supplementary Electric Resistance Heaters. Heat pumps with supplementary electric resistance accordance with Reference Residential Appendix RA3.1. closets with an efficacy of at least 45 lumens per watt. _ Interconnection Pathways. The construction documents must indicate: a location reserlve dfor nverters and metering equipmentand a D |.|J
§ 110.2(b): heatgrs must have controls that prevent supplementary hgater operatlon when the heating load can be met by the heat pump alone; Air Filtration. Space conditioning systems with ducts exceeding 10 feet and the supply side of ventilation systems must have MERV 13 I§ 150.0(k)1B: Screw based luminaires. Screw based luminaires must contain lamps that comply with Reference Joint Appendix JAS. § 110.10(c): pathway reserved for routind of conduit from the solar zone to the point o'f interconnection with the electrical service: and for single-family | | |
ahnd in wr;flch the cut-on ftemperature for (r:]ompreslsmrJ]rj ?]eatlrr:g |sr:1|gher trfwfan the cut-on Femperalture for suE]plemengary heating, and § 150.0(m)12: or equivalent filters. Filters for space conditioning systems must have a two inch depth or can be one inch if sized per Equation 150.0-A. § 150.0(K)1C: Recessed Downlight Luminaires in Ceilings. Luminaires recessed into ceilings must not contain screw based sockets, must be airtight, residences and central water-heating systems, a pathway reserved for routing plumbing from the solar zone to the Water-heating system. Z I
tﬂ? cut-0 tem;zlrituri or complr.essmnt eatlngt|s '? m gn the Cl:t"l) temperature for sui)p en:e?taryt eatl'zn,acs m Clean-filter pressure drop and labeling must meet the requirements in §150.0(m)12. Filters must be accessible for regular service. Filter : : and must be sealed with a gasket or caulk. California Electrical Code § 410.116 must also be met. Documentation. A copy of the construction documents or a comparable document indicating the information from § 110.10(b)-(c) must be
§ 110.2(0): ermostats. eating or cooling systems not controlled by a central energy management control system ( ) must have a racks or grilles must use gaskets, sealing, or other means to close gaps around the inserted filters to and prevents air from bypassing the § 15000010 Light Sources in Enclosed or Recessed Luminaires. Lamps and other separable light sources that are not compliant with the JA8 § 110.10(d): provided to the occupant. < (f)
o setback thermostat. filter. * : : elevated temperature requirements, including marking requirements, must not be installed in enclosed or recessed luminaires. . ; ; ; : : : L :
Insulation. Unfired service water heater storage tanks and solar water-heating backup tanks must have adequate insulation, or tank 1500(q1E:  Blank Electrical Boxes. The number of electrical boxes that are more than five feet above the finished floor and do not contain a § 11010(e)1: Ma!n Electr!cal Serw_ce Panel. The main electn.cal Sorvie panel must have a minimum busbar rating of 200 amps.__ 2
§ 110.3(c)3: surface heat loss rating. § 150.0(k)1E: luminaire or other device shall be no more than the number of bedrooms. These boxes must be served by a dimmer, vacancy sensor § 110.10(e)2: Main Eble(:tlilcafl Ser]:nce Pa”|9|- Tlhe main e"ﬁ(’tf‘cal _IS_ﬁW'CG pane(zil must have a reserved Spare to ak”0W forult:he 'I?Sta"atlonl of Eal double pole
Isolation Valves. Instantaneous water heaters with an input rating greater than 6.8 kBtu per hour (2 kW) must have isolation valves with control, low voltage wiring, or fan speed control. . _ circuit breaker for a future solar electric installation. The reserved space must be permanently marked as “For Future Solar Electric. <
§ 110.3(c)e: hose bibbs or other fittings on both cold and hot water lines to allow for flushing the water heater when the valves are closed. _ Lighting Integral to Exhaust Fans. Lighting integral to exhayst fans (except when installed by the manufacturer in kitchen exhaust Electric and Energy Storage Ready: (@\|
§ 150.0(k)1F: hoods) must meet the applicable requirements of § 150.0(K).
516/22 516/22 516/22 516/22 Lul
L
-
2022 Single-Family Residential Mandatory Requirements Summary =
Energy Storage System (ESS) Ready. All single-family residences must meet all of the following: Either ESS-ready interconnection
§150.0(s) equi : : . . ;
quipment with backed up capacity of 60 amps or more and four or more ESS supplied branch circuits, or a dedicated raceway from the
main service to a subpanel that supplies the branch circuits in § 150.0(s); at least four branch circuits must be identified and have their
source collpcated a_t asingle papelpoard sui_table to be_supplied by the ESS, with one circuit supplying the refrigergtqr, one lighting circuit D
near the prlmary.exn, and one circuit supplying a sleeping room rece_ptacle outlet; main pgnelboqrd must have a minimum b_usbar rating o_f (&)
225 amps; sufficient space must be reserved to allow future installation of a system isolation equipment/transfer switch within 3’ of the main (-
panelboard, with raceways installed between the panelboard and the switch location to allow the connection of backup power source. [}
Heat Pump Space Heater Ready. Systems using gas or propane furnaces to serve individual dwelling units must include: A dedicated N ®) ™
§ 150.0(1) unobstructed 240V branch circuit wiring installed within 3’ of the furnace with circuit conductors rated at least 30 amps with the blank cover " —_— o g
identified as “240V ready;” and a reserved main electrical service panel space to allow for the installation of a double pole circuit breaker 0 (@) ™M
permapently marked as “For Future 24'0V use.” _ : . . ' () ()] Por!
§ 150.0(u) Ezltf)c\/trtl)c Cor?kgopllt?egFiy. Sytst(ﬁmds uiLnIg gyasf(:rr] propakrle coqtkhtop to _fervedlndtlwdualt d(\;vetll:ng L:rggs must m?ﬁ?}? ﬁ|de|flcated _Léno??trgcted D: S
: ranch circuit wiring installed within 3’ of the cooktop with circuit conductors rated at least 50 amps with the blank cover identified as
“240V ready;” and a reserved main electrical service panel space to allow for the installation of a double pole circuit breaker permanently @) Ll <
marked as “For Future 240V use.” N O o O
§ 150001 Elegtric Clothes Dryer Ready. Clothe§ drlyerllcl)catlions with gas orypropane plumbing to serve ‘indi.vidual dwelling units must include: A . 7)) (D) D -
' dedicated unobstructed 240V branch circuit wiring installed within 3’ of the dryer location with circuit conductors rated at least 30 amps with L - <
the blank cover identified as “240V ready;” and a reserved main electrical service panel space to allow for the installation of a double pole x LL CG U
circuit breaker permanently marked as “For Future 240V use.” o D
2 0 c _-
*Exceptions may apply. o3 )] o
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County of Monterey Item No.2

Board of Supervisors
Chambers

168 W. Alisal St., 1st Floor
Board Report Salinas, CA 93901

Legistar File Number: AP 26-073 September 16, 2026

Introduced: 9/9/2026 Current Status: Agenda Ready

Version: 1 Matter Type: Administrative Permit

PLN250024 - TUT BROTHERS ESTATES LLC

Administrative hearing to consider a Lot Line Adjustment between four legal lots of record
consisting of Lot 2 (1.31 acres), Lot 3 (1.26 acres), Lot 4 (1.14 acres), and Lot 5 (1.39 acres),
resulting in Adjusted Lot 2 (1.35acres), Adjusted Lot 3 (1.29 acres), Adjusted Lot 4 (1.0 acre)
and Adjusted Lot 5 (1.12 acres).

Project Location: 14012, 14022, 14032 and 14042 Vista Verde Drive, Royal Oaks

Proposed CEQA action: Find the project Categorically Exempt pursuant to CEQA Guidelines
section 15305 and there are no exceptions under Section 15300.2.

RECOMMENDATIONS
It is recommended that the Chief of Planning adopt a resolution to:
a) Find the project Categorically Exempt pursuant to CEQA Guidelines section 15305 and
there are no exceptions under Section 15300.2.; and
b) Approve a Line Adjustment between four legal lots of record consisting of Lot 2 (1.31
acres), Lot 3 (1.26 acres), Lot 4 (1.14 acres), and Lot 5 (1.39 acres), resulting in
Adjusted Lot 2 (1.61 acres), Adjusted Lot 3 (1.29 acres), Adjusted Lot 4 (1.0 acre) and
Adjusted Lot 5 (1.12 acres).
The attached draft resolution includes findings and evidence for consideration ( Exhibit A).

Staff recommend approval subject to 5 conditions of approval.

PROJECT INFORMATION

Agent: Jan Hochhauser

Property Owner: Tut Brothers Estates LLC

APN: 117-531-002-000, 117-531-003-000, 117-531-004-000, and 117-531-005-000

Parcel Size: 1.31 acres, 1.26 acres, 1.14 acres, & 1.39 acres

Zoning: Low Density Residential with a density of 2.5 acres per unit and a Visual Sensitivity
overlay or “LDR/2.5--VS”

Plan Area: North County Area Plan

Flagged and Staked: N/A

SUMMARY

Staff are recommending approval of an Administrative Permit subject to the findings and
evidence in the attached Resolution (see Exhibit A), and subject to the conditions of approval
attached to the Resolution. Please read these carefully and contact the planner if you have any
questions. Unless otherwise noted in the conditions, the applicant will be required to satisfy all
permit conditions prior to the issuance of building/grading permits and/or commencement of
the approved use.
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Legistar File Number: AP 26-073

On September 16, 2026, an administrative decision will be made. A public notice has been
distributed for this project. The deadline for submitting comments in opposition to the project,
its findings, or conditions, based on a substantive issue, is 5:00 p.m. on Tuesday, September 15,
2026. The permit will be administratively approved the following day if we do not receive any
written comments by the deadline. You will receive a copy of your approved permit in the
mail. We will notify you as soon as possible in the event that we receive correspondence in
opposition to your project or if the application is referred to a public hearing.

Note: This project will be referred to the Monterey County Zoning Administrator if a public
hearing is necessary. The decision on this project is appealable to the Board of Supervisors.

OTHER AGENCY INVOLVEMENT

The following agencies have reviewed the project, have comments, and/or have recommended
conditions:

HCD-Engineering Services

Environmental Health Bureau

HCD-Environmental Services

North County Fire Protection District

Prepared by: Jade Mason, Assistant Planner
Reviewed by: Mary Israel, Supervising Planner
Reviewed and approved by: Fionna Jensen, Principal Planner

The following attachments are on file with HCD:
Exhibit A - Draft Resolution including:
e Recommended Conditions of Approval
e Site Plans, Floor Plans & Elevations
Exhibit B - Vicinity Map

cc: Front Counter Copy; North County Fire Protection District; HCD-Environmental Services;
HCD-Engineering Services; Environmental Health Bureau; Jade Mason, Assistant Planner;
Mary Israel, Supervising Planner; Fionna Jensen, Principal Planner; Tut Brothers Estate LLC,
Property Owner; Jan Hichhauser, Agent; The Open Monterey Project; LandWatch (Executive
Director); Lozeau Drury LLP; Chrstina McGinnis, Keep Big Sur Wild; Kris Del Piero,
Interested Party; Planning File PLN250024

County of Monterey Page 2 Printed on 9/10/2026



County of Monterey Item No.2

Administrative Permit

Legistar File Number: AP 26-073 September 16, 2026
Introduced: 9/9/2026 Current Status: Agenda Ready
Version: 1 Matter Type: Administrative Permit

PLN250024 - TUT BROTHERS ESTATES LLC

Administrative hearing to consider a Lot Line Adjustment between four legal lots of record consisting
of Lot 2(1.31 acres), Lot 3 (1.26 acres), Lot 4 (1.14 acres), and Lot 5 (1.39 acres), resulting in
Adjusted Lot 2 (1.35acres), Adjusted Lot 3 (1.29 acres), Adjusted Lot 4 (1.0 acre) and Adjusted
Lot 5 (1.12 acres).

Project Location: 14012, 14022, 14032 and 14042 Vista Verde Drive, Royal Oaks

Proposed CEQA action: Find the project Categorically Exempt pursuant to CEQA Guidelines
section 15305 and there are no exceptions under Section 15300.2.

RECOMMENDATIONS
It is recommended that the Chief of Planning adopt a resolution to:

a) Find the project Categorically Exempt pursuant to CEQA Guidelines section 15305 and there
are no exceptions under Section 15300.2.; and
b) Approve a Line Adjustment between four legal lots of record consisting of Lot 2 (1.31 acres),
Lot 3 (1.26 acres), Lot 4 (1.14 acres), and Lot 5 (1.39 acres), resulting in Adjusted Lot 2
(1.61 acres), Adjusted Lot 3 (1.29 acres), Adjusted Lot 4 (1.0 acre) and Adjusted Lot 5
(1.12 acres).
The attached draft resolution includes findings and evidence for consideration (Exhibit A). Staff
recommend approval subject to 5 conditions of approval.

PROJECT INFORMATION

Agent: Jan Hochhauser

Property Owner: Tut Brothers Estates LLC

APN: 117-531-002-000, 117-531-003-000, 117-531-004-000, and 117-531-005-000
Parcel Size: 1.31 acres, 1.26 acres, 1.14 acres, & 1.39 acres

Zoning: Low Density Residential with a density of 2.5 acres per unit and a Visual Sensitivity overlay
or “LDR/2.5--VS”

Plan Area: North County Area Plan

Flagged and Staked: N/A

SUMMARY

Staff are recommending approval of an Administrative Permit subject to the findings and evidence in
the attached Resolution (see Exhibit A), and subject to the conditions of approval attached to the
Resolution. Please read these carefully and contact the planner if you have any questions. Unless
otherwise noted in the conditions, the applicant will be required to satisfy all permit conditions prior to
the issuance of building/grading permits and/or commencement of the approved use.
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Legistar File Number: AP 26-073

On September 16, 2026, an administrative decision will be made. A public notice has been
distributed for this project. The deadline for submitting comments in opposition to the project, its
findings, or conditions, based on a substantive issue, is 5:00 p.m. on Tuesday, September 15, 2026.
The permit will be administratively approved the following day if we do not receive any written
comments by the deadline. You will receive a copy of your approved permit in the mail. We will
notify you as soon as possible in the event that we receive correspondence in opposition to your
project or if the application is referred to a public hearing.

Note: This project will be referred to the Monterey County Zoning Administrator if a public hearing is
necessary. The decision on this project is appealable to the Board of Supervisors.

OTHER AGENCY INVOLVEMENT
The following agencies have reviewed the project, have comments, and/or have recommended

conditions:

HCD-Engineering Services
Environmental Health Bureau
HCD-Environmental Services

North County Fire Protection District

Prepared by: Jade Mason, Assistant Planner
Reviewed by: Mary Israel, Supervising Planner
Reviewed and approved by: Fionna Jensen, Principal Planner

The following attachments are on file with HCD:
Exhibit A - Draft Resolution including:
e Recommended Conditions of Approval
e Site Plans, Floor Plans & Elevations
Exhibit B - Vicinity Map

cc: Front Counter Copy; North County Fire Protection District; HCD-Environmental Services;
HCD-Engineering Services; Environmental Health Bureau; Jade Mason, Assistant Planner; Mary
Israel, Supervising Planner; Fionna Jensen, Principal Planner; Tut Brothers Estate LLC, Property
Owner; Jan Hichhauser, Agent; The Open Monterey Project; LandWatch (Executive Director);
Lozeau Drury LLP; Chrstina McGinnis, Keep Big Sur Wild; Kris Del Piero, Interested Party; Planning
File PLN250024
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EXHIBIT A
DRAFT RESOLUTION

Before the Chief of Planning
in and for the County of Monterey, State of California

In the matter of the application of:

TUT BROTHER ESTATES LLC (PLN250024)

RESOLUTION NO. 26-073

Resolution by the County of Monterey Chief of

Planning:

1) Finding that the project qualifies as a Class 5
Categorical Exemption pursuant to CEQA
Guidelines Section 15305(a), and none of the
exceptions contained in Section 15300.2 apply,
and

2) Approve a Lot Line Adjustment between four
legal lots of record consisting of Lot 2 (1.31
acres), Lot 3 (1.26 acres), Lot 4 (1.14 acres), and
Lot 5 (1.39 acres), resulting in Adjusted Lot 2
(1.61 acres), Adjusted Lot 3 (1.29 acres),
Adjusted Lot 4 (1.0 acre) and Adjusted Lot 5
(1.12 acres).

[PLN250024, Tut Brothers Estates LLC, 14012,
14022, 14032, and 14042 Vista Verde Drive, Royal
Oaks (Assessor’s Parcel Numbers: 117-531-002-000,
117-531-003-000, 117-531-004-000 and 117-531-
005-000), North County Area Plan]

The TUT BROTHERS ESTATES LLC application (PLN250024) came on for an
administrative decision before the County of Monterey Chief of Planning on September 16,
2026. Having considered all the written and documentary evidence, the administrative
record, the staff report, and other evidence presented, the HCD Chief of Planning finds
and decides as follows:

FINDINGS

1. FINDING: CONSISTENCY - The proposed project and/or use, as conditioned,
is consistent with the policies of the Monterey County 2010 General
Plan, North County Area Plan; the requirements of the applicable
subdivision and zoning ordinances (Titles 19 and 21); and other
County health, safety, and welfare ordinances related to land use
development.
EVIDENCE: a) The project has been reviewed for consistency with the text, policies,
and regulations in the:
- 2010 Monterey County General Plan (General Plan);
- North County Area Plan;
- Monterey County Zoning Ordinance (Title 19); and
- Monterey County Zoning Ordinance - (Title 21)
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b)

d)

No conflicts were found to exist. The County received
communications from an interested member of the public during the
course of project review indicating inconsistencies with the text,
policies, and/or regulations of the Monterey County Code (MCC),
which is addressed within Finding No. 4 and Finding No.6, The
County finds that the project, as conditioned, is consistent with the
text, policies, and regulations in the applicable documents.

Project. The proposed project involves a lot line adjustment between
four legal lots of record consisting of Lot 2 (1.31 acres), Lot 3 (1.26
acres), Lot 4 (1.14 acres), and Lot 5 (1.39 acres). The Lot Line
Adjustment (LLA) involves an equal exchange of land. After the
adjustment, there will continue to be four (4) lots of record,
containing Adjusted Lot 2 (1.61 acres), Adjusted Lot 3 (1.29 acres),
Adjusted Lot 4 (1.0 acre) and Adjusted Lot 5 (1.12 acres). Per the
Applicant/Owner, the project is being proposed as a way to minimize
the construction of access roads/driveways, grading, and better design
and configuration for future proposed development on the adjusted
lots.

Allowed Use. The properties are located at 14012, 14022, 14032, and
14042 Vista Verde Drive, Royal Oaks (Assessor's Parcel Numbers Lot
2: 117-531-002-000, Lot 3: 117-531-003-000, Lot 4: 117-531-004-000
and Lot 5: 117-531-005-000, respectively), within the North County
Area Plan. The parcels are zoned Low Density Residential with a
density of 2.5 acres per unit and a Visual Sensitivity overlay, or
“LDR/2.5-VS”. The reconfiguration of the parcels will not intensify
water use, create new building areas, or decrease development
potential beyond what currently exists. Therefore, the project is an
allowed land use for this site, as it is consistent with the property’s
underlying zoning. See Finding No. 6 and supporting evidence.

Lot Legality. All four lots (APNs: [Lot 2] 117-531-002-000, [Lot 3]
117-531-003-000, [Lot 4] 117-531-004-000 and [Lot 5] 117-531-005-
000) are shown in their current configuration in "Vista Verde Estates,
Tract #1193", filed July 22, 1993 in Volume 18, Maps of "Cities and
Towns", at Page 17, in the Office of the County Recorder of the
County of Monterey. Therefore, the County recognizes the subject
properties as legal lots of record.

Review of Development Standards - Minimum Lot Size. The
development standards for the LDR zoning district are identified in
MCC section 21.14.060, which identifies the minimum building site
as 1 acre. The four (4) legal lots of record meet the required minimum
acreage [Lot 2 (1.31 acres), Lot 3 (1.26 acres), Lot 4 (1.14 acres), and
Lot 5 (1.39 acres)], and as proposed, the lots will continue to meet the
minimum acreage [Adjusted Lot 2 (1.61 acres), Adjusted Lot 3 (1.29
acres), Adjusted Lot 4 (1.0 acre), and Adjusted Lot 5 (1.12 acres)].
The LLA will continue to allow the adjusted lots to be developed in
the future, subject to separate permits, with minimal grading due to
slopes in the rear of each lot. Accordingly, implementation of this
LLA will promote resource conservation and encourage future
development to better meet the goals and policies of the 2010 General
Plan, per Policy LU-1.16. The LLA maintains 1 acre or more for each
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f)

9)

h)

lot, which conforms to the minimum building site required and
upholds Policy LU-1.16.

Review of Development Standards- Density. Pursuant to MCC
Section 21.14.060, the maximum development density shall not
exceed the units/acre as shown for the specific “LDR” district as
shown on the zoning map. The subject parcels are zoned LDR/2.5,
which allows 1 unit per 2.5 acres. The minimum building site of each
of the four (4) lots is 1 acre, which requires that a residential unit
occupy a property that contains at least 1 acre of land. The existing
four (4) lots are vacant and are as follows: Lot 2 is increasing by 0.30
acres, Lot 3 is increasing by 0.03 acres, Lot 4 is decreasing by 0.14
acres, and Lot 5 is decreasing by 0.27 acres. With the implementation
of the LLA, adjusted Lot 2 will be 1.61 acres, Lot 3 will be 1.29
acres, Lot 4 will be 1 acre, and Lot 5 will be 1.12 acres. The adjusted
lots will stay in conformance with the zoning’s density requirements.
Although the maximum density is 2.5 acres per unit, the zoning
district density restriction does not preclude the lots from being
developed with the first single-family dwelling. However, the
existing and adjusted size of the lots will restrict the development of
second single-family dwellings on each lot. Therefore, the maximum
development potential and overall density would not change with
implementation of the project.

Review of Development Standards-Setbacks. Pursuant to MCC
Section 21.14.060.C, the required main structure setbacks in this
LDR district are 30 feet (front) and 20 feet (side and rear), with a
maximum height of 30 feet. There are no existing residences or
structures of any kind on the four (4) lots. Therefore, the resulting
parcels have sufficient room for a main dwelling to be constructed on
each lot to the maximum allowed setback requirements.

Review of Development Standards- Structural Coverage. Pursuant to
MCC Section 21.14.060.E, the maximum site coverage in this LDR
district is 25 percent, as each lot is over 20,000 square feet. There are
no existing structures on the four (4) lots and no proposed
development as part of this application. The adjusted lots leave
adequate space for potential development and adequate site coverage.
Therefore, there will be no changes to the existing coverage, and the
resulting parcels conform to the maximum allowed site coverage.
Visual Sensitivity. The subject property zoning district has a Visual
Sensitivity (VS) Overlay, which includes regulations outlined in
MCC 21.44 and 21.46. According to Monterey County Geographic
Information System (GIS) records and Figure 15 in the North County
Area Plan (Scenic Highway Corridors and Visual Sensitivity Map),
the subject property is identified as Sensitive. Policy NC-3.1 of the
North County Area Plan allows new development when it is located
and designed in a manner that ensures public views remain
unobstructed. No development is proposed as part of this application,
therefore, no Design Approval is required. There will be no change in
the character of the neighborhood or impact on the public viewshed.
Therefore, the proposed LLA is consistent with the neighborhood and
community character.
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2.

3.

4.

FINDING:

EVIDENCE:

FINDING:

EVIDENCE:

FINDING:

)

K)

a)

b)

a)

b)
c)

Land Use Advisory Committee (LUAC) Review. The project was not
referred to the North County LUAC for review because it does not
involve a public hearing Design Approval, a Lot Line Adjustment in
the Coastal Zone, preparation of an Initial Study, or a Variance.
Subdivision Map Act Consistency. Pursuant to Section 66412(d) of
the Subdivision Map Act (SMA), the SMA is inapplicable to the lot
line adjustment due to the fact that the final outcome of the LLA is
not more than four adjoining parcels, and a greater number of parcels
than previously existed is not being created. See Finding No. 6 and
supporting evidence.

The application, plans, and supporting materials submitted by the
project applicant to County of Monterey HCD-Planning for the
proposed development are found in File No. PLN250024.

SITE SUITABILITY - The site is physically suitable for the use
proposed.

The project has been reviewed for site suitability by the following
departments and agencies: HCD-Planning, HCD-Engineering
Services, HCD-Environmental Services, North County Fire
Protection District, and Environmental Health Bureau. County staff
reviewed the application materials and plans, as well as the County’s
GIS database, and conducted a site visit via Google Earth, to verify
that the project conforms to the applicable lot line adjustment plans
and that the subject property is suitable for the proposed
development. There has been no indication from these
departments/agencies that the site is not suitable for the proposed
development. Recommended conditions have been incorporated.
There are no physical or environmental constraints that indicate that
the property is not suitable for the use proposed and no technical
reports were prepared as no environmental concerns were raised by
HCD-Planning.

The application, project plans, and related support materials
submitted by the project applicant to County of Monterey HCD-
Planning for the proposed development are found in File No.
PLN250024.

NO VIOLATIONS - The subject property is in compliance with all
rules and regulations pertaining to zoning uses, subdivision, and any
other applicable provisions of the County’s zoning ordinance. No
violations exist on the properties.

Monterey County HCD-Planning and HCD-Building Services
records were reviewed, and the County is not aware of any violations
existing on the subject properties.

There are no known violations on the subject parcels.

The application, project plans, and related support materials
submitted by the project applicant to County of Monterey HCD-
Planning are found in File No. PLN250024.

HEALTH AND SAFETY - The establishment, maintenance, or
operation of the project applied for will not under the circumstances
of this particular case be detrimental to the health, safety, peace,
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EVIDENCE: a)

b)

S. FINDING:

EVIDENCE: a)

b)

morals, comfort, and general welfare of persons residing or working
in the neighborhood of such proposed use, or be detrimental or
injurious to property and improvements in the neighborhood or to the
general welfare of the County.

The project was reviewed by HCD-Planning, North County FPD Fire
Protection District, HCD-Engineering Services, HCD-Environmental
Services, and the Environmental Health Bureau, and conditions have
been recommended, where appropriate, to ensure that the project will
not have an adverse effect on the health, safety, and welfare of
persons either residing or working in the neighborhood.

The subject parcels contain established Onsite Wastewater Treatment
Systems (OWTS). The LLA will not pose adverse effects on health,
life, and safety nor change the location and use of the OTWS
envelopes. See “Finding 6, evidence h” for supporting evidence.

The subject properties contain scenic easements due to slopes in
excess of 30% and drainage easements. The LLA will not alter these
easements or pose adverse effects on health, life, and safety. See
“Finding 6, evidence i” for supporting evidence.

All necessary facilities are available at the project site, as the four (4)
lots are vacant and undeveloped. The LLA will alter lot lines, but
access to each lot is maintained directly off of Vista Verde Drive.
The application, plans, and supporting materials submitted by the
project applicant to County of Monterey HCD-Planning for the
proposed development are found in File No. PLN250024.

CEQA (Exempt) — The project is categorically exempt from
environmental review and no unusual circumstances were identified
to exist for the proposed project.

California Environmental Quality Act (CEQA) Guidelines section
15305(a) categorically exempts minor lot line adjustments not
resulting in the creation of any new parcel. The proposed lot line
adjustment reconfigures the meets and bounds for four (4) parcels and
will not create any new parcels after adjustment. Therefore, the
project is consistent with the parameters of the Class 5 categorical
exemptions.

None of the exceptions under CEQA Guidelines section 15300.2
apply to this project. There is no substantial evidence of unusual
circumstances because there is no feature or condition of the project
that distinguishes the project from the exempt class. The properties
are not located in an area where an environmental resource of
hazardous or critical concern has been designated or precisely
mapped by a federal, state, or local agency trees are proposed for
removal. The project does not involve a designated historical
resource or a hazardous waste site. There is no substantial evidence
that would support a fair argument that the project has a reasonable
possibility of having a significant effect on the environment or that it
would result in a cumulatively considerable impact.

The application, project plans, and related support materials
submitted by the project applicant to County of Monterey HCD-
Planning for the proposed development are found in File No.
PLN250024.
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6. FINDING:

EVIDENCE: a)

b)

d)

f)

9)

LOT LINE ADJUSTMENT - Section 66412(d) of the California
Government Code (Subdivision Map Act) and Title 19 (Subdivision
Ordinance — Inland) of the MCC allow a lot line adjustment that meets
the following standards:
1. The lot line adjustment is between four or fewer existing
adjoining parcels;
2. A greater number of parcels than originally existed will not be
created as a result of the lot line adjustment; and
3. The parcels resulting from the lot line adjustment conform to the
County’s general plan, any applicable specific plan, any
applicable coastal plan, and zoning and building ordinances.
As proposed, the project meets these standards.
The parcels are zoned Low Density Residential, 2.5 acres per unit
density, and Visual Sensitivity Overlay [LDR/2.5-VS]. The zoning
district density restriction does not preclude the lots from being
developed with the first single-family dwelling and conforms to the
County’s general plan.
The LLA is between four or fewer existing adjoining parcels. The
four existing legal lots of record have a total combined area of 5.1 acres,
containing 1.31 acres [Lot 2], 1.26 acres [Lot 3], 1.14 acres [Lot 4], and
1.39 acres [Lot 5]. After the adjustment, there will continue to be four
lots of record, containing 1.61 acres [Adjusted Lot 2], 1.29 acres
[Adjusted Lot 3], 1 acre [Adjusted Lot 4], and 1.12 acres [Adjusted
Lot 5].
The LLA will not create a greater number of parcels than originally
existed. Four contiguous separate legal parcels of record will be
adjusted, resulting in four contiguous separate legal parcels of record
(see attached map). Therefore, no new parcels will be created.
The proposed LLA is consistent with the Monterey County Zoning
Ordinance (Title 21. County staff verified that the subject property is
in compliance with all rules and regulations pertaining to the use of
the property, and that no violations exist on the property (see Finding
Nos. 1, 2, 3, and 4; and supporting evidence).
The proposed LLA is consistent with the Subdivision Ordinance
(Title 19). County staff verified that the subject property is in
compliance with all rules and regulations pertaining to the use of the
property, and that no violations exist on the property (see Finding
Nos. 1, 2, 3, and 4; and supporting evidence).
The proposed LLA is consistent with the General Plan. The LLA
conforms to LU-1.14 as it is consistent with the provisions of the
State Subdivision Map Act and contains no more than four parcels.
The LLA maintains configurations that uphold policies and standards
of the General Plan, and no location of wells, on-site wastewater
systems, or envelopes are compromised by the LLA, which is
consistent with LU-1.15. The LLA maintains 1 acre or more for each
lot, which conforms to the minimum building site required and
upholds LU-1.16. Therefore, the LLA is consistent with the General
Plan.
The subject properties are zoned for residential purposes. None of the
property areas are under Williamson Act contract or used for
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h)

)

K)

7. FINDING:

EVIDENCE: a)

agricultural purposes. The proposed lot line adjustment does not
interfere with existing access and/or utility easements, which will
remain unchanged.

The subject parcels contain septic system envelopes established by
PC-7644, Condition #38, and approved through recordation of a
Cities and Towns Map entitled "Vista Verde Estates, Tract #1193"
(Finding 1, evidence d).

The subject properties contain scenic easements on the southern part
of the properties due to slopes in excess of 30%, drainage easements,
and septic system envelopes that were established through the
creation of the subdivision (Vista Verde Estates). These easements
and envelopes will remain unchanged.

As an exclusion to the Subdivision Map Act, no map is recorded for a
Lot Line Adjustment. To appropriately document the boundary
changes, execution and recordation of deeds reflecting the lot line
adjustment (Condition No.3) as well as a Certificate of Compliance
for each adjusted lot is required per incorporated standard conditions
of approval (Condition No. 4).

The project planner conducted a site inspection via Google Earth to
verify that the project would not conflict with zoning or building
ordinances.

The application, project plans, and related support materials
submitted by the project applicant to County of Monterey HCD-
Planning for the proposed development are found in File No.
PLN250024.

APPEALABILITY - The decision on this project may be appealed to
the Monterey County Board of Supervisors.

Board of Supervisors. Section 19.16.020.A of the Monterey County
Subdivision Ordinance (Title 19) states that the Board of Supervisors
is the Appeal Authority to consider appeals from the discretionary
decisions of the Chief of Planning.
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DECISION

NOW, THEREFORE, based on the above findings and evidence, the County of Monterey HCD
Chief of Planning does hereby:

1. Finding that the project qualifies as a Class 5 Categorical Exemption pursuant to CEQA
Guidelines Section 15305(a), and none of the exceptions contained in Section 15300.2
apply, and

2. Approve a Lot Line Adjustment between four legal lots of record consisting of Lot 2
(1.31 acres), Lot 3 (1.26 acres), Lot 4 (1.14 acres), and Lot 5 (1.39 acres), resulting in
Adjusted Lot 2 (1.61 acres), Adjusted Lot 3 (1.29 acres), Adjusted Lot 4 (1.0 acre) and
Adjusted Lot 5 (1.12 acres).

All of which are in general conformance with the attached sketch and subject to the attached 6
conditions, all being attached hereto and incorporated herein by reference.

PASSED AND ADOPTED this 16" day of September 2026.

Melanie Beretti, AICP
Chief of Planning

COPY OF THIS DECISION MAILED TO APPLICANT ON

THIS APPLICATION IS APPEALABLE TO THE BOARD OF SUPERVISORS.

IF ANYONE WISHES TO APPEAL THIS DECISION, AN APPEAL FORM MUST BE COMPLETED
AND SUBMITTED TO THE CLERK TO THE BOARD ALONG WITH THE APPROPRIATE FILING
FEE ON OR BEFORE

This decision, if this is the final administrative decision, is subject to judicial review pursuant to California
Code of Civil Procedure Sections 1094.5 and 1094.6. Any Petition for Writ of Mandate must be filed with
the Court no later than the 90th day following the date on which this decision becomes final.
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NOTES

You will need a building permit and must comply with the Monterey County Building Ordinance
in every respect.

Additionally, the Zoning Ordinance provides that no building permit shall be issued, nor any use
conducted, otherwise than in accordance with the conditions and terms of the permit granted or
until ten days after the mailing of notice of the granting of the permit by the appropriate authority,
or after granting of the permit by the Board of Supervisors in the event of appeal.

Do not start any construction or occupy any building until you have obtained the necessary
permits and use clearances from Monterey County HCD-Planning and HCD-Building Services
offices in Salinas.

This permit expires 2 years after the above date of granting thereof unless there is a moratorium
imposed and Gov. Code Section 66452.6 governs or there is a stay of the 2-year period following
litigation.
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County of Monterey HCD Planning

DRAFT Conditions of Approval/lmplementation Plan/Mitigation
Monitoring and Reporting Plan

PLN250024

1. PD001 - SPECIFIC USES ONLY

Responsible Department: Planning

Condition/Mitigation
Monitoring Measure:

This Lot Line Adjustment (PLN250024) allows Lot Line Adjustment between four legal
lots of record. The property is located at 14012, 14022, 14032 and 14042 Vista Verde

Drive, Royal Oaks (Assessor's Parcel Numbers 117-531-002-000, 117-531-003-000,
117-531-004-000 and 117-531-005-000), North County Area Plan. This permit was
approved in accordance with County ordinances and land use regulations subject to
the terms and conditions described in the project file. Neither the uses nor the

construction allowed by this permit shall commence unless and until

all of the

conditions of this permit are met to the satisfaction of the Director of HCD - Planning.
Any use or construction not in substantial conformance with the terms and conditions
of this permit is a violation of County regulations and may result in modification or
revocation of this permit and subsequent legal action. No use or construction other
than that specified by this permit is allowed unless additional permits are approved by
the appropriate authorities. To the extent that the County has delegated any condition
compliance or mitigation monitoring to the Monterey County Water Resources Agency,
the Water Resources Agency shall provide all information requested by the County and
the County shall bear ultimate responsibility to ensure that conditions and mitigation

measures are properly fulfilled. (HCD - Planning)

Complianceor  The Qwner/Applicant shall adhere to conditions and uses specified in the permit on an

Monitoring
Action to be
Performed:

on-going basis unless otherwise stated.

2. PD002 - NOTICE PERMIT APPROVAL

Responsible Department: Planning

Monitoring Measure:

Condition/Mitigation  Thg gpplicant shall record a Permit Approval Notice. This notice shall state:
"A Lot Line Adjustment (Resolution Number ) was approved by the Chief

of Planning for Assessor's Parcel Numbers 117-531-002-000, 117-531-003-000,
117-531-004-000 and 117-531-005-000 on September 16, 2026. The permit was
granted subject to 6 conditions of approval which run with the land. A copy of the permit

is on file with Monterey County HCD - Planning."

Proof of recordation of this notice shall be furnished to the Director of HCD - Planning
prior to issuance of grading and building permits, Certificates of Compliance, or

commencement of use, whichever occurs first and as applicable. (HCD - Planning)

Compliance or  Prior to the issuance of grading and building permits, certificates of compliance, or

Monitoring
Action to be
perfarmed:  Shall provide proof of recordation of this notice to the HCD - Planning.

commencement of use, whichever occurs first and as applicable, the Owner/Applicant

PLN250024
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3. LOT LINE ADJUSTMENT DEED (NON-STANDARD CONDITION)

Responsible Department:

Condition/Mitigation
Monitoring Measure:

Compliance or

Monitoring
Action to be
Performed:

Planning

Owner(s)/Applicant(s) shall prepare, execute and record deeds that reflect the lot line
adjustment as required by California Government Code §66412(d) and request an
unconditional  Certificate of Compliance for each of the adjusted parcels.
(HCD-Planning)

1. An updated title report (current within 30 days) for each subject parcel of the lot line
adjustment.

2. Draft legal descriptions, plats and closure calculations for each newly adjusted
parcel of the lot line adjustment for which a Certificate of Compliance will be issued.
The legal description, plat, and closure calculations shall be prepared by a professional
land surveyor. The legal description shall be entitled “Exhibit A” and shall have the
planning permit no. (PLN250024) in the heading. The plat may be incorporated by
reference into Exhibit “A,” or be entitled Exhibit “B.”

3. Draft deeds for all adjustment parcels, being all areas being conveyed by Owners in
conformance to the approved lot line adjustment. The deeds shall contain a legal
description and plat of the areas to be conveyed in conformance to the approved lot line
adjustment. The legal description, plat, and closure calculations shall be prepared by a
professional land surveyor. The legal description shall be entitled “Exhibit A” and shall
have the planning permit no. (PLN250024) in the heading. The plat may be
incorporated by reference into Exhibit “A,” or be entitled Exhibit “B.” The deed shall
comply with the Monterey County Recorder's guidelines as to form and content.

a. The Owner(s)/Applicant(s) shall be responsible for ensuring the accuracy and
completeness of all parties listed as Grantor and Grantee on the deeds.

b. Each deed shall state in the upper left corner of the document the party requesting
the recording and to whom the recorded document shall be returned.

c. The purpose of the deed shall be stated on the first page of the deed, as follows:

“The purpose of this deed is to adjust the parcel boundaries in conformance to the lot
line adjustment approved by the County of Monterey, PLN240013. This deed is being
recorded pursuant to §66412(d) of the California Government Code and shall
reconfigure the subject parcels in conformance to said approved lot line adjustment.”

PLEASE NOTE: Owner(s) is/are responsible for securing any reconveyance, partial
reconveyance and/or subordination in connection with any loan, mortgage, lien or other
financial obligation on all property being transferred between parties.

4. Following review and any corrections of the legal descriptions and plats by County
Surveyor:

a. Owner/Applicant submit copies of the fully executed and acknowledged deed(s) for
the adjustment parcels to the project planner for review & approval by County Surveyor

b. Owner/Applicant shall submit the legal description and plat for each Certificate of
Compliance to HCD-Planning for final processing.

c. Using a title company, execute the deeds before a notary public, and have the
deeds recorded.

d. Owner/Applicant shall submit copies of all recorded deeds to the project planner.

PLN250024
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4. PD045 - COC (LOT LINE ADJUSTMENTS)

Responsible Department: Planning

Condition/Mitigation The gpplicant shall request unconditional Certificates of Compliance for the newly
Monitoring Measure: . .
configured parcels. (HCD - Planning)

Compliance or  Prigr to the expiration of the entittement, the Owner/Applicant/Surveyor shall prepare
Monitoring o . . .
Action to be €92l descriptions for each newly configured parcel and submit them to HCD -Planning
parformed: fOr review and approval. The legal descriptions shall be entitled "Exhibit A." The legal

description shall comply with the Monterey County Recorder's guidelines as to form
and content. The Applicant shall submit the legal descriptions with a check, payable to
the Monterey County Recorder, for the appropriate fees to record the Certificates of

Compliance.

Prior to the expiration of the entittement and after the Certificates are recorded, the
Owner/Applicant shall file a request and pay the fees for separate assessments or
combination assessments (for lot mergers) with the Assessor’s Office.

5. PD006(A) - CONDITION COMPLIANCE FEE

Responsible Department: Planning

Condition/Mitigation  The Qwner/Applicant shall pay the Condition Compliance fee, as set forth in the fee

Monitoring Measure: < chedule adopted by the Board of Supervisors, for the staff time required to satisfy
conditions of approval. The fee in effect at the time of payment shall be paid prior to
clearing any conditions of approval.

Complianceor  Prior to clearance of conditions, the Owner/Applicant shall pay the Condition

Art?::‘t:;i';: Compliance fee, as set forth in the fee schedule adopted by the Board of Supervisors.

Performed:

PLN250024
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VICINITY MAP LOT 3
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VICINITY MAP LOT 4 1= 200-0"

TRACT MAP - KEY PLAN
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VICINITY MAP LOT 5
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