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DRAFT RESOLUTION 
 

Before the Housing and Community Development Chief of Planning 
in and for the County of Monterey, State of California 

 
In the matter of the application of:  
VALLEY POINT LLC (PLN230341) 
RESOLUTION NO. ---- 
Resolution by the Monterey County HCD Chief of 
Planning: 

1) Considering the Mitigated Negative 
Declaration (State Clearinghouse No. 
2018091028, HCD-Planning File No. 
PLN170613) and an Addendum pursuant to 
CEQA Guidelines Section 15164; and 

2) Approving a Coastal Administrative Permit 
and Design Approval to allow the 
construction of a 799 square foot one-story 
accessory dwelling unit attached to the 
existing 3,955 square foot two-story single 
family dwelling and associated site 
improvements; and  

3) Coastal Administrative Permit to allow 
development within 750 feet of known 
archaeological resources. 

[PLN230341, Valley Point LLC, 26346 Valley View 
Avenue, Carmel, Carmel Area Land Use Plan, 
Coastal Zone (Assessor’s Parcel Number: 009-463-
003-000)] 

 

 
The VALLEY POINT LLC application (PLN230341) came on for an administrative 
decision hearing before the Monterey County HCD Chief of Planning on September 18, 
2024.  Having considered all the written and documentary evidence, the administrative 
record, the staff report, oral testimony, and other evidence presented the Monterey County 
HCD Chief of Planning finds and decides as follows: 

FINDINGS 
 
1.  FINDING:  CONSISTENCY – The Project, as conditioned, is consistent with the 

applicable plans and policies which designate this area as appropriate 
for development. 

 EVIDENCE: a)  During the course of review of this application, the project has been 
reviewed for consistency with the text, policies, and regulations in: 

- the 1982 Monterey County General Plan; 
- Carmel Area Land Use Plan (CAR LUP); 
- Carmel Area Coastal Implementation Plan, Part 4 (CIP); and 
- Monterey County Zoning Ordinance (Title 20).   
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No conflicts were found to exist.  No communications were received 
during the course of review of the project indicating any inconsistencies 
with the text, policies, and regulations in these documents. 

  b)  Allowed Use. The property is located at 26346 Valley View Avenue in 
Carmel, Carmel Area Land Use Plan, Assessor’s Parcel Number: 009-463-
003-000. The parcel is zoned Medium Density Residential with 2 units 
per acre with a Design Control overlay and 18-foot height restriction in 
the Coastal Zone or “MDR/2-D(18)(CZ)” which allows for the first 
single family dwelling per legal lot of record and accessory dwelling 
units meeting development standards pursuant to Title 20 Section 
20.64.030. The project is for a 799 square foot one-story accessory 
dwelling unit (ADU) attached to an existing 3,955 square foot two-story 
single family dwelling with 318 square feet of patios and 75 square feet 
of stepping stones. Therefore, the project is an allowed land use for this 
site. 

  c)  Lot Legality. The subject parcel is shown as Lots 11 and 13 in Block B-
6 on Map of Addition No. 7 Carmel-by-the-Sea (Book 2, Page 24, Cities 
and Towns) in the Office of the County Recorder of Monterey County 
filed May 4, 1920. 

  d)  Design/Neighborhood and Community Character. Pursuant to Chapter 
20.44 of Title 20, the project site and surrounding area are designated as 
a Design Control Zoning District (“D” zoning overlay), which regulates 
the location, size, configuration, materials, and colors of structures and 
fences to assure the protection of the public viewshed and neighborhood 
character. See Finding No. 4 and supporting evidence. 

  e)  Development Standards. As an ADU in the Coastal Zone, the project 
must comply with both the development standards for the MDR coastal 
zoning district identified in Title 20 Section 20.12.060 and the 
development standards identified in Section 20.64.030, Accessory 
Dwelling Units. Required setbacks for habitable accessory structures in 
the MDR zoning district are 50 foot (front) and 6 foot (side and rear). 
The maximum allowed height is 15 feet. As proposed, the habitable 
accessory structure (ADU) will have 84 foot 3 inch (front), 7 foot 6 inch 
(rear), 7 foot 3 inch (right side), and 27 foot 6 inch (left side) setbacks. 
The proposed height is 12 feet 10 inches which is below the maximum 
allowed. Pursuant to Title 20 Section 20.64.030.E.8, ADUs shall 
conform to all of the zoning and development standards (lot coverage, 
height, setbacks, design, etc.) of the zoning district which governs the 
lot. Therefore, the project is consistent with the development standards 
as outlined in Title 20. 

  f)  Site Coverage and Floor Area Ratio.  Pursuant to Title 20 Section 
20.12.060, the maximum building site coverage is 35 percent, and the 
floor area ratio (FAR) maximum is 45 percent. The property is 
approximately 8,836 square feet which allows coverage of 3,092.6 
square feet (35 percent) and a floor area ratio of 3,976.2 square feet (45 
percent). With the ADU added, the site coverage of the parcel would be 
4,232 square feet, or 47.7 percent and the total FAR would be 4,754 
square feet, or 53.8 percent. Pursuant to Government Code section 
65852, subdivision (e), a statewide exemption is allowed which requires 
that no lot coverage or floor area ratio can preclude the construction of 
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an ADU. Therefore, as proposed, the project is consistent with the 
statewide exemption. 

  g)  Archaeological Resources. The project site is located on Carmel Point. 
Carmel Point is a sensitive and known archaeological resource area. The 
CAR LUP requires that impacts to archaeological resources be avoided 
or minimized to the greatest extent feasible. An updated Archaeological 
Report (LIB240106) for the proposed ADU was submitted by Susan 
Morley and Brenna Wheelis with Achasta Archaeological Services 
dated March 4, 2024. The report concluded that the ADU will be 
constructed in a previously disturbed area which included grading for 
the single family dwelling under Planning File PLN170613. 
Archeological and Tribal monitoring is ongoing during all ground-
disturbing related activities. No impacts to archaeological recourses 
are anticipated for the proposed development. See Findings 2 and 7. 

  h)  Tree Removal. The project does not involve tree removals.   
  i)  Public Access. As demonstrated in Finding No. 8, the development is 

consistent with the public access policies of the CAR LUP. 
  j)  Land Use Advisory Committee (LUAC). The project was not referred to 

the Carmel Unincorporated/Highlands LUAC as it does not meet the 
criteria for referral outlined in Board of Supervisors Resolution No. 15-
103. The project proposes to attach a minimally sized ADU with colors 
and materials matching an existing single family dwelling (Planning 
Commission Resolution No. 18-049) which was already reviewed by 
the LUAC on January 16, 2018.  

  k)  The project planner conducted a virtual site inspection using Google 
Earth on May 6, 2024, to verify that the project on the subject parcel 
conforms to the plans listed above.   

  l)  The application, project plans, and related support materials submitted 
by the project applicant to Monterey County HCD-Planning can be 
found in Project Files PLN170613 and PLN230341. 

 
2.  FINDING:  SITE SUITABILITY – The site is physically suitable for the proposed 

development and/or use. 
 EVIDENCE: a)  The project has been reviewed for site suitability by the following 

departments and agencies: HCD-Planning, HCD-Engineering Services, 
HCD-Environmental Services, the Environmental Health Bureau, and 
Cypress Fire Protection District (FPD). County staff reviewed the 
application materials and plans to verify that the project on the subject 
site conforms to the applicable plans and regulations, and there has been 
no indication from these departments/agencies that the site is not 
suitable for the development.  Conditions recommended have been 
incorporated. 

  b)  Staff identified potential impacts to archaeological and soil resources.  
The following reports have been prepared: 
- “Archaeological Review Report” (LIB240106) prepared by Susan 

Morley and Brenna Wheelis, Achasta Archaeological Services, 
Marina, CA, March 4, 2024. 

- “Archaeological Report” (LIB190038) prepared by Susan Morley, 
Achasta Archaeological Services, Marina, CA,  November 11, 
2018. 
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- “Geotechnical Investigation Report” (LIB180048) prepared by 
John E. Kasunich, Haro, Kasunich and Associates, Inc., 
Watsonville, CA, December 18, 2017; updated March 5, 2024.  

County staff independently reviewed these reports as well as the Initial 
Study and Mitigated Negative Declaration prepared for the main 
dwelling on the property (September 13, 2018, State Clearinghouse No. 
2018091028) and concurs with their conclusions.  There are no physical 
or environmental constraints that would indicate that the site is not 
suitable for the use.  All development shall be in accordance with these 
reports. 

  c)  Staff conducted a virtual site inspection using Google Earth on May 6, 
2024, to verify that the site is suitable for this use. 

  d)  The application, project plans, and related support materials submitted 
by the project applicant to Monterey County HCD-Planning can be 
found in Project File PLN230341. 

 
3.  FINDING:  HEALTH AND SAFETY – The establishment, maintenance, or 

operation of the project applied for will not under the circumstances of 
this particular case be detrimental to the health, safety, peace, morals, 
comfort, and general welfare of persons residing or working in the 
neighborhood of such proposed use, or be detrimental or injurious to 
property and improvements in the neighborhood or to the general 
welfare of the County. 

 EVIDENCE: a)  The project was reviewed by HCD-Planning, HCD-Engineering 
Services, HCD-Environmental Services, the Environmental Health 
Bureau, and Cypress FPD. The respective HCD groups and agencies 
have recommended conditions, where appropriate, to ensure that the 
project will not have an adverse effect on the health, safety, and welfare 
of persons either residing or working in the neighborhood.   

  b)  Necessary public facilities exist and will be provided to serve the ADU. 
The application submittal included evidence that the owner has 
purchased additional water credits from the Malpaso Water District that 
will be sufficient to serve the project. Wastewater collection/treatment is 
serviced by the Carmel Area Wastewater District (CAWD).  

  c)  The subject property is located within 660 feet, or 1/8 mile, of an 
active/potentially active fault known as the Cypress Point Fault. A 
Geotechnical Investigation Report (LIB180048) addressed the 
geological hazards of the project site for the development of a single 
family dwelling (Planning File No. PLN170613, Board of Supervisors 
Resolution No. 19-122). The report concluded that the project site can 
support the proposed development.  The project was conditioned to 
include a Notice of Report (Condition No. 12), a Deed Restriction for 
Geologic Hazards (Condition No. 13), and Geotechnical Certification 
(Condition No. 19) to ensure the development was built in accordance 
with the Geotechnical Investigation Report.  An updated report dated 
March 5, 2024, determined that addition of the ADU could also be 
supported on the existing 4 inches of engineered fill. Therefore, the 
project meets the safety requirements needed to accommodate the new 
development.  



 
VALLEY POINT LLC (PLN230341)  Page 5 

  d)  Staff conducted a virtual site inspection using Google Earth on May 6, 
2024, to verify that the project will not have an adverse effect on the 
health, safety, and welfare of persons either residing or working in the 
neighborhood. 

  e)  The application, project plans, and related support materials submitted 
by the project applicant to Monterey County HCD-Planning can be 
found in Project File PLN230341. 

 
4.  FINDING:  DESIGN – The design of the proposed project assures protection of the 

public viewshed, is consistent with neighborhood character, and assures 
visual integrity without imposing undue restrictions on private property. 

 EVIDENCE: a)  Pursuant to Title 20, Section 20.44, the purpose of the Design Control 
District is to regulate the location, size, configuration, materials, and 
colors of structures and fences to assure the protection of the public 
viewshed and neighborhood character. 

  b)  Neighborhood Character. The proposed ADU attached to a single family 
dwelling would not change the perceived bulk of the existing dwelling 
on the property. The character of the neighborhood is an urbanized rural 
village with eclectic architectural designs. As proposed, the ADU would 
be added to the rear of the property. Therefore, the development on the 
subject parcel would continue to be consistent with the neighborhood 
character.   

  c)  Material and Color Finishes. The proposed exterior colors and materials 
are consistent with the setting and surrounding residences. The attached 
ADU is designed to reflect a modern style of architecture that blends 
with the existing single family dwelling and surrounding neighborhood. 
The proposed exterior finishes described above will be fire resistant, 
blend with the surrounding environment, are consistent with the 
surrounding residential neighborhood character, and other dwellings in 
the neighborhood.   

  d)  Visual Resources. The property is located on Valley View Avenue in a 
densely developed area of Carmel Point. Although this is a known 
visually sensitive area, the proposed project is situated on a parcel 
surrounded by other single family dwellings. The proposed attached 
ADU would be located in the rear of the property and would not be 
visible from the street. Therefore, the proposed development would not 
have an impact on a public viewshed.  

  e)  The project planner conducted a virtual site inspection using Google 
Earth on May 6, 2024, to verify that the project on the subject parcel 
conforms to the plans listed above. Based on the evidence described 
above, the proposed structure and use are consistent with the 
surrounding residential neighborhood character (i.e., structural design 
features, colors, and material finishes).   

  f)  The application, project plans, and related support materials submitted 
by the project applicant to the Monterey County HCD - Planning for the 
proposed development can be found in Project File PLN230341. 
  

5.  FINDING:  ACCESSORY DWELLING UNIT – The project meets the 
established regulations and standards as identified in Title 20, Section 
20.64.030.  
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 EVIDENCE: a)  Title 20 Section 20.64.030 establishes regulations and standards for 
which an ADU, accessory to the main residence on a lot, may be 
permitted. The project includes the construction of an 799 square foot 
one-story ADU with 318 square feet of patios and 75 square feet of 
stepping stones for a total of 1,199 square feet of coverage. The 
proposed ADU will be attached to the rear of an existing 3,955 square 
foot two-story single family dwelling. 

  b)  The ADU meets the required site development standards and design 
criteria as defined in Title 20 Section 20.64.030 and Section 20.12.060. 
See Finding No. 1, Evidence “e” above. 

  c)  Title 20 Section 20.64.030.D.3 restricts the construction of ADUs in 
the CAR LUP area on parcels less than 40 acres due to resource 
constraints related to the Cal Am moratorium on new structures 
requiring new service connections. However, the project site is 
connected to the Malpaso Water District which the Monterey 
Peninsula Water Management District recognizes as an exception 
under Rule 23.7. The application was reviewed by HCD and the 
Environmental Health Bureau to ensure adequate water supplies exist 
and are readily available to serve the ADU. The Environmental Health 
Bureau did not add any conditions of approval to the proposed project 
(see Finding No. 3 above). Therefore, the site can accommodate the 
ADU without adverse effects on the health, safety, and welfare of the 
neighborhood.  

  d)  The proposed ADU will be the first accessory dwelling with 
independent living facilities attached to the existing main residence 
and constructed on a 0.2-acre lot connected to a public wastewater 
system. The floor area ratio will be 799 square feet which is below the 
1,200 square foot limitation. Parking for the ADU will be 
accommodated within the front setback of the driveway to the existing 
single family dwelling with a two-car garage. The colors and materials 
of the ADU are visually consistent and compatible with the principal 
residence on-site and other residences in the area. The ADU is 
designed to not substantially degrade possible archaeological resources 
at the site by utilizing previously disturbed areas for development. 

  e)  Title 20 Section 20.64.030.F requires certain findings be made to 
support the approval of an ADU.  The establishment of the ADU will 
not, under the circumstances of the particular application, be 
detrimental to the health, safety, peace, morals, comfort and general 
welfare of persons residing or working in the neighborhood or to the 
general welfare of the County (see Finding No. 3 and supporting 
evidence). The ADU, as conditioned, is consistent with the applicable 
plans and policies which designate this area as appropriate for 
development (see Finding No. 1). The subject property upon which the 
ADU is to be built is in compliance with all rules and regulations 
pertaining to zoning uses, subdivisions and any other applicable 
provisions of Title 20 and that all zoning violation abatement costs, if 
any, have been paid (see Finding No. 6). Additionally, the project site 
must be found physically suitable for the use proposed (see Finding 
No. 2). Therefore, staff recommends approval of the project as 
proposed and conditioned.  
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  f)  The application, project plans, and related support materials submitted 
by the project applicant to Monterey County HCD-Planning for the 
proposed development can be found in Project File PLN230341. 

6.  FINDING:  NO VIOLATIONS – The subject property is in compliance with all 
rules and regulations pertaining to zoning uses, subdivision, and any 
other applicable provisions of the County’s zoning ordinance.  No 
violations exist on the property.  

 EVIDENCE: a)  Staff reviewed Monterey County HCD-Planning and HCD-Building 
Services records and is not aware of any violations existing on the 
subject property. 

  b)  Staff conducted a virtual site inspection using Google Earth on May 6, 
2024, and researched County records to assess if any violation exists on 
the subject property.   

  c)  The application, project plans, and related support materials submitted 
by the project applicant to Monterey County HCD-Planning can be 
found in Project File PLN230341. 

 
7.  FINDING:  CEQA (Addendum to a Mitigated Negative Declaration) – An 

Addendum to a previously certified Mitigated Negative Declaration 
(MND) (State Clearinghouse No. 2018091028) was prepared pursuant 
to Code of Regulations, Title 14, Section 15164 to reflect changes or 
additions in the project that do not cause substantial changes or new 
information that would require major revisions to the adopted MND. 

 EVIDENCE: a)  An MND (SCH No. 2018091028) for PLN170613, Pietro Family 
Investments LP (Valley Point LLC) was prepared and certified by the 
Board of Supervisors on April 23, 2019 (Board Resolution No. 19-122). 
The California Coastal Commission took jurisdiction over this project in 
July 2020 and is responsible for administering the Mitigation 
Monitoring and Reporting Plan.  

  b)  An Addendum to the PLN170613, Pietro Family Investments LP 
(Valley Point LLC) project MND was prepared pursuant to Code of 
Regulations, Title 14, Section 15164 (CEQA Guidelines). 

  c)  The Addendum attached as Exhibit C to the September 4, 2024, Staff 
Report to the HCD Chief of Planning reflects the County’s independent 
judgment and analysis.   

  d)  Pursuant to Section 15164 of the CEQA Guidelines, some changes or 
additions to the project are necessary, but none of the conditions 
described in Section 15162 calling for the preparation of a subsequent 
MND have occurred. 

  e)  Pursuant to Section 15162 of the CEQA Guidelines, there are no 
substantial changes proposed in the project that would require major 
revisions to the prior MND. The proposed ADU attached to the existing 
single family dwelling will be constructed in an area previously 
disturbed by grading activities under Planning File PLN170613. An 
updated Archaeological Report (LIB240106) was submitted with the 
project application. The report indicated that all development activities 
have been in compliance with the conditions of approval requiring 
Archaeological and Tribal monitoring (Condition Nos. 9 and 10).  
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  f)  Pursuant to Section 15162 of the CEQA Guidelines, there are no 
substantial changes with respect to the circumstances under which the 
project is undertaken that would require major revisions to the prior 
MND.  Archaeological and Tribal monitoring are ongoing conditions 
from the previous entitlement (Board of Supervisors Resolution No. 19-
122). A final compliance report documenting the results of the 
archaeological monitoring program will be produced upon completion 
of all ground disturbing activities for the proposed project. 

  g)  Pursuant to Section 15162 of the CEQA Guidelines, there is no new 
information of substantial importance that was not known at the time the 
MND was adopted. There have been no new significant environmental 
effects or substantial increases in the severity of previously identified 
effects of the project site. Construction of the ADU will be in 
accordance with the technical reports on file which were produced for 
the existing single family dwelling. No new conditions or mitigation 
measures resulted from the submittal of this project application.  

  h)  No adverse environmental effects were identified during staff review of 
the development application during a virtual site visit using Google 
Earth on May 6, 2024. 

  i)  See supporting Finding Nos. 1 and 2. The application, project plans, and 
related support materials submitted by the project applicant to Monterey 
County HCD-Planning can be found in Project File PLN230341. 

 
8.  FINDING:  PUBLIC ACCESS – The project is in conformance with the public 

access and recreation policies of the Coastal Act (specifically Chapter 3 
of the Coastal Act of 1976, commencing with Section 30200 of the 
Public Resources Code) and applicable Local Coastal Program, and 
does not interfere with any form of historic public use or trust rights. 

 EVIDENCE: a) No public access is required as part of the project as no substantial 
adverse impact on access, either individually or cumulatively, as 
described in 20.146.130 of the CIP can be demonstrated. 

  b) No evidence or documentation has been submitted or found showing the 
existence of historic public use or trust rights over this property. 

  c) The subject property is not described as an area where the Local Coastal 
Program requires visual or physical public access (Figure 3, Local Coastal 
Program Public Access, in the CAR LUP). 

  d) The application, project plans, and related support materials submitted 
by the project applicant to Monterey County HCD-Planning can be 
found in Project File PLN230341. 

 
9.  FINDING:  APPEALABILITY – The decision on this project may be appealed to the 

Board of Supervisors and the California Coastal Commission. 
 EVIDENCE: a) Board of Supervisors. Pursuant to Section 20.86.030 of Title 20, an 

appeal may be made to the Board of Supervisors by any public agency 
or person aggrieved by a decision of an Appropriate Authority other 
than the Board of Supervisors. 

  b) California Coastal Commission. Pursuant to Section 20.86.080.A of 
Title 20, the project is subject to appeal by/to the California Coastal 
Commission because it involves development that is permitted in the 
underlying zone as a conditional use. 
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DECISION 

 
NOW, THEREFORE, based on the above findings and evidence, the HCD Chief of Planning 
does hereby:  

1. Consider the Mitigated Negative Declaration (State Clearinghouse No. 2018091028, 
HCD-Planning File No. PLN170613) and an Addendum pursuant to CEQA Guidelines 
Section 15164; and 

2. Approve the Coastal Administrative Permit and Design Approval to allow the 
construction of a 799 square foot one-story accessory dwelling unit attached to the 
existing 3,955 square foot two-story single family dwelling and associated site 
improvements; and 

3.  Coastal Administrative Permit to allow development within 750 feet of known 
archaeological resources.  

All of which are in general conformance with the attached sketch and subject to the attached 
conditions, all being attached hereto and incorporated herein by reference. 
 

 
PASSED AND ADOPTED this 18th day of September 2024.  
 
 
 
 
 

Melanie Beretti, AICP 
HCD Chief of Planning  

 
 
 
 

 
COPY OF THIS DECISION MAILED TO APPLICANT ON DATE 
 
 
THIS APPLICATION IS APPEALABLE TO THE BOARD OF SUPERVISORS.  IF ANYONE WISHES 
TO APPEAL THIS DECISION, AN APPEAL FORM MUST BE COMPLETED AND SUBMITTED TO 
THE CLERK TO THE BOARD ALONG WITH THE APPROPRIATE FILING FEE ON OR BEFORE 
_______________. 
 
THIS PROJECT IS LOCATED IN THE COASTAL ZONE AND IS APPEALABLE TO THE 
COASTAL COMMISSION.  UPON RECEIPT OF NOTIFICATION OF THE FINAL LOCAL 
ACTION NOTICE (FLAN) STATING THE DECISION BY THE FINAL DECISION MAKING 
BODY, THE COMMISSION ESTABLISHES A 10 WORKING DAY APPEAL PERIOD.  AN 
APPEAL FORM MUST BE FILED WITH THE COASTAL COMMISSION.  FOR FURTHER 
INFORMATION, CONTACT THE COASTAL COMMISSION AT (831) 427-4863 OR AT 725 
FRONT STREET, SUITE 300, SANTA CRUZ, CA. 
 
 
 
This decision, if this is the final administrative decision, is subject to judicial review pursuant to California 
Code of Civil Procedure Sections 1094.5 and 1094.6.  Any Petition for Writ of Mandate must be filed with the 
Court no later than the 90th day following the date on which this decision becomes final.  
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NOTES 
 
1. You will need a building permit and must comply with the Monterey County Building Ordinance 

in every respect. 
 
Additionally, the Zoning Ordinance provides that no building permit shall be issued, nor any use 
conducted, otherwise than in accordance with the conditions and terms of the permit granted or 
until ten days after the mailing of notice of the granting of the permit by the appropriate authority, 
or after granting of the permit by the Board of Supervisors in the event of appeal.   

 
 Do not start any construction or occupy any building until you have obtained the necessary permits 

and use clearances from Monterey County HCD-Planning and HCD-Building Services 
Department office in Salinas.   

 
2. This permit expires 3 years after the above date of granting thereof unless construction or use is 

started within this period.  
 
 



DRAFT Conditions of Approval/Implementation Plan/Mitigation 

Monitoring and Reporting Plan

PLN230341

County of Monterey HCD Planning

1. PD001 - SPECIFIC USES ONLY

PlanningResponsible Department:

This Coastal Administrative Permit and Design Approval (PLN230341) allows 

construction of a 799 square foot one-story accessory dwelling unit attached to existing 

3,955 square foot two-story single family dwelling and associated site improvements; 

and a Coastal Administrative Permit to allow development within 750 feet of known 

archaeological resources. The property is located at 26346 Valley View Avenue , 

Carmel, (Assessor's Parcel Number 009-463-003-000), Carmel Area Land Use Plan. 

This permit was approved in accordance with County ordinances and land use 

regulations subject to the terms and conditions described in the project file.  Neither the 

uses nor the construction allowed by this permit shall commence unless and until all of 

the conditions of this permit are met to the satisfaction of the Director of HCD - 

Planning.  Any use or construction not in substantial conformance with the terms and 

conditions of this permit is a violation of County regulations and may result in 

modification or revocation of this permit and subsequent legal action.  No use or 

construction other than that specified by this permit is allowed unless additional permits 

are approved by the appropriate authorities.  To the extent that the County has 

delegated any condition compliance or mitigation monitoring to the Monterey County 

Water Resources Agency, the Water Resources Agency shall provide all information 

requested by the County and the County shall bear ultimate responsibility to ensure that 

conditions and mitigation measures are properly fulfilled. (HCD - Planning)

Condition/Mitigation 

Monitoring Measure:

The Owner/Applicant shall adhere to conditions and uses specified in the permit on an 

ongoing basis unless otherwise stated.

Compliance or 

Monitoring 

Action to be 

Performed:

9/4/2024Print Date: Page 1 of 6 3:18:19PM

PLN230341



2. PD002 - NOTICE PERMIT APPROVAL

PlanningResponsible Department:

The applicant shall record a Permit Approval Notice. This notice shall state:

 "A Coastal Administrative Permit and Design Approval (Resolution Number 

____________) was approved by the HCD Chief of Planning for Assessor's Parcel 

Number 009-463-003-000 on September 18, 2024. The permit was granted subject to 

10 conditions of approval which run with the land. A copy of the permit is on file with 

Monterey County HCD - Planning."

Proof of recordation of this notice shall be furnished to the Director of HCD - Planning 

prior to issuance of grading and building permits, Certificates of Compliance, or 

commencement of use, whichever occurs first and as applicable. (HCD - Planning)

Condition/Mitigation 

Monitoring Measure:

Prior to the issuance of grading and building permits, certificates of compliance, or 

commencement of use, whichever occurs first and as applicable, the Owner /Applicant 

shall provide proof of recordation of this notice to the HCD - Planning.

Compliance or 

Monitoring 

Action to be 

Performed:

3. PD003(A) - CULTURAL RESOURCES NEGATIVE ARCHAEOLOGICAL REPORT

PlanningResponsible Department:

If, during the course of construction, cultural, archaeological, historical or 

paleontological resources are uncovered at the site (surface or subsurface resources) 

work shall be halted immediately within 50 meters (165 feet) of the find until a qualified 

professional archaeologist can evaluate it.  Monterey County HCD - Planning and a 

qualified archaeologist (i.e., an archaeologist registered with the Register of 

Professional Archaeologists) shall be immediately contacted by the responsible 

individual present on-site.  When contacted, the project planner and the archaeologist 

shall immediately visit the site to determine the extent of the resources and to develop 

proper mitigation measures required for recovery.

(HCD - Planning)

Condition/Mitigation 

Monitoring Measure:

The Owner/Applicant shall adhere to this condition on an on-going basis.  

Prior to the issuance of grading or building permits and/or prior to the recordation of the 

final/parcel map, whichever occurs first, the Owner/Applicant shall include 

requirements of this condition as a note on all grading and building plans. The note shall 

state "Stop work within 50 meters (165 feet) of uncovered resource and contact 

Monterey County HCD - Planning and a qualified archaeologist immediately if cultural , 

archaeological, historical or paleontological resources are uncovered."  

When contacted, the project planner and the archaeologist shall immediately visit the 

site to determine the extent of the resources and to develop proper mitigation 

measures required for the discovery.

Compliance or 

Monitoring 

Action to be 

Performed:

9/4/2024Print Date: Page 2 of 6 3:18:19PM

PLN230341



4. PD006(A) - CONDITION COMPLIANCE FEE

PlanningResponsible Department:

The Owner/Applicant shall pay the Condition Compliance fee, as set forth in the fee 

schedule adopted by the Board of Supervisors, for the staff time required to satisfy 

conditions of approval. The fee in effect at the time of payment shall be paid prior to 

clearing any conditions of approval.

Condition/Mitigation 

Monitoring Measure:

Prior to clearance of conditions, the Owner/Applicant shall pay the Condition 

Compliance fee, as set forth in the fee schedule adopted by the Board of Supervisors.

Compliance or 

Monitoring 

Action to be 

Performed:
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5. PD012(D) - LANDSCAPE PLAN & MAINTENANCE (MPWMD-SFD ONLY)

PlanningResponsible Department:

The site shall be landscaped.  Prior to the issuance of building permits, three (3) copies 

of a landscaping plan shall be submitted to the Director of HCD - Planning .  A 

landscape plan review fee is required for this project.  Fees shall be paid at the time of 

landscape plan submittal.  The landscaping plan shall be in sufficient detail to identify 

the location, species, and size of the proposed landscaping materials and shall include 

an irrigation plan.  The plan shall be accompanied by a nursery or contractor 's estimate 

of the cost of installation of the plan.  Before occupancy, landscaping shall be either 

installed or a certificate of deposit or other form of surety made payable to Monterey 

County for that cost estimate shall be submitted to the Monterey County HCD - 

Planning. All landscaped areas and fences shall be continuously maintained by the 

applicant; all plant material shall be continuously maintained in a litter -free, weed-free, 

healthy, growing condition. (HCD - Planning)

Condition/Mitigation 

Monitoring Measure:

Prior to issuance of building permits, the Owner/Applicant/Licensed Landscape 

Contractor/Licensed Landscape Architect shall submit landscape plans and 

contractor's estimate to HCD - Planning for review and approval.  Landscaping plans 

shall include the recommendations from the Forest Management Plan or Biological 

Survey as applicable.  All landscape plans shall be signed and stamped by licensed 

professional under the following statement, "I certify that this landscaping and irrigation 

plan complies with all Monterey County landscaping requirements including use of 

native, drought-tolerant, non-invasive species; limited turf; and low-flow, water 

conserving irrigation fixtures."

Prior to issuance of building permits, the Owner/Applicant/Licensed Landscape 

Contractor/Licensed Landscape Architect shall submit one (1) set landscape plans of 

approved by HCD-Planning, a Maximum Applied Water Allowance (MAWA) calculation, 

and a completed "Residential Water Release Form and Water Permit Application" to 

the Monterey Peninsula Water Management District for review and approval .

Prior to issuance of building permits, the Owner/Applicant/Licensed Landscape 

Contractor/ shall submit an approved water permit from the MPWMD to HCD-Building 

Services.

Prior to occupancy, the Owner/Applicant/Licensed Landscape Contractor/Licensed 

Landscape Architect shall ensure that the landscaping shall be either installed or a 

certificate of deposit or other form of surety made payable to Monterey County for that 

cost estimate shall be submitted to Monterey County HCD - Planning.

On an on-going basis, all landscaped areas and fences shall be continuously 

maintained by the Owner/Applicant; all plant material shall be continuously maintained 

in a litter-free, weed-free, healthy, growing condition.

Compliance or 

Monitoring 

Action to be 

Performed:
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6. PD014(A) - LIGHTING - EXTERIOR LIGHTING PLAN

PlanningResponsible Department:

All exterior lighting shall be unobtrusive, down-lit, harmonious with the local area, and 

constructed or located so that only the intended area is illuminated and off -site glare is 

fully controlled. The lighting source shall be shielded and recessed into the fixture. The 

applicant shall submit three (3) copies of an exterior lighting plan which shall indicate 

the location, type, and wattage of all light fixtures and include catalog sheets for each 

fixture.  The lighting shall comply with the requirements of the California Energy Code 

set forth in California Code of Regulations Title 24 Part 6.  The exterior lighting plan 

shall be subject to approval by the Director of HCD - Planning, prior to the issuance of 

building permits.

(HCD - Planning)

Condition/Mitigation 

Monitoring Measure:

Prior to the issuance of building permits, the Owner/Applicant shall submit three copies 

of the lighting plans to HCD - Planning for review and approval.  Approved lighting plans 

shall be incorporated into final building plans.

Prior to final/occupancy, the Owner/Applicant/Contractor shall submit written and 

photographic evidence demonstrating that the lighting has been installed according to 

the approved plan.

On an on-going basis, the Owner/Applicant shall ensure that the lighting is installed and 

maintained in accordance with the approved plan.

Compliance or 

Monitoring 

Action to be 

Performed:

7. PW0043 - REGIONAL DEVELOPMENT IMPACT FEE

Public WorksResponsible Department:

Prior to issuance of building permits, applicant shall pay the Regional Development 

Impact  Fee (RDIF) pursuant to Monterey Code Chapter 12.90.  The fee amount shall 

be determined based on the parameters adopted in the current fee schedule.

Condition/Mitigation 

Monitoring Measure:

Prior to issuance of Building Permits Owner/Applicant shall pay Monterey County 

Building Services Department the traffic mitigation fee. Owner/Applicant shall submit 

proof of payment to the HCD-Engineering Services.

Compliance or 

Monitoring 

Action to be 

Performed:
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8. PW0044 - CONSTRUCTION MANAGEMENT PLAN

Public WorksResponsible Department:

The applicant shall submit a Construction Management Plan (CMP) to HCD-Planning 

and HCD-Engineering Services for review and approval. The CMP shall include 

measures to minimize traffic impacts during the construction/grading phase of the 

project. 

CMP shall include, at a minimum, duration of the construction, hours of operation, truck 

routes, estimated number of truck trips that will be generated, number of construction 

workers, and on-site/off-site parking areas for equipment and workers and locations of 

truck staging areas. Approved measures included in the CMP shall be implemented by 

the applicant during the construction/grading phase of the project.

Condition/Mitigation 

Monitoring Measure:

1. Prior to issuance of the Grading Permit or Building Permit , 

Owner/Applicant/Contractor shall prepare a CMP and shall submit the CMP to the 

HCD-Planning and HCD- Engineering Services for review and approval.

2. On-going through construction phases Owner/Applicant/Contractor shall implement 

the approved measures during the construction/grading phase of the project.

Compliance or 

Monitoring 

Action to be 

Performed:

9. PW0045 – COUNTYWIDE TRAFFIC FEE

Public WorksResponsible Department:

Prior to issuance of building permits, the Owner/Applicant shall pay the Countywide 

Traffic Fee or the ad hoc fee pursuant to General Plan Policy C-1.8.  The fee amount 

shall be determined based on the parameters in the current fee schedule.

Condition/Mitigation 

Monitoring Measure:

Prior to issuance of Building Permits, the Owner/Applicant shall pay Monterey County 

HCD-Building Services the traffic mitigation fee. The Owner/Applicant shall submit 

proof of payment to HCD-Engineering Services.

Compliance or 

Monitoring 

Action to be 

Performed:

10. PD050 - RAPTOR/MIGRATORY BIRD NESTING

PlanningResponsible Department:

Any tree removal activity that occurs during the typical bird nesting season (February 

22-August 1), the County of Monterey shall require that the project applicant retain a 

County qualified biologist to perform a nest survey in order to determine if any active 

raptor or migratory bird nests occur within the project site or within 300 feet of 

proposed tree removal activity.  During the typical nesting season, the survey shall be 

conducted no more than 30 days prior to ground disturbance or tree removal.  If nesting 

birds are found on the project site, an appropriate buffer plan shall be established by 

the project biologist. (HCD - Planning)

Condition/Mitigation 

Monitoring Measure:

No more than 30 days prior to ground disturbance or tree removal, the 

Owner/Applicant/Tree Removal Contractor shall submit to HCD -Planning a nest 

survey prepare by a County qualified biologist to determine if any active raptor or 

migratory bird nests occur within the project site or immediate vicinity.

Compliance or 

Monitoring 

Action to be 

Performed:
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1. ARCHAEOLOGICAL MITIGATION REQUIREMENTS ADOPTED BY MONTEREY COUNTY FOR ITS MITIGATED NEGATIVE DECLARATION AND FOR COUNTY CDPs PLN170611, PLN170612, AND PLN170613, ARE INCORPORATED AS CONDITIONS.  2. ARCHAEOLOGICAL RESOURCES REPORT. ANY RECOMMENDATIONS OR OTHER MEASURES INCLUDED IN THE ARCHAEOLOGICAL REPORT CURRENTLY UNDERWAY WILL BE INCLUDED ON THE BUILDING PERMIT FOR NEW CONSTRUCTION.  3. TRIBAL MONITOR: PRIOR TO GROUND DISTURBING ACTIVITIES RELATING TO NEW CONSTRUCTION, THE APPLICANT SHALL CONTRACT WITH THE LOCAL TRIBAL REPRESENTATIVE TO CONDUCT ONSITE MONITORING FOR THE DURATION OF THE GROUND DISTURBING ACTIVITIES.  IN ORDER TO ENSURE THAT TRIBAL CULTURAL RESOURCES INCUR LESS THAN SIGNIFICANT IMPACTS, A MONITOR APPROVED BY THE APPROPRIATE TRIBE TRADITIONALLY AND CULTURALLY AFFILIATED WITH THE VICINITY OF THE SUBJECT PARCEL AND THAT HAS CONSULTED WITH THE COUNTY AND DESIGNATED ONE LEAD CONTACT PERSON IN ACCORDANCE WITH AB 52 REQUIREMENTS, OR OTHER APPROPRIATELY NAHC-RECOGNIZED REPRESENTATIVE, SHALL BE ONSITE DURING PROJECT -RELATED GRADING AND EXCAVATION TO IDENTIFY FINDINGS WITH TRIBAL CULTURAL SIGNIFICANCE. THIS TRIBAL MONITOR SHALL HAVE THE AUTHORITY TO TEMPORARILY HALT WORK IN ORDER TO EXAMINE ANY POTENTIALLY SIGNIFICANT CULTURAL MATERIALS OR FEATURES. IF RESOURCES ARE DISCOVERED, THE OWNER/APPLICANT/CONTRACTOR SHALL REFER TO AND COMPLY WITH MITIGATION MEASURE # 2. THIS MITIGATION IS NOT INTENDED TO ALLEVIATE RESPONSIBILITY OF THE OWNER OR ITS AGENTS FROM CONTACTING THE COUNTY CORONER AND COMPLYING WITH STATE LAW IF HUMAN REMAINS ARE DISCOVERED. PRIOR TO ISSUANCE OF A CONSTRUCTION PERMIT FOR GRADING AND /OR BUILDING, APPLICANT/OWNER SHALL SUBMIT EVIDENCE TO THE SATISFACTION OF THE CHIEF OF RMA -PLANNING THAT A MONITOR APPROVED BY THE APPROPRIATE TRIBE TRADITIONALLY AND CULTURALLY AFFILIATED WITH THE VICINITY OF THE SUBJECT PARCEL AND THAT HAS CONSULTED WITH THE COUNTY AND DESIGNATED ONE LEAD CONTACT PERSON IN ACCORDANCE WITH AB  52 REQUIREMENTS, OR OTHER APPROPRIATELY NAHC-RECOGNIZED REPRESENTATIVE,  HAS BEEN RETAINED TO MONITOR THE APPROPRIATE CONSTRUCTION ACTIVITIES. THIS TRIBAL MONITOR SHALL BE RETAINED FOR THE DURATION OF ANY PROJECT-RELATED GRADING AND EXCAVATION. 4. MITIGATION MEASURE NO. 1: IN ORDER TO REDUCE IMPACTS TO ARCHAEOLOGICAL RESOURCES THAT MAY BE DISCOVERED DURING SITE DISTURBANCE, A QUALIFIED ARCHAEOLOGICAL MONITOR SHALL BE PRESENT ONSITE DURING SOIL DISTURBING ACTIVITIES. THESE ACTIVITIES INCLUDE, BUT ARE NOT LIMITED TO: GRADING AND FOUNDATION EXCAVATION. A QUALIFIED ARCHAEOLOGICAL MONITOR IS DEFINED AS A LICENSED PROFESSIONAL ARCHAEOLOGIST ON THE LIST OF COUNTY-APPROVED ARCHAEOLOGICAL CONSULTANTS. IF AT ANY TIME, POTENTIALLY SIGNIFICANT ARCHAEOLOGICAL RESOURCES OR INTACT FEATURES ARE DISCOVERED, THE MONITOR SHALL TEMPORARILY HALT WORK UNTIL THE FIND CAN BE EVALUATED BY BOTH THE TRIBAL MONITOR OR OTHER APPROPRIATE NAHC-RECOGNIZED REPRESENTATIVE AND THE ONSITE QUALIFIED ARCHAEOLOGICAL MONITOR. IF THE FIND IS DETERMINED TO BE SIGNIFICANT, WORK SHALL REMAIN HALTED UNTIL MITIGATION MEASURES HAVE BEEN FORMULATED WITH CONCURRENCE OF THE COUNTY. IN ORDER TO FACILITATE DATA RECOVERY OF SMALLER MIDDEN COMPONENTS, SUCH AS BEADS OR LITHIC DEBITAGE, THE EXCAVATED SOIL FROM THE PROJECT SITE SHALL BE SCREENED DURING MONITORING. THE APPLICANT / OWNER IS PROHIBITED FROM CONTRACTING THE SAME OBSERVER DURING CONCURRENT SOIL-DISTURBING ACTIVITIES.  5. PRIOR TO THE ISSUANCE OF GRADING OR BUILDING PERMITS, THE OWNER/APPLICANT SHALL SUBMIT TO RMA-PLANNING A COPY OF THE CONTRACT BETWEEN THE OWNER/APPLICANT AND A QUALIFIED ARCHAEOLOGICAL MONITOR. THE CONTRACT SHALL INCLUDE, BUT NOT LIMITED TO: PRE-CONSTRUCTION MEETING AGENDA, SPECIFIC CONSTRUCTION ACTIVITIES FOR WHICH THE MONITOR SHALL BE PRESENT, ANY CONSTRUCTION ACTIVITIES FOR WHICH THE ARCHAEOLOGICAL MONITOR WILL NOT BE PRESENT, HOW SAMPLING OF THE EXCAVATED SOIL WILL OCCUR, AND ANY OTHER LOGISTICAL INFORMATION SUCH AS WHEN AND HOW WORK ON THE SITE SHALL BE HALTED. THE CONTRACT SHALL BE SUBMITTED TO RMA-PLANNING FOR REVIEW AND APPROVAL. SHOULD RMA-PLANNING FIND THE CONTRACT INCOMPLETE OR UNACCEPTABLE, THE CONTRACT WILL BE RETURNED TO THE OWNER/APPLICANT AND A REVISED CONTRACT SHALL BE RE-SUBMITTED FOR REVIEW AND APPROVAL.  6. PRIOR TO THE ISSUANCE OF GRADING OR BUILDING PERMITS, THE OWNER/APPLICANT SHALL SUBMIT EVIDENCE THAT A QUALIFIED ARCHAEOLOGIST CONDUCTED A CULTURAL RESOURCE AWARENESS AND RESPONSE TRAINING FOR CONSTRUCTION PERSONNEL PRIOR TO THE COMMENCEMENT OF ANY CONSTRUCTION ACTIVITY. THE TRAINING SHALL INCLUDE A DESCRIPTION OF THE KINDS OF CULTURAL AND TRIBAL CULTURAL RESOURCES THAT ARE FOUND IN THE AREA, PROTOCOLS TO BE USED IN THE EVENT OF UNANTICIPATED DISCOVER, AND THE IMPORTANCE OF CULTURAL RESOURCES TO THE NATIVE AMERICAN COMMUNITY.  7. MITIGATION MEASURE NO. 2:  2A - DUE TO THE PROJECT SITE'S LOCATION IN CA-MNT-17, A RECORDED PREHISTORIC SITE AND BECAUSE THE PROJECT INCLUDES EXCAVATION FOR A FOUNDATION AND BASEMENT, THERE IS A POTENTIAL FOR HUMAN REMAINS OR CULTURAL ARTIFACTS TO BE ACCIDENTALLY UNCOVERED. IF HUMAN REMAINS ARE UNCOVERED, ALL WORK SHALL BE HALTED WITHIN 50 METERS (164 FEET) OF THE FIND ON THE PARCEL UNTIL IT CAN BE EVALUATED BY A QUALIFIED PROFESSIONAL ARCHAEOLOGIST (CHOSEN FROM THE COUNTY-APPROVED LIST OF CONSULTANTS), AND THE MOST LIKELY DESCENDANT (MLD) AS IDENTIFIED BY THE NATIVE AMERICAN HERITAGE COMMISSION AND THE PROCEDURE SET FORTH IN CEQA GUIDELINES SECTION 15064.5(E) SHALL BE FOLLOWED IN ADDITION TO THE LANGUAGE CONTAINED IN THIS CONDITION. IN THE EVENT THAT ARCHAEOLOGICAL MATERIALS OTHER THAN HUMAN REMAINS ARE UNCOVERED, ALL EXCAVATION SHALL BE HALTED WITHIN 50 METERS (164 FEET) OF THE FIND ON THE PARCEL AND SHALL BE IMMEDIATELY EVALUATED BY A QUALIFIED ARCHAEOLOGIST AND A TRIBAL MONITOR. A TRIBAL MONITOR IS DEFINED AS A MONITOR APPROVED BY THE APPROPRIATE TRIBE TRADITIONALLY AND CULTURALLY AFFILIATED WITH THE VICINITY OF THE SUBJECT PARCEL AND THAT HAS CONSULTED WITH THE COUNTY AND DESIGNATED ONE LEAD CONTACT PERSON IN ACCORDANCE WITH AB 52 REQUIREMENTS, OR OTHER APPROPRIATELY NAHC-RECOGNIZED REPRESENTATIVE. IF THE FIND IS DETERMINED TO BE HISTORICALLY (AS DETERMINED BY A QUALIFIED ARCHAEOLOGIST) OR CULTURALLY (AS DETERMINED BY A TRIBAL MONITOR) SIGNIFICANT, APPROPRIATE MITIGATION MEASURES SHALL BE IMPLEMENTED IN ACCORDANCE WITH THE COMPLIANCE OR MONITORING ACTIONS TO BE PERFORMED, CONTAINED IN THIS CONDITION OF APPROVAL. ALL MECHANICAL EXCAVATION UNDERTAKEN WITH A BACKHOE SHALL CONTAINED IN THIS CONDITION OF APPROVAL. ALL MECHANICAL EXCAVATION UNDERTAKEN WITH A BACKHOE SHALL IN THIS CONDITION OF APPROVAL. ALL MECHANICAL EXCAVATION UNDERTAKEN WITH A BACKHOE SHALL OF APPROVAL. ALL MECHANICAL EXCAVATION UNDERTAKEN WITH A BACKHOE SHALL BE DONE WITH A FLAT BLADE BUCKET AND RUBBER TIRES TO MINIMIZE UNNECESSARY IMPACTS TO ANY POTENTIAL RESOURCES ON SITE. 2B - IF HUMAN REMAINS ARE DISCOVERED DURING CONSTRUCTION ACTIVITIES, THERE SHALL BE NO FURTHER EXCAVATION OR DISTURBANCE WITHIN 50 METERS (164 FEET) OF THE FIND ON THE PARCEL AND THE FOLLOWING SHALL OCCUR: - THE OWNER/APPLICANT/CONTRACTOR SHALL CONTACT THE MONTEREY COUNTY CORONER WITHIN 24 HOURS OF THE FIND TO REQUEST THAT THEY DETERMINE THAT NO INVESTIGATION OF THE CAUSE OF DEATH IS REQUIRED; - THE OWNER/APPLICANT/CONTRACTOR SHALL CONTACT MONTEREY COUNTY RESOURCE MANAGEMENT AGENCY PLANNING WITHIN 24 HOURS OF THE FIND TO ALERT THEM TO THE DISCOVERY; - IF THE COUNTY CORONER DETERMINES THE REMAINS TO BE NATIVE AMERICAN: - THE CORONER SHALL CONTACT THE NATIVE AMERICAN HERITAGE COMMISSION AND RMA PLANNING WITHIN 24 HOURS OF THE DETERMINATION. - THE NATIVE AMERICAN HERITAGE COMMISSION SHALL IDENTIFY THE PERSON OR PERSONS IT BELIEVES TO BE THE MLD (FROM A TRIBAL GROUP SUCH AS, THOUGH NOT LIMITED TO, THE ESSELEN, SALINAN, COSTONOANS/OHLONE OR CHUMASH, AS APPROPRIATE TRIBAL GROUPS, AS APPROPRIATE. - THE MLD MAY MAKE A RECOMMENDATIONS TO THE LANDOWNER OR THE PERSON RESPONSIBLE FOR THE EXCAVATION WORK, FOR MEANS OF TREATING OR DISPOSING OF, WITH APPROPRIATE DIGNITY, THE HUMAN REMAINS AND ANY ASSOCIATED GRAVE GOODS AS PROVIDED IN PUBLIC RESOURCES CODE SECTION 5097.98. IF THE REMAINS ARE DETERMINED TO BE NATIVE AMERICAN, AND THE MLD, IN CONCURRENCE WITH A QUALIFIED ARCHAEOLOGIST, DETERMINES THAT: A. THE REMAINS ARE EVIDENCE OF A LARGER BURIAL OF HUMAN REMAINS, WHICH WOULD QUALIFY AS A "UNIQUE ARCHAEOLOGICAL RESOURCE", AS DEFINED IN THE REMAINS ARE EVIDENCE OF A LARGER BURIAL OF HUMAN REMAINS, WHICH WOULD QUALIFY AS A "UNIQUE ARCHAEOLOGICAL RESOURCE", AS DEFINED IN PUBLIC RESOURCES CODE SECTION 21083.2(G) THAT WOULD BE DISTURBED BY FURTHER EXCAVATION; OR B. THERE IS NO ACCEPTABLE LOCATION ON THE PARCEL TO RE -BURY THE REMAINS WHICH WOULD NOT BE AFFECTED BY EXCAVATION, THEN THE THERE IS NO ACCEPTABLE LOCATION ON THE PARCEL TO RE -BURY THE REMAINS WHICH WOULD NOT BE AFFECTED BY EXCAVATION, THEN THE OWNER/APPLICANT/CONTRACTOR WILL WORK WITH RMA PLANNING TO MOVE/SHRINK/MODIFY/REDESIGN THE BASEMENT PORTIONS OF THE PROJECT WHICH WILL HAVE FURTHER IMPACT ON THOSE AREAS OF THE SITE CONTAINING REMAINS. MODIFIED PLANS SHALL BE SUBMITTED TO RMA-PLANNING.  THE REDESIGN SHALL BE IN ACCORDANCE WITH THE PROCESS CODIFIED IN STATE LAW PUBLIC RESOURCES CODE SECTION 5097.98 WITH PENALTY FOR VIOLATION PURSUANT TO PUBLIC RESOURCES CODE SECTION 5097.994.  NO WORK SHALL RE-COMMENCE ON SITE WITHIN 50 METERS OF THE FIND UNTIL THE COUNTY HAS APPROVED THE REVISIONS TO THE APPROVED PLANS. 2C - IF SIGNIFICANT TRIBAL CULTURAL ARTIFACTS (DETERMINED TO BE SIGNIFICANT BY THE ONSITE TRIBAL MONITOR - NOT INCLUDING HUMAN REMAINS WHICH ARE HANDLED IN ACCORDANCE WITH PUBLIC RESOURCES CODE SECTION 5097.98 AND PENALTY FOR VIOLATION PURSUANT TO PUBLIC RESOURCES CODE SECTION 5097.994) ARE DISCOVERED DURING CONSTRUCTION ACTIVITIES, THERE SHALL BE NO FURTHER MECHANICAL EXCAVATION (E.G.: BACKHOE, TRENCHER, ETC.) OR GROUND DISTURBANCE WITHIN 50 METERS (164 FEET) OF THE FIND ON THE PARCEL AND THE FOLLOWING SHALL OCCUR: - THE ARTIFACT, AND ANY SUBSEQUENT ARTIFACTS DETERMINED TO BE SIGNIFICANT TRIBAL CULTURAL ARTIFACTS SHALL BE SURGICALLY UNCOVERED AND EXTRACTED BY A QUALIFIED ARCHAEOLOGIST, AND STORED SAFELY THROUGH THE DURATION OF EXCAVATION; - EXCAVATION WILL CONTINUE BY HAND (SHOVELS) WITHIN A PERIMETER OF TWO (2) METERS SURROUNDING THE ARTIFACT FOR THE SUBSEQUENT ONE (1) METER OF DEPTH; - IF ANOTHER SIGNIFICANT TRIBAL CULTURAL ARTIFACT IS FOUND WITHIN THE PERIMETER, THE PERIMETER REQUIREMENT FOR HAND DIGGING WILL BE EXTENDED AROUND THE NEWLY DISCOVERED ARTIFACT AS WELL. - IF NO ADDITIONAL SIGNIFICANT TRIBAL CULTURAL ARTIFACTS ARE FOUND IN THE ORIGINAL PERIMETER, OR ANY OF THE SUBSEQUENT PERIMETERS, MECHANICAL EXCAVATION MAY RESUME TO COMPLETION UNLESS ANOTHER SIGNIFICANT ARTIFACT IS DISCOVERED IN THE PROCESS.  IF SIGNIFICANT ARTIFACTS ARE DISCOVERED AGAIN AFTER RESTARTING MECHANICAL EXCAVATION, HAND DIGGING WILL BE REQUIRED AGAIN AS DICTATED BY THIS CONDITION. - IF HUMAN REMAINS ARE FOUND AT ANY TIME DURING EITHER HAND DIGGING OR MECHANICAL EXCAVATION, THE OWNER SHALL TAKE THE STEPS REQUIRED BY MITIGATION MEASURE MONITORING ACTION NO. 2B. AFTER COMPLETION OF EXCAVATION ACTIVITIES, ALL RECOVERED ARTIFACTS WILL BE CATALOGUED BY BOTH THE TRIBAL CULTURAL MONITOR AND THE QUALIFIED ARCHAEOLOGICAL MONITOR.  ONCE CATALOGUED, THE QUALIFIED ARCHAEOLOGIST WILL TAKE TEMPORARY POSSESSION OF THE ARTIFACTS FOR TESTING AND REPORTING PURPOSES. UPON COMPLETION OF THESE TESTING AND REPORTING ACTIVITIES, THE QUALIFIED ARCHAEOLOGIST WILL RETURN ALL ARTIFACTS WITHIN ONE (1) YEAR TO A REPRESENTATIVE OF THE APPROPRIATE LOCAL TRIBE AS RECOGNIZED BY THE NATIVE AMERICAN HERITAGE COMMISSION, OR THE MONTEREY COUNTY HISTORICAL SOCIETY, AT THE DISCRETION OF THE PROPERTY OWNER. A FINAL TECHNICAL REPORT SHALL BE SUBMITTED TO BY THE QUALIFIED ARCHAEOLOGIST TO RMA-PLANNING WITHIN ONE YEAR OF THE DISCOVERY. 7. ARTIFACTS:  MITIGATION MEASURE ACTION 4B: ANY ARTIFACTS FOUND THAT ARE NOT ASSOCIATED WITH A FINDING OF HUMAN REMAINS SHALL BE CATALOGUED BY BOTH THE TRIBAL MONITOR AND THE QUALIFIED ARCHAEOLOGICAL MONITOR. ONCE CATALOGUED, THE QUALIFIED ARCHAEOLOGICAL MONITOR WILL TAKE TEMPORARY POSSESSION OF THE ARTIFACTS FOR TESTING AND REPORTING PURPOSES.  UPON COMPLETION OF THESE TESTING AND REPORTING ACTIVITIES, ALL ARTIFACTS, AT THE DISCRETION OF THE PROPERTY OWNER, SHALL BE RETURNED WITHIN ONE (1) YEAR TO A REPRESENTATIVE OF THE APPROPRIATE LOCAL TRIBE AS RECOGNIZED BY THE NATIVE AMERICAN HERITAGE COMMISSION, OR THE MONTEREY COUNTY HISTORICAL SOCIETY. A FINAL TECHNICAL REPORT SHALL BE SUBMITTED BY THE QUALIFIED ARCHAEOLOGIST TO RMA-PLANNING WITHIN ONE YEAR OF THE DISCOVERY. ARTIFACTS ASSOCIATED WITH A FINDING OF HUMAN REMAINS SHALL BE REBURIED IN ACCORDANCE WITH STATE LAW AND PENALTY FOR VIOLATION PURSUANT TO PRC SECTION 5097.994, AND A CONSERVATION EASEMENT SHALL BE REQUIRED TO BE RECORDED OVER THE PARCEL, AS REQUIRED IN MM#3. MITIGATION MEASURE ACTION 4C: PRIOR  TO  FINAL  BUILDING  INSPECTION,  THE  TRIBAL  MONITOR  OR  OTHER  APPROPRIATELY NAHC-RECOGNIZED REPRESENTATIVE SHALL SUBMIT A LETTER TO RMA -PLANNING CONFIRMING PARTICIPATION IN THE MONITORING AND PROVIDE A SUMMARY OF ARCHAEOLOGICAL AND /OR CULTURAL FINDS OR NO FINDS, AS APPLICABLE 8. SUPPLEMENTARY RECONNAISSANCE. THE PERMITTEES SHALL EMPLOY A QUALIFIED ARCHEOLOGIST TO PERFORM ADDITIONAL SURFICIAL RECONNAISSANCE, IN THE PRESENCE OF A TRIBAL MONITOR. THE TRIBAL MONITOR SHALL BE DEFINED AS EITHER A MONITOR APPROVED BY THE APPROPRIATE TRIBE TRADITIONALLY AND CULTURALLY AFFILIATED WITH THE VICINITY OF THE SUBJECT PARCELS AND WHO HAS CONSULTED WITH MONTEREY COUNTY ON THE THREE PROJECTS AND DESIGNATED ONE LEAD CONTACT PERSON IN ACCORDANCE WITH AB52 REQUIREMENTS, OR ANOTHER APPROPRIATELY NATIVE AMERICAN HERITAGE COMMISSION (NAHC) RECOGNIZED REPRESENTATIVE. THE SURFICIAL RECONNAISSANCE SHALL BE COMPRISED OF AT LEAST SIX ADDITIONAL TEST UNITS WITHIN THE BOUNDARIES OF EACH PROPOSED BUILDING FOUNDATION TO DETERMINE WHETHER SIGNIFICANT CULTURAL MATERIALS ARE PRESENT. THE SUPPLEMENTARY ARCHEOLOGICAL RECONNAISSANCE RESULTS, ALONG WITH THE ARCHAEOLOGIST'S RECOMMENDATION AS TO WHETHER ANY DISCOVERED MATERIALS SHOULD BE CONSIDERED SIGNIFICANT, AND THE COMMENTS OF THE DESIGNATED TRIBAL MONITOR, SHALL BE SUBMITTED TO THE EXECUTIVE DIRECTOR FOR A DETERMINATION OF THE SIGNIFICANCE OF THE DISCOVERY. IF THE EXECUTIVE DIRECTOR DETERMINES THAT THE DISCOVERY IS SIGNIFICANT, THE PERMITTEE SHALL SUBMIT A CDP AMENDMENT APPLICATION (FOR EACH AFFECTED CDP) TO THE EXECUTIVE DIRECTOR, INCLUDING A SUPPLEMENTARY ARCHAEOLOGICAL PLAN IN ACCORDANCE WITH SUBSECTION (B) BELOW. 9. SUPPLEMENTARY MITIGATION. A SUPPLEMENTARY ARCHAEOLOGICAL MITIGATION PLAN SHALL BE SUBMITTED AS PART OF ANY CDP AMENDMENT APPLICATION REQUIRED PURSUANT TO SUBSECTION (A) ABOVE AND SHALL BE PREPARED BY THE ARCHAEOLOGIST IN CONSULTATION WITH THE TRIBAL MONITOR. THE PLAN SHALL IDENTIFY PROPOSED MITIGATION MEASURES TO ENSURE THE PROTECTION AND CONFIDENTIALITY OF ANY SIGNIFICANT ARCHEOLOGICAL MATERIALS DISCOVERED AS PART OF THE SUPPLEMENTARY RECONNAISSANCE. SUCH PROPOSED MITIGATION MEASURES MAY INCLUDE IN-SITU PRESERVATION, RECOVERY AND TRANSFER OF THE MATERIALS TO THE MOST LIKELY DESCENDENT AS IDENTIFIED BY THE NAHC, AND RELOCATION/ ELSEWHERE ON THE PROJECT SITES. A GOOD FAITH EFFORT SHALL BE MADE TO AVOID IMPACTS TO CULTURAL REBURIAL RESOURCES THROUGH METHODS SUCH AS, BUT NOT LIMITED TO, PROJECT REDESIGN, CAPPING, AND PLACING ANY DISCOVERED CULTURAL RESOURCES IN AN OPEN SPACE CONSERVATION EASEMENT.
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GRADING QUANTITIES

EARTHWORK QUANTITIES:

CUT = 24 CY
FILL = 4 CY

EARTHWORK QUANTITIES ARE ESTIMATES TO FINISH GRADE ONLY AND ASSUMES NO FILL IN RAISED FOUNDATION AREAS. IT IS THE
RESPONSIBILITY OF THE CONTRACTOR TO VERIFY THE ACTUAL EARTHWORK QUANTITIES. NO ALLOWANCE HAS BEEN MADE TO ACCOUNT

FOR QUANTITIES FROM PAVEMENT OR TRENCHING FOR FOUNDATION, FOOTINGS, PIERS AND/OR UTILITIES TRENCHES.

LAND DISTURBANCE

LAND DISTURBANCE AREA = 1,250 SF

PROJECT SITE

GENERAL NOTES
1. ALL WORK SHALL BE COMPLETED IN ACCORDANCE WITH THESE PLANS AND ACCOMPANYING SPECIFICATIONS, IN ADDITION ALL WORK SHALL ALSO
CONFORM WITH THE FOLLOWING:
- LATEST REVISION OF THE COUNTY OF MONTEREY DESIGN STANDARDS AND SPECIFICATIONS
- THE LATEST REVISION OF THE STATE OF CALIFORNIA DEPARTMENT OF TRANSPORTATION STANDARDS AND SPECIFICATIONS (STATE SPECIFICATIONS)
- THE 2022 EDITIONS OF THE CALIFORNIA BUILDING CODE (CBC), CALIFORNIA PLUMBING CODE (CPC), CALIFORNIA MECHANICAL CODE (CMC),
CALIFORNIA ENERGY CODE (CEnC), CALIFORNIA ELECTRICAL CODE (CEC).

2. THE CONTRACTOR SHALL FAMILIARIZE THEMSELVES WITH THE PLANS, DETAILS, AND SPECIFICATIONS AND SITE CONDITIONS PRIOR TO THE START OF
CONSTRUCTION. IN THE EVENT THAT THE CONTRACTOR FINDS ANY DISCREPANCIES, OMISSIONS, OR DEFICIENCIES IN THE PLANS, THE CONTRACTOR SHALL
NOTIFY THE DESIGN ENGINEER AND THE OWNER'S REPRESENTATIVE IMMEDIATELY.

3. IT IS THE CONTRACTORS RESPONSIBILITY TO SECURE ALL REQUIRED PERMITS PRIOR TO THE START OF CONSTRUCTION.  THE CONTRACTOR SHALL NOTIFY
THE ENGINEER AND THE MONTEREY COUNTY BUILDING SERVICES DEPARTMENT (COUNTY) AT LEAST 24 HOURS PRIOR TO THE START OF CONSTRUCTION.

4. THE TOPOGRAPHY, LOCATIONS AND SIZE OF UNDERGROUND UTILITIES AND OR OTHER STRUCTURES SHOWN HEREON WERE OBTAINED FROM A FIELD
SURVEY (BY OTHERS) AND OR FROM RECORD INFORMATION. NEITHER THE ENGINEER NOR THE OWNER MAKES ANY REPRESENTATION TO THE ACCURACY OF
TOPOGRAPHY. SIZE AND OR LOCATION OF ANY OF THE UTILITIES OR STRUCTURES SHOWN ON THESE PLANS NOR FOR THE EXISTENCE OF ANY OTHER BURIED
OBJECTS OR UTILITIES WHICH MAY BE ENCOUNTERED THAT ARE NOT SHOWN ON THIS PLAN. IT IS THE CONTRACTOR'S RESPONSIBILITY TO FIELD VERIFY THE SIZE
AND LOCATION OF EXISTING UNDERGROUND UTILITIES, SURFACE IMPROVEMENTS, AND OTHER STRUCTURES AND TAKE ALL NECESSARY PRECAUTIONS TO
PROTECT THEM FROM DAMAGE DURING CONSTRUCTION.

5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING APPROPRIATE UTILITY COMPANIES AND REQUESTING VERIFICATION OF SERVICE POINTS,
FIELD VERIFICATION OF LOCATION, SIZE, DEPTH, ETC. FOR ALL THEIR FACILITIES AND TO COORDINATE WORK SCHEDULES.

6. THE CONTRACTOR SHALL NOTIFY UNDERGROUND SERVICE ALERT AT (800) 227-2600 AT LEAST 48 HOURS PRIOR TO EXCAVATION TO VERIFY THE
LOCATION OF EXISTING UNDERGROUND UTILITIES.

7. CONTRACTOR IS RESPONSIBLE FOR COMPLIANCE WITH ANY CURRENTLY APPLICABLE SAFETY LAW OF ANY JURISDICTIONAL BODY. FOR INFORMATION
REGARDING THIS PROVISION, THE CONTRACTOR IS DIRECTED TO CONTACT THE STATE OF CALIFORNIA, DIVISION OF OCCUPATIONAL SAFETY  AND HEALTH.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL BARRICADES, SAFETY DEVICES, AND THE CONTROL OF TRAFFIC WITHIN THE CONSTRUCTION AREA. FOR ALL
TRENCH EXCAVATION FIVE (5) FEET OR MORE IN DEPTH, THE CONTRACTOR SHALL OBTAIN A PERMIT FROM THE DIVISION OF OCCUPATIONAL SAFETY AND
HEALTH PRIOR TO BEGINNING ANY EXCAVATION. A COPY OF THIS PERMIT SHALL BE AVAILABLE AT THE CONSTRUCTION SITE AT ALL TIMES.

8. EXISTING CURB, GUTTER, SIDEWALK, SURVEY MONUMENTS, AND OTHER IMPROVEMENTS WITHIN PROJECT SITE THAT ARE DAMAGED OR DISPLACED AS A
RESULT OF THE CONTRACTOR'S ACTIVITIES SHALL BE REPLACED BY THE CONTRACTOR.

9. THE CONTRACTOR SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR THE JOB SITE CONDITIONS AND SAFETY OF ALL PERSONS AND PROPERTY
DURING THE COURSE OF CONSTRUCTION OF THE PROJECT. THE CONTRACTOR AGREES TO HOLD HARMLESS, INDEMNIFY AND DEFEND THE OWNER, THE
ENGINEER, AND ALL DESIGN CONSULTANTS FROM ANY AND ALL LIABILITY, CLAIMS, LOSSES OR DAMAGES ARISING FROM THE PERFORMANCE OF THE WORK
DESCRIBED HEREIN EXCEPT THOSE ARISING FROM THE SOLE NEGLIGENCE OF ANY OF THE PREVIOUSLY MENTIONED PEOPLE OR ENTITIES. THIS REQUIREMENT
SHALL BE MADE TO APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS. THE CONTRACTOR SHALL LEAVE A 24-HOUR EMERGENCY
TELEPHONE NUMBER WITH THE POLICE, FIRE DEPARTMENTS AND PRIVATE SECURITY COMPANY (IF APPLICABLE), AND KEEP THEM INFORMED DAILY REGARDING
ANY CONSTRUCTION RELATED ACTIVITY IN THE PUBLIC RIGHT OF WAY.

10.  CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL, OFF-HAUL, AND PROPER DISPOSAL OF ALL ITEMS TO BE REMOVED INCLUDING BUT NOT LIMITED
TO: CONCRETE, ASPHALT CONCRETE, STRIPING, ANY AND ALL OTHER DEBRIS FROM THE SITE, EXCESS MATERIAL FROM TRENCHING AND PAVEMENT
CONSTRUCTION, TREES AND ROOT BALLS, FENCING AND SPOILS FROM EXCAVATION AT THE CONTRACTOR'S EXPENSE AND SHALL BE DISPOSED OF IN A
LAWFUL MANNER.

11. IF, DURING THE COURSE OF CONSTRUCTION, CULTURAL, ARCHAEOLOGICAL, HISTORICAL OR PALEONTOLOGICAL RESOURCES ARE UNCOVERED AT THE
SITE (SURFACE OR SUBSURFACE RESOURCES) WORK SHALL BE HALTED IMMEDIATELY WITHIN 50 METERS (165 FEET) OF THE FIND UNTIL A QUALIFIED
PROFESSIONAL ARCHAEOLOGIST CAN EVALUATE IT. MONTEREY COUNTY HCD - PLANNING AND A QUALIFIED ARCHAEOLOGIST (I.E., AN ARCHAEOLOGIST
REGISTERED WITH THE REGISTER OF PROFESSIONAL ARCHAEOLOGISTS) SHALL BE IMMEDIATELY CONTACTED BY THE RESPONSIBLE INDIVIDUAL PRESENT ON-SITE.
WHEN CONTACTED, THE PROJECT PLANNER AND THE ARCHAEOLOGIST SHALL IMMEDIATELY VISIT THE SITE TO DETERMINE THE EXTENT OF THE RESOURCES AND
TO DEVELOP PROPER MITIGATION MEASURES REQUIRED FOR RECOVERY.

12. ALL REVISIONS TO THESE PLANS MUST BE APPROVED BY THE ENGINEER AS WELL AS THE OWNER PRIOR TO THEIR CONSTRUCTION AND SHALL BE
ACCURATELY SHOWN ON RECORD DRAWINGS PRIOR TO THE ACCEPTANCE OF THE WORK AS COMPLETE. ANY CHANGES TO OR DEVIATIONS FROM THE
PLANS MADE WITHOUT AUTHORIZATION SHALL BE AT THE CONTRACTOR'S SOLE RISK AND SHALL ABSOLVE THE ENGINEER OF ANY AND ALL RESPONSIBILITY
ASSOCIATED WITH THE THE CHANGE OR DEVIATION.

13. THE CONTRACTOR SHALL TAKE ALL NECESSARY MEASURES TO KEEP THE SITE AND ADJACENT AREAS FREE FROM DIRT AND DEBRIS. SHOULD ANY DIRT OR
DEBRIS BE DEPOSITED IN THE PUBLIC RIGHT-OF-WAY, THE CONTRACTOR SHALL REMOVE IT IMMEDIATELY.

14. THE CONTRACTOR SHALL TAKE ALL NECESSARY MEASURES TO PREVENT AIRBORNE DUST FROM BECOMING A NUISANCE. DUST CONTROL MEASURES TO
BE IMPLEMENTED INCLUDE BUT ARE NOT LIMITED TO THE FOLLOWING:
A) PROVIDE EQUIPMENT AND MANPOWER REQUIRED FOR WATERING ALL EXPOSED OR DISTURBED EARTH
B) COVER STOCKPILES OF DEBRIS, SOIL, OR OTHER MATERIALS WHICH MAY CONTRIBUTE TO AIRBORNE DUST.
C) KEEP CONSTRUCTION AREAS AND ADJACENT STREET FREE OF MUD AND DUST.
D) LANDSCAPE, SEED, OR COVER PORTIONS OF THE SITE AS SOON AS CONSTRUCTION IS COMPLETE.

15. A COPY OF ALL FIELD REPORTS/COMPACTIONS TESTS AND FINAL GRADING REPORT SHALL BE SUBMITTED TO THE COUNTY AT SCHEDULED INSPECTIONS.

16. PAD ELEVATION/S SHALL BE CERTIFIED TO 0.1 FEET, PRIOR TO DIGGING ANY FOOTINGS OR SCHEDULING ANY INSPECTIONS.

GRADING AND DRAINAGE
1. CONTRACTOR SHALL NOTIFY THE COUNTY 48 HOURS BEFORE STARTING ANY GRADING OPERATIONS.

2. ALL GRADING SHALL CONFORM TO THE COUNTY GRADING ORDINANCE (CHAPTER 16.08) AND THE EROSION CONTROL ORDINANCE (CHAPTER 16.12)
AS APPLICABLE.

3. IT IS THE CONTRACTOR'S RESPONSIBILITY TO SECURE THE REQUIRED PERMITS PRIOR TO THE COMMENCEMENT OF GRADING. RIGHT-OF-ENTRY,
PERMISSION TO GRADE, AND ENCROACHMENT PERMIT(S) MAY BE REQUIRED PRIOR TO GRADING.

4. IT IS THE CONTRACTORS RESPONSIBILITY TO PREPARE THE GROUND SURFACE TO RECEIVE THE FILLS AND TO PLACE, SPREAD, MIX, WATER, AND
COMPACT THE FILL. THE CONTRACTOR SHALL ALSO REMOVE ALL MATERIAL CONSIDERED UNSATISFACTORY.

5. WHERE UNSTABLE OR UNSUITABLE MATERIALS ARE ENCOUNTERED DURING SUBGRADE PREPARATION, THE AREA IN QUESTION SHALL BE OVER
EXCAVATED AND BACKFILLED WITH SELECT MATERIAL.

6. MAXIMUM CUT AND FILL SLOPE SHALL BE 2 HORIZONTAL TO 1 VERTICAL.

7. ALL CUT SLOPES SHALL BE ROUNDED TO MEET EXISTING GRADES AND BLEND WITH SURROUNDING TOPOGRAPHY. ALL GRADED SLOPES SHALL BE
PLANTED WITH SUITABLE GROUND COVER.

8. TREE REMOVAL SHALL INCLUDE REMOVAL OF TRUNKS, STUMPS, AND ROOTBALLS. THE REMAINING CAVITY SHALL BE CLEARED OF ALL ROOTS LARGER
THAN 1/2" TO A DEPTH OF NOT LESS THAN 18" AND BACKFILLED WITH SUITABLE MATERIAL THEN COMPACTED TO CONFORM WITH THE EXISTING GROUND.

9. CONTRACTOR SHALL USE CAUTION WHEN GRADING AROUND AND/OR OVER EXISTING UNDERGROUND UTILITIES.

10. ALL SURFACE DRAINAGE SHALL MAINTAIN 2% SLOPE MINIMUM UNLESS NOTED OTHERWISE.

11. PERVIOUS SURFACES IMMEDIATELY ADJACENT TO THE FOUNDATION SHALL BE SLOPED AWAY FROM THE BUILDING AT A SLOPE OF NOT LESS THAN 5%
FOR A MINIMUM DISTANCE OF 10 FEET MEASURED PERPENDICULAR TO THE FACE OF THE WALL. IF PHYSICAL OBSTRUCTIONS OR LOT LINES PROHIBIT 10 FEET OF
HORIZONTAL DISTANCE, A 5% SLOPE SHALL BE PROVIDED TO AN APPROVED ALTERNATIVE METHOD OF DIVERTING WATER AWAY FROM THE FOUNDATION.
SWALES USED FOR THIS PURPOSE SHALL BE SLOPED A MINIMUM OF 2% WHERE LOCATED WITHIN 10 FEET OF THE BUILDING FOUNDATION. IMPERVIOUS
SURFACES WITHIN 10 FEET OF THE BUILDING FOUNDATION SHALL BE SLOPED A MINIMUM OF 2% AWAY FROM THE BUILDING.

12. DURING WINTER OPERATIONS (BETWEEN OCTOBER 15 AND APRIL 15) THE FOLLOWING MEASURES MUST BE TAKEN:

A. DISTURBED SURFACES NOT INVOLVED IN IMMEDIATE OPERATIONS MUST BE PROTECTED BY MULCHING AND OR OTHER EFFECTIVE MEANS OF SOIL
PROTECTION.

B. ALL ROADS AND DRIVEWAYS SHALL HAVE DRAINAGE FACILITIES SUFFICIENT TO PREVENT EROSION ON OR ADJACENT TO THE ROADWAY OR ON
DOWNHILL PROPERTIES.

C. RUN-OFF FROM THE SITE SHALL BE DETAINED OR FILTERED BY BERMS, VEGETATED FILTER STRIPS, AND OR CATCH BASINS TO PREVENT THE ESCAPE OF
SEDIMENT FROM THE SITE.

D. DRAINAGE CONTROL MEASURES SHALL BE MAINTAINED AND IN PLACE AT THE END OF EACH DAY AND CONTINUOUSLY THROUGH THE LIFE OF THE
PROJECT DURING WINTER OPERATIONS

13. VEGETATION REMOVAL. ACTUAL GRADING SHALL BEGIN WITHIN 30 DAYS OF VEGETATION REMOVAL OR THAT AREA SHALL BE PLANTED.

14. NO VEGETATION REMOVAL OR GRADING WILL BE ALLOWED WHICH WILL RESULT IN SILTATION OF WATER COURSES OR UNCONTROLLABLE EROSION.

UNDERGROUND UTILITIES
1. CONTRACTOR SHALL EXPOSE AND VERIFY LOCATION AND ELEVATION OF EXISTING UTILITIES, INCLUDING STORM DRAINS, SANITARY SEWERS AND WATER
LINES, BEFORE ORDERING MATERIALS AND/OR CONSTRUCTING NEW FACILITIES.

2. ALL EXISTING MANHOLES AND UTILITY BOXES WITHIN THE PROJECT AREA ARE TO BE SET FLUSH WITH FINISHED GRADE, UNLESS OTHERWISE NOTED.

3. ALL TRENCHES AND EXCAVATIONS SHALL BE CONSTRUCTED IN STRICT COMPLIANCE WITH THE APPLICABLE SECTIONS OF CALIFORNIA AND FEDERAL
O.S.H.A. REQUIREMENTS AND OTHER APPLICABLE SAFETY ORDINANCES, CONTRACTOR SHALL BEAR FULL RESPONSIBILITY FOR TRENCH SHORING DESIGN AND
INSTALLATION.

4. PIPE MATERIALS AND INSTALLATION PROCEDURE SHALL BE IN ACCORDANCE WITH APPLICABLE SECTIONS OF THE STANDARD SPECIFICATIONS AND THE
MANUFACTURER'S RECOMMENDATIONS.

5. DAMAGE SHALL BE REPAIRED IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS OF THE COUNTY.
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GENERAL NOTES
1.  THE CONTRACTOR SHALL TAKE ALL NECESSARY MEASURES TO PREVENT AIRBORNE DUST FROM BECOMING A NUISANCE TO NEIGHBORING PROPERTIES.  THE CONTRACTOR SHALL CONFORM TO THE STANDARDS FOR
DUST-CONTROL AS ESTABLISHED BY THE AIR QUALITY MAINTENANCE DISTRICT.  DUST CONTROL MEASURES TO BE IMPLEMENTED INCLUDE BUT ARE NOT LIMITED TO THE FOLLOWING:
A) PROVIDE EQUIPMENT AND MANPOWER REQUIRED FOR WATERING ALL EXPOSED OR DISTURBED EARTH. SUFFICIENT WATERING TO CONTROL DUST IS REQUIRED AT ALL TIMES.
B) COVER STOCKPILES OF DEBRIS, SOIL, OR OTHER MATERIALS WHICH MAY CONTRIBUTE TO AIRBORNE DUST.
C) KEEP CONSTRUCTION AREAS AND ADJACENT STREET FREE OF MUD AND DUST.
D) LANDSCAPE, SEED, OR COVER PORTIONS OF THE SITE AS SOON AS CONSTRUCTION IS COMPLETE.
THE CONTRACTOR SHALL ASSUME LIABILITY FOR CLAIMS RELATED TO WIND BLOWN MATERIAL. IF THE DUST CONTROL IS INADEQUATE AS DETERMINED BY THE CITY, THE CONSTRUCTION WORK SHALL BE TERMINATED UNTIL CORRECTIVE
MEASURES ARE TAKEN.
2.  THE CONTRACTOR SHALL TAKE ALL NECESSARY MEASURES TO KEEP STREETS AND ROADS FREE FROM DIRT AND DEBRIS.  SHOULD ANY DIRT OR DEBRIS BE DEPOSITED IN THE PUBLIC RIGHT-OF-WAY, THE CONTRACTOR SHALL
REMOVE IT IMMEDIATELY.
3.  ALL CUT AND FILL SLOPES EXPOSED DURING CONSTRUCTION SHALL BE COVERED, SEEDED OR OTHERWISE TREATED TO CONTROL EROSION WITHIN 48 HOURS AFTER GRADING.  CONTRACTOR SHALL REVEGETATE SLOPES AND
ALL DISTURBED AREAS THROUGH AN APPROVED PROCESS AS DETERMINED BY THE CITY. THIS MAY CONSIST OF EFFECTIVE PLANTING OF RYE GRASS, BARLEY OR SOME OTHER FAST GERMINATING SEED.
4. DURING WINTER OPERATIONS (BETWEEN OCTOBER 15 AND APRIL 15), THE FOLLOWING MEASURES MUST BE TAKEN:
A) VEGETATION REMOVAL SHALL NOT PRECEDE SUBSEQUENT GRADING OR CONSTRUCTION ACTIVITIES BY MORE THAN 15 DAYS. DURING THIS PERIOD, EROSION AND SEDIMENT CONTROL MEASURES SHALL BE IN PLACE. DISTURBED
SURFACES NOT INVOLVED IN THE IMMEDIATE OPERATIONS MUST BE PROTECTED BY MULCHING AND/OR OTHER EFFECTIVE MEANS OF SOIL PROTECTION.
B) ALL ROADS AND DRIVEWAYS SHALL HAVE DRAINAGE FACILITIES SUFFICIENT TO PREVENT EROSION ON OR ADJACENT TO THE ROADWAY OR THE DOWNHILL PROPERTIES.
C) RUN-OFF FROM THE SITE SHALL BE DETAINED OR FILTERED BY BERMS, VEGETATED FILTER STRIPS AND/OR CATCH BASINS TO PREVENT THE ESCAPE OF SEDIMENT FROM THE DISTURBED AREA OR SITE. THESE DRAINAGE CONTROL
MEASURES MUST BE MAINTAINED BY THE CONTRACTOR AS NECESSARY TO ACHIEVE THEIR PURPOSE THROUGHOUT THE LIFE OF THE PROJECT.
D) EROSION AND SEDIMENT CONTROL MEASURES SHALL BE MAINTAINED AND IN PLACE AT THE END OF EACH DAY AND CONTINUOUSLY CHECKED THROUGHOUT THE LIFE OF THE PROJECT DURING WINTER OPERATIONS.
(GONZALES GRADING/EROSION ORD. 2806-16.12.090)
E) THE GRADING INSPECTOR MAY STOP OPERATIONS DURING PERIODS OF INCLEMENT WEATHER IF EROSION PROBLEMS ARE NOT BEING CONTROLLED ADEQUATELY.
5. IF VEGETATION REMOVAL TAKES PLACE PRIOR TO A GRADING OPERATION AND THE ACTUAL GRADING DOES NOT BEGIN WITHIN 30 DAYS FROM THE DATE OF REMOVAL, THEN THAT AREA SHALL BE PLANTED UNDER THE
PROVISION OF SECTION 16.08.340 TO CONTROL EROSION. NO VEGETATION REMOVAL OR GRADING WILL BE ALLOWED WHICH WILL RESULT IN SILTATION OF WATER COURSES OR UNCONTROLLABLE EROSION.
6. ALL POLLUTANTS AND THEIR SOURCES, INCLUDING SOURCES OF SEDIMENT ASSOCIATED WITH CONSTRUCTION, CONSTRUCTION SITE EROSION AND ALL OTHER ACTIVITIES ASSOCIATED WITH CONSTRUCTION ACTIVITY ARE
CONTROLLED;
7. ALL NON-STORM WATER DISCHARGES ARE IDENTIFIED AND EITHER ELIMINATED, CONTROLLED, OR TREATED;
8. SITE BMPS ARE TO BE EFFECTIVE AND RESULT IN THE REDUCTION OR ELIMINATION OF POLLUTANTS IN STORM WATER DISCHARGES AND AUTHORIZED NON-STORM WATER DISCHARGES FROM CONSTRUCTION ACTIVITY
9. STABILIZATION BMPS INSTALLED TO REDUCE OR ELIMINATE POLLUTANTS AFTER CONSTRUCTION IS COMPLETED.
10. BEST MANAGEMENT PRACTICES (BMPS) TO BE IMPLEMENTED BY THE PROJECT ARE LISTED BY CATEGORY. FACT SHEETS, AND DETAILS FOR THE BMPS SELECTED FOR THIS PROJECT, CAN BE FOUND IN THE CASQA STORMWATER BEST
MANAGEMENT PRACTICE HANDBOOK.

MONTEREY COUNTY INSPECTIONS
1. PRIOR TO COMMENCEMENT OF ANY LAND DISTURBANCE, THE OWNER/APPLICANT SHALL SCHEDULE AN INSPECTION WITH THE DEPARTMENT OF HOUSING AND COMMUNITY DEVELOPMENT TO ENSURE ALL NECESSARY SEDIMENT CONTROLS ARE IN
PLACE AND THE PROJECT IS COMPLIANT WITH MONTEREY COUNTY REGULATIONS.
2. DURING CONSTRUCTION, THE OWNER/APPLICANT SHALL SCHEDULE AN INSPECTION WITH THE DEPARTMENT OF HOUSING AND COMMUNITY DEVELOPMENT TO INSPECT DRAINAGE DEVICE INSTALLATION, REVIEW THE MAINTENANCE AND
EFFECTIVENESS OF BMPS INSTALLED, AND TO VERIFY THAT POLLUTANTS OF CONCERN ARE NOT DISCHARGED FROM THE SITE. AT THE TIME OF THE INSPECTION, THE APPLICANT SHALL PROVIDE CERTIFICATION THAT ALL NECESSARY GEOTECHNICAL
INSPECTIONS HAVE BEEN COMPLETED TO THAT POINT.
3. PRIOR TO FINAL INSPECTION, THE OWNER/APPLICANT SHALL SCHEDULE AN INSPECTION WITH THE DEPARTMENT OF HOUSING AND COMMUNITY DEVELOPMENT TO ENSURE THAT ALL DISTURBED AREAS HAVE BEEN STABILIZED AND THAT ALL
TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES THAT ARE NO LONGER NEEDED HAVE BEEN REMOVED.

GOOD SITE MANAGEMENT “HOUSEKEEPING”
1. POLLUTANTS IN STORM WATER DISCHARGES FROM THE PROJECT DURING CONSTRUCTION MAY ORIGINATE FROM THE DAILY OPERATION OF EQUIPMENT, GRADING OPERATIONS, AND STOCKPILING OF MATERIALS.

-DISCHARGERS SHALL IMPLEMENT GOOD HOUSEKEEPING MEASURES ON THE CONSTRUCTION SITE TO CONTROL THE AIR DEPOSITION OF SITE MATERIALS AND FROM SITE OPERATIONS. SUCH PARTICULATES CAN INCLUDE, BUT ARE
NOT LIMITED TO, SEDIMENT, NUTRIENTS, TRASH, METALS, BACTERIA, OIL AND GREASE AND ORGANICS.

WASTE MANAGEMENT POLLUTION CONTROL
1. THE DISCHARGER SHALL PREVENT DISPOSAL OF ANY RINSE OR WASH WATERS OR MATERIALS ON IMPERVIOUS OR PERVIOUS SITE SURFACES OR INTO THE STORM DRAIN SYSTEM.
2. THE DISCHARGER SHALL ENSURE THE CONTAINMENT OF SANITATION FACILITIES (E.G., PORTABLE TOILETS) TO PREVENT DISCHARGES OF POLLUTANTS TO THE STORM WATER DRAINAGE SYSTEM OR RECEIVING WATER. THE
SANITATION FACILITIES SHALL BE CLEANED, REPLACED, AND INSPECTED REGULARLY FOR LEAKS AND SPILLS.
3. WASTE DISPOSAL CONTAINERS SHALL BE COVERED AT THE END OF EVERY BUSINESS DAY AND DURING A RAIN EVENT. NO DISCHARGES FROM WASTE DISPOSAL CONTAINERS TO THE STORM WATER DRAINAGE SYSTEM OR
RECEIVING WATER SHALL BE ALLOWED.
4. STOCKPILED MATERIAL SHALL BE CONTAINED AND SECURELY PROTECTED FROM WIND AND RAIN AT ALL TIMES UNLESS ACTIVELY BEING USED.
5. PROCEDURES SHALL BE DEVELOPED THAT EFFECTIVELY ADDRESS HAZARDOUS AND NONHAZARDOUS SPILLS. EQUIPMENT AND MATERIALS FOR CLEANUP OF SPILLS SHALL BE AVAILABLE ON SITE. SPILLS AND LEAKS SHALL BE
CLEANED UP IMMEDIATELY AND DISPOSED OF PROPERLY.
6. CONCRETE WASHOUT AREAS SHALL BE CONTAINED SO THERE IS NO DISCHARGE INTO THE UNDERLYING SOIL AND ONTO THE SURROUNDING AREAS.
7. DISCHARGER SHALL MAINTAIN VEHICLES TO PREVENT OIL, GREASE, OR FUEL TO LEAK IN TO THE GROUND, STORM DRAINS OR SURFACE WATERS. ALL EQUIPMENT OR VEHICLES SHALL BE FUELED, MAINTAINED AND STORED IN A
DESIGNATED AREA FITTED WITH APPROPRIATE BMPS. LEAKS SHALL BE CLEANED IMMEDIATELY AND DISPOSED OF PROPERLY.
8. IN ADDITION TO THE ABOVE, THE PROJECT WILL IMPLEMENT THE FOLLOWING PRACTICES FOR EFFECTIVE WASTE MANAGEMENT POLLUTION CONTROL WHERE APPLICABLE:
WM-1, MATERIAL DELIVERY AND STORAGE
WM-2, MATERIAL USE
WM-3, STOCKPILE MANAGEMENT
WM-4, SPILL PREVENTION AND CONTROL
WM-5, SOLID WASTE MANAGEMENT
WM-6, HAZARDOUS WASTE MANAGEMENT
WM-7 CONTAMINATED SOIL MANAGEMENT
WM-8, CONCRETE WASTE MANAGEMENT
WM-9, SANITARY/SEPTIC WASTE MANAGEMENT
WM-10, LIQUID WASTE MANAGEMENT
(SOURCE: STORMWATER BEST MANAGEMENT HANDBOOK)
9. THE CONTRACTOR SHALL REVIEW CONSTRUCTION ACTIVITIES TO IDENTIFY AND QUANTIFY LIKELY CONSTRUCTION MATERIALS AND WASTES. SPECIAL NOTICE SHALL BE MADE OF MATERIALS AND WASTES WITH SPECIAL HANDLING
OR DISPOSAL REQUIREMENTS; SUCH AS LEAD CONTAMINATED SOILS, CONCRETE SAW-CUTTING LIQUIDS, WASTE CHEMICALS AND EMPTY CHEMICAL CONTAINERS.  THE CONTRACTOR SHALL FOLLOW ALL MANUFACTURERS' STORAGE
AND HANDLING RECOMMENDATIONS AND FOLLOW ALL FEDERAL, STATE, AND LOCAL REGULATIONS. WHERE POSSIBLE, CONTRACTOR SHALL USE SAFER AND LESS POLLUTING PRODUCTS.

EROSION CONTROL (SOIL STABILIZATION)
1. SUFFICIENT EROSION CONTROL MATERIALS WILL BE MAINTAINED ON-SITE TO ALLOW FOR IMMEDIATE DEPLOYMENT BEFORE THE ONSET OF RAIN.
2. DISCHARGERS SHALL PROVIDE EFFECTIVE SOIL COVERS FOR INACTIVE AREAS (MORE THAN 14 DAYS UN-DISTURBED) AND ALL FINISHED SLOPES, OPEN SPACE, UTILITY BACKFILL, AND COMPLETED LOTS.
3. DISCHARGERS SHALL LIMIT THE USE OF PLASTIC MATERIALS WHEN MORE SUSTAINABLE, ENVIRONMENTALLY FRIENDLY ALTERNATIVES EXIST. WHERE PLASTIC MATERIALS ARE DEEMED NECESSARY, THE DISCHARGER SHALL CONSIDER
THE USE OF PLASTIC MATERIALS RESISTANT TO SOLAR DEGRADATION.
4. IN ADDITION TO THE ABOVE, THE PROJECT WILL IMPLEMENT THE FOLLOWING PRACTICES FOR EFFECTIVE TEMPORARY AND FINAL EROSION CONTROL DURING CONSTRUCTION WHERE APPLICABLE:
EC-1, SCHEDULING
EC-2, PRESERVATION OF EXISTING VEGETATION
EC-3, HYDRAULIC MULCH
EC-4, HYDROSEEDING
EC-5, SOIL BINDERS
EC-6, STRAW MULCH
EC-7, GEOTEXTILES  AND MATS
EC-8, WOOD MULCHING
EC-9, EARTH DIKES AND DRAINAGE SWALES
EC-10, VELOCITY DISSIPATION DEVICES
EC-11, SLOPE DRAINS
EC-12, STREAMBANK STABILIZATION
EC-13, POLYACRYLAMIDE
(SOURCE: STORMWATER BEST MANAGEMENT HANDBOOK)
5. SPECIAL CARE SHALL BE TAKEN SO THAT NO FILL MATERIALS SHALL BE PLACED, SPREAD, OR ROLLED DURING UNFAVORABLE WEATHER CONDITIONS.

SEDIMENT CONTROL
1. SUFFICIENT QUANTITIES OF TEMPORARY SEDIMENT CONTROL MATERIALS WILL BE MAINTAINED ON-SITE THROUGHOUT THE DURATION OF THE PROJECT, TO ALLOW IMPLEMENTATION OF TEMPORARY SEDIMENT CONTROLS IN THE
EVENT OF PREDICTED RAIN AND FOR RAPID RESPONSE TO FAILURES OR EMERGENCIES.
2. DISCHARGERS SHALL ESTABLISH AND MAINTAIN EFFECTIVE PERIMETER CONTROLS AND STABILIZE ALL CONSTRUCTION ENTRANCES AND EXITS TO SUFFICIENTLY CONTROL EROSION AND SEDIMENT DISCHARGES FROM THE SITE.
3. DISCHARGERS SHALL EFFECTIVELY MANAGE ALL RUN-ON, ALL RUNOFF WITHIN THE SITE AND ALL RUNOFF THAT DISCHARGES OFF THE SITE. RUN-ON FROM OFF-SITE SHALL BE DIRECTED AWAY FROM ALL DISTURBED AREAS OR
SHALL COLLECTIVELY BE IN COMPLIANCE WITH THE EFFLUENT LIMITATION OF THIS PERMIT.
4. DISCHARGERS SHALL APPLY LINEAR SEDIMENT CONTROLS ALONG THE TOE OF THE SLOPE, FACE OF THE SLOPE, AND AT THE GRADE BREAKS OF EXPOSED SLOPES.
5. DISCHARGERS SHALL ENSURE THAT CONSTRUCTION ACTIVITY TRAFFIC TO AND FROM THE PROJECT IS LIMITED TO ENTRANCES AND EXITS THAT EMPLOY EFFECTIVE CONTROLS TO PREVENT OFFSITE TRACKING OF SEDIMENT.
6. DISCHARGERS SHALL ENSURE THAT ALL STORM DRAIN INLETS AND PERIMETER CONTROLS, RUNOFF CONTROL BMPS, AND POLLUTANT CONTROLS AT ENTRANCES AND EXITS (E.G. TIRE WASHOFF LOCATIONS) ARE MAINTAINED
AND PROTECTED FROM ACTIVITIES THAT REDUCE THEIR EFFECTIVENESS.
7. DISCHARGERS SHALL INSPECT ON A DAILY BASIS ALL IMMEDIATE ACCESS ROADS DAILY.
8. AT A MINIMUM DAILY (WHEN NECESSARY) AND PRIOR TO ANY RAIN EVENT, THE DISCHARGER SHALL REMOVE ANY SEDIMENT OR OTHER CONSTRUCTION ACTIVITY RELATED MATERIALS THAT ARE DEPOSITED ON THE ROADS (BY
VACUUMING OR SWEEPING).
9. IN ADDITION TO THE ABOVE, THE PROJECT WILL IMPLEMENT THE FOLLOWING PRACTICES FOR EFFECTIVE TEMPORARY AND FINAL SEDIMENT CONTROL DURING CONSTRUCTION WHERE APPLICABLE:
SE-1, SILT FENCE
SE-2, SEDIMENT BASIN
SE-3, SEDIMENT TRAP
SE-4, CHECK DAMS
SE-5, FIBER ROLLS
SE-6, GRAVEL BAG BERM
SE-7, STREET SWEEPING AND VACUUMING
SE-8, SANDBAG BARRIER
SE-9, STRAW BALE BARRIER
SE-10, STORM DRAIN INLET PROTECTION
SE-11, CHEMICAL TREATMENT
(SOURCE: STORMWATER BEST MANAGEMENT HANDBOOK)

TRACKING CONTROL
1. TRACKING CONTROLS SHALL BE IMPLEMENTED AND MAINTAINED YEAR-ROUND AND THROUGHOUT THE DURATION OF THE PROJECT, AT ALL ACCESS (INGRESS/EGRESS) POINTS TO THE PROJECT SITE WHERE VEHICLES AND/OR
EQUIPMENT MAY TRACK SEDIMENT FROM THE CONSTRUCTION SITE ONTO PUBLIC OR PRIVATE ROADWAYS.
2. IN GENERAL, THE PROJECT WILL IMPLEMENT THE FOLLOWING PRACTICES FOR EFFECTIVE TRACKING CONTROL DURING CONSTRUCTION WHERE APPLICABLE:
TC-1, STABILIZED CONSTRUCTION ENTRANCE/EXIT
TC-2, STABILIZED CONSTRUCTION ROADWAY
TC-3, ENTRANCE/OUTLET TIRE WASH
(SOURCE: STORMWATER BEST MANAGEMENT HANDBOOK)

WIND EROSION CONTROL
1. WIND EROSION CONTROL BMPS SHALL BE IMPLEMENTED AND MAINTAINED YEAR-ROUND AND THROUGHOUT THE DURATION OF THE PROJECT ON ALL DISTURBED SOILS ON THE PROJECT SITE THAT ARE SUBJECT TO WIND
EROSION, AND WHEN SIGNIFICANT WIND AND DRY CONDITIONS ARE ANTICIPATED DURING PROJECT CONSTRUCTION.  THE OBJECTIVE OF WIND CONTROLS IS TO PREVENT THE TRANSPORT OF SOIL FROM DISTURBED AREAS OF THE
PROJECT SITE BY WIND.
2. IN GENERAL, THE PROJECT WILL IMPLEMENT THE FOLLOWING PRACTICES FOR EFFECTIVE WIND EROSION CONTROL DURING CONSTRUCTION WHERE APPLICABLE:
WE-1, WIND EROSION CONTROL
(SOURCE: STORMWATER BEST MANAGEMENT HANDBOOK)

NON-STORMWATER MANAGEMENT POLLUTION CONTROL
1. NON-STORM WATER DISCHARGES CONSIST OF ALL DISCHARGES TO/FROM A MUNICIPAL STORM WATER CONVEYANCE, WHICH DO NOT ORIGINATE FROM PRECIPITATION EVENTS (I.E., ALL DISCHARGES FROM A CONVEYANCE
SYSTEM OTHER THAN STORM WATER).
2. DISCHARGERS SHALL IMPLEMENT MEASURES TO CONTROL ALL NON-STORM WATER DISCHARGES DURING CONSTRUCTION.
3. DISCHARGERS SHALL WASH VEHICLES IN SUCH A MANNER AS TO PREVENT NON-STORM WATER DISCHARGES.
4. DISCHARGERS SHALL CLEAN STREETS IN SUCH A MANNER AS TO PREVENT UNAUTHORIZED NON-STORM WATER DISCHARGES.
5. IN ADDITION TO THE ABOVE, THE PROJECT WILL IMPLEMENT THE FOLLOWING PRACTICES FOR EFFECTIVE NON-STORMWATER MANAGEMENT POLLUTION CONTROL WHERE APPLICABLE:
NS-1, WATER CONSERVATION PRACTICES
NS-2, DEWATERING OPERATIONS
NS-3, PAVING AND GRINDING OPERATIONS
NS-4, TEMPORARY STREAM CROSSING
NS-5, CLEAR WATER DIVERSION
NS-6, ILLICIT CONNECTION/ILLEGAL DISCHARGE DETECTION AND REPORTING
NS-7, POTABLE WATER / IRRIGATION
NS-8, VEHICLE AND EQUIPMENT CLEANING
NS-9, VEHICLE AND EQUIPMENT FUELING
NS-10, VEHICLE AND EQUIPMENT MAINTENANCE
NS-11, PILE DRIVING OPERATIONS
NS-12, CONCRETE CURING
NS-13, MATERIALS AND EQUIPMENT USE OVER WATER
NS-14, CONCRETE FINISHING
NS-15, STRUCTURE DEMOLITION/REMOVAL
NS-16, TEMPORARY BATCH PLANTS
(SOURCE: STORMWATER BEST MANAGEMENT HANDBOOK)
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INSTALLATION
1. USE 1"X1"X2' OR 1"X1"X3' WOOD STAKES, DEPENDING ON THE SOIL AND SLOPE CONDITIONS. USE LONGER
STAKES IN LOOSE SOIL, SHORTER STAKES IN DENSER SOILS.

2. CASQA RECOMMENDS IF MORE THAN ONE FIBER ROLL IS PLACED IN A ROW, THE ROLLS SHOULD BE
OVERLAPPED, NOT ABUTTED.IF CONTRACTOR DESIRES TO POSITION FIBER ROLLS END-TO-END, THEY SHALL TIE THE
BUTTED ENDS TOGETHER WITH STRONG TWINE TO ENSURE A GOOD CONNECTION.

3. PLACE FIBER ROLLS SECURELY IN THE TRENCH SO THAT SILT LADEN RUN-OFF PASSES OVER OR THROUGH, NOT
UNDER THE FIBER ROLL.

4. CONSTRACTOR SHALL REVIEW CASQA MANUAL FOR INSTALLATION GUIDANCE. (SE-5)

5. CASQA RECOMENDS THE ENDS OF THE FIBER ROLL BE TURNED UP-SLOPE TO PREVENT RUNOFF FROM GOING
AROUND THE ROLL.
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PLANT LEGEND

*WUCCODE BOTANICAL NAME COMMON NAME SIZE CHARACTER

Trees

L Co Cercis occidentalis Western Redbud 15 Gal.

Shrubs

L Am Achillea millefolium 'Californica' Common Yarrow 1 Gal.

L Ah Arctostaphylos densiflora Vine Hill Manzanita 5 Gal.

L Ap Artemisia pycnocephala Dune Sagewort 1 Gal.

L Db Dudleya brittonii Giant Chalk Dudleya 4" Pot

L Fc Festuca californica California Fescue 1 Gal.

L Mr Muhlenbergia rigens Deer Grass 1 Gal.

Groundcovers

M Calamagrostis foliosa Mendocindo Reed Grass 1 Gal. @ 18" OC

M Carex praegracilis California Field Sedge 4" Pot @ 18" OC

L Dymondia margaretae Silver Carpet 4" Pot @ 6" OC

L Festuca rubra Red Fescue Sod

GENERAL NOTES

1. All planting areas to be treated with a pre-emergent herbicide prior to beginning planting.

2. Contractor to obtain soil analysis prior to beginning of planting and to prepare, amend and
fertilize existing soil following recommendations in the soil analysis. Prepare, amend, and
fertilize existing soil.

3. Pre-mix amendments into soil before backfilling plant pits - do not mix inside pits. Break large
clods into small pieces.  All planting areas to be treated with a pre-emergent herbicide prior to
beginning planting.

4. Stake all trees with minimum 6' tall lodgepole stakes, following standard nursery practices.

5. Install 3" mulch to all planting areas. Mulch to be shredded Cedar bark or similar. Submit a
sample of mulch for Owner & Landscape Architect approval prior to installation.

6. Compost: Compost minimum of 4 cubic yards per 1,000 sq. ft. of permeable area tilled to a
depth of 6".

10. All new planting to be irrigated with automatic drip irrigation system, irrigation controller to
have either evapotranspiration or soil moisture sensing capabilities and a rain sensor.

11. Irrigation system to have a dedicated backflow preventer and master shut off valve at the point

of connection.
12. Pressure regulators shall be installed at each drip valve and set to the optimal pressure as

suggested by the manufacturer of the drip emitters. All drip zones installed on slopes to be

fitted with check valves and all lines to include flush ports.
13. Manual-shut-off valve shall be installed as close as possible to the point of connection and at

valve manifolds. Hose bibs to be installed, verify layout in field with Owner & Landscape
Architect.

14. Irrigation valves to correspond to hydrozone limits.
15. Irrigation system to be a design build. All planting areas to be drip irrigated.

REFERENCE NOTES

Existing Tree: To remain.  Preserve and protect.1

* WATER USE CATEGORY (WUC) KEY

PLANT, TYP.

BACK OF CURB

OR PAVING

x x

x

Y

1. FOR SPACING 'X', SEE PLANTING PLAN LEGEND

2. Y= 1/2X + 12" UON

WUCOLS Region Applicable to this Project: REGION 1
H = High; M = Moderate; L = Low; VL = Very Low; NL = Species Not Listed

* from: Water Use Classification of Landscape Species,
A Guide to the Water Needs of Landscape Plants (WUCOLS)
Revised 2014, University of California Cooperative Extension, L.R. Costello, K.S. Jones

Y
X

X

PLANT SPACING  AND PLANTING SETBACK DIAGRAM

I have complied with the criteria of the ordinance and applied them accordingly for

the efficient use of water in the landscape design plan.

Signed Name Date

Simon Phillips

CLA#

4532 12-19-2022

MWELO COMPLIANCE STATEMENT

I, Simon Phillips, certify that this landscaping plan complies with all Monterey
County landscaping requirements including use of native drought tolerant,
non-invasive species, limited turf and low flow, water conserving irrigation fixtures.

Signed Name Date

Simon Phillips

CLA#

4532 12-19-2022

MONTEREY COUNTY DESIGN STATEMENT
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